
Size Product Code
9-way CAMS09-K

15-way CAMS15-K
25-way CAMS25-K

3-WAY ENTRY HOODS, SHORT THUMBSCREWS CAMS SERIES

SUB D HOODS -  METPLAS

● Manufactured using UL94V-0 Rated ABS
● Supplied with Blanking Plates, Clamp, Screws for complete flexibility
● Pre-fitted short UNC4-40 mild steel, zinc plated Jackscrews
● Other Jackscrew thread sizes available on request
● If you require long Jackscrews please see CAML-Series
● If you require Unshielded Hoods then please see CAS and CAL-Series

FEATURES

3-WAY ENTRY HOODS, LONG THUMBSCREWS

9-WAY 15-WAY 25-WAY

Size Product Code
9-way CAML09-K

15-way CAML15-K
25-way CAML25-K

● Manufactured using UL94V-0 Rated ABS
● Supplied with Blanking Plates, Clamp, Screws for complete flexibility
● Pre-fitted long UNC4-40 mild steel, zinc plated Jackscrews
● Other Jackscrew thread sizes available on request
● If you require short Jackscrews please see CAMS-Series
● If you require Unshielded Hoods then please see CAS and CAL-Series

FEATURES

9-WAY 15-WAY 25-WAY

CAML SERIES



PART NUMBERS SIZE
16-001750 9
16-001760 15
16-001770 25
16-001780 37
16-001790 50

SNAPLOCK HOODS, TOP & SIDE ENTRY METPLAS

SUB D HOODS - METPLAS

FEATURES

●  Quick and easy locking and unlocking
●  Locking kit Hood to Hood
●  Compatible with Snaplock Connectors
●  9 and 15 way are Top and 1 Side Entry
●  25, 37 and 50 way are Top and 2 Side Entry
●  Cable OD 7.5 to 11mm



Size Dim A Dim B Dim C Dim D
9-way 31,3 40,0 16,3 16,3

15-way 39,1 43,5 16,3 16,3
25-way 53,1 47,7 18,0 16,3
37-way 69,3 53,9 23,0 16,3
50-way 67,2 50,8 23,9 19,6

Size Product Code
9-way C88E300000

15-way C88E310000
25-way C88E320000
37-way C88E330000
50-way C88E340000

SCREW TOGETHER HOODS, TOP ENTRY C88E3 SERIES

SUB D HOODS -  METPLAS

TECHNICAL SPECIFICATIONS

● Available in sizes 9-15-25-37-50
● Re-openable
● Strain Relief/Compression Insert
   manufactured in Thermoplastic
   compound

Material: 
Plating: 
Operating temperature: 
Cable entry: 
Thumbscrews:
Cable diameter: 

UL Recognised Plastic Material
Nickel over Copper
-40°C to +120°C
Top Entry
UNC 4-40
Up to 16.5 mm*

FEATURES

SCREW TOGETHER HOODS, 45° ENTRY C88E2 SERIES

*For specific values - see dimensions below

Size  A B C D E F
9-way 8,10 8,00 7,25 6,50 5,30 -

15-way 8,10 8,00 7,25 6,50 5,30 -
25-way 11,40 10,40 9,40 7,60 5,80 -
37-way 16,50 15,75 14,50 12,70 10,80 8,90
50-way 16,50 15,75 14,50 12,70 10,80 8,90

Size Dim A Dim B Dim C Dim D
9-way 31,3 40,0 16,3 16,3

15-way 39,1 43,5 16,3 16,3
25-way 53,1 47,7 18,0 16,3
37-way 69,3 53,9 23,0 16,3

Size Product Code
9-way C88E200000

15-way C88E210000
25-way C88E220000
37-way C88E230000

TECHNICAL SPECIFICATIONS

● Available in sizes 9-15-25-37
● Re-openable
● Strain Relief/Compression Insert
   manufactured in Thermoplastic
   compound

Material: 
Plating: 
Operating temperature: 
Cable entry: 
Thumbscrews:
Cable diameter: 

UL Recognised Plastic Material
Nickel over Copper
-40°C to +120°C
Side Entry
UNC 4-40
Up to 16.5 mm

FEATURES

Size  A B C D E F
9-way 8,10 8,00 7,25 6,50 5,30 -

15-way 8,10 8,00 7,25 6,50 5,30 -
25-way 11,40 10,40 9,40 7,60 5,80 -
37-way 16,50 15,75 14,50 12,70 10,80 8,90



Size Dim A Dim B Dim C
9-way 31,0 16,0 40,2

15-way 39,6 17,4 38,0
25-way 55,0 16,5 44,5
37-way 69,0 24,0 52,5
50-way 69,5 19,5 44,5

Size Product Code
9-way CCOV9-SC-MP

15-way CCOV15-SC-MP
25-way CCOV25-SC-MP
37-way CCOV37-SC-MP
50-way CCOV50-SC-MP

ECONOMY, SCREW TOGETHER HOODS, SHORT SCREWS CCOV-SC-MP SERIES

SUB D HOODS -  METPLAS

TECHNICAL SPECIFICATIONS

● Available in sizes 9-15-25-37-50
● Re-openable
● Also available in Unshielded version

Material:
Plating: 
Operating Temperature: 
Cable Entry: 
Thumbscrews: 
Cable Diameter:
 

UL Recognised Plastic Material
Nickel over Copper
-40°C to +120°C
Top Entry
UNC 4-40
Up to 13mm

FEATURES

ECONOMY, SCREW TOGETHER HOODS, LONG SCREWS CCOV-SCL-MP SERIES

TECHNICAL SPECIFICATIONS

● Available in sizes 9-15-25-37-50
● Re-openable
● Also available in Unshielded version

Material: 
Plating:
Operating Temperature: 
Cable Entry: 
Thumbscrews: 
Cable Diameter:

UL Recognised Plastic Material
Nickel over Copper
-40°C to +120°C
Top Entry
UNC 4-40 
Up to 13 mm

FEATURES

Size Dim A Dim B Dim C
9-way 31,0 16,0 40,2

15-way 39,6 17,4 38,0
25-way 55,0 16,5 44,5
37-way 69,0 24,0 52,5
50-way 69,5 19,5 44,5

Size Product Code
9-way CCOV9-SCL-MP

15-way CCOV15-SCL-MP
25-way CCOV25-SCL-MP
37-way CCOV37-SCL-MP
50-way CCOV50-SCL-MP



Size Dim A Dim B Dim C
9-way 31,2 39,9 15,0

15-way 39,5 41,5 15,0
25-way 53,4 48,6 15,0
37-way 69,7 53,6 15,0

Size Dim A Dim B Dim C
9-way 31,0 36,3 15,0

15-way 39,5 40,3 15,0
25-way 53,2 40,3 15,0
37-way 69,7 40,3 15,0

Size Product Code
9-way DTPK9-K

15-way DTPK15-K
25-way DTPK25-K
37-way DTPK37-K

Size Product Code
9-way D45PK9-K

15-way D45PK15-K
25-way D45PK25-K
37-way D45PK37-K

SCREW TOGETHER HOODS TOP ENTRY DTPK SERIES

SUB D HOODS -  METPLAS

TECHNICAL SPECIFICATIONS

● Available in sizes 9-15-25-37
● Suitable for any common Sub-D connector
● Re-openable
● Strain relief inserts ensure a secure termination
● Also available in Unshielded version
● Company logo available upon request
● Recyclable

Material:
Plating: 
Operating Temperature: 
Cable Entry: 
Thumbscrews: 

Cable Diameter:
 

UL 94 V-0 Plastic Material
Nickel over Copper
-55°C to +110°C
Top Entry
UNC 4-40 (standard)
M2.5, M2.6 or M3.0 on request
Up to 13 mm

FEATURES

SCREW TOGETHER HOODS 45° ENTRY D45PK SERIES

TECHNICAL SPECIFICATIONS

● Available in sizes 9-15-25-37
● Suitable for any common Sub-D connector
● Re-openable
● Strain relief inserts ensure a secure termination
● Also available in Unshielded version
● Company logo available on request
● Recyclable

Material:
Plating: 
Operating Temperature: 
Cable Entry: 
Thumbscrews: 

Cable Diameter:

UL 94 V-0 Plastic Material
Nickel over Copper
-55°C to +110°C
Side Entry
UNC 4-40 (standard)
M2.5, M2.6 or M3.0 on request
Up to 13 mm

FEATURES



Size Dim A Dim B
9-way 31,0 38,3

15-way 39,3 40,5
25-way 53,0 47,8
37-way 69,5 52,2

Size Dim A Dim B
9-way 31,0 36,2

15-way 39,3 40,2
25-way 53,0 40,2
37-way 69,5 40,2

Size Product Code
9-way OS-DTPMK9-K

15-way OS-DTPMK15-K
25-way OS-DTPMK25-K
37-way OS-DTPMK37-K

Size Product Code
9-way OS-DVPMK9-K

15-way OS-DVPMK15-K
25-way OS-DVPMK25-K
37-way OS-DVPMK37-K

SCREW TOGETHER HOODS TOP ENTRY OS-DTPMK SERIES

SUB D HOODS -  METPLAS

TECHNICAL SPECIFICATIONS

● Available in sizes 9-15-25-37
● Minimise interference from electromagnetic and RF sources
● Non-static parts avoid ESD problems
● Accept round foil and braided cable types
● Approved according VDE 0871, FCC 20780 and 89/336/EU
● Company logotype available upon request 
● Long jackscrews with UNC 4-40 thread as standard M2.5, M2.6 or M3.0 
   as option
● For custom designed solutions, please consult factory

Material: 
Temperature range: 
Cable strain relief: 
Cable diameter: 
Locking screws:

Cable outlet: 
Attenuation factor:

Material: 
Temperature range: 
Cable strain relief: 
Cable diameter: 
Locking screws:

Cable outlet: 
Attenuation factor:

ABS Plastic, Ni-plated
-40°C to +110°C
Polycarbonate, PC UL94 V-0
3.0 - 13.0 mm
Long jackscrews with moulded top for
colour coding
Straight
>40 dB between 30 MHz and 1 GHz

FEATURES

SCREW TOGETHER HOODS 45° ENTRY OS-DVPMK SERIES

TECHNICAL SPECIFICATIONS

● Available in sizes 9-15-25-37
● Minimise interference from electromagnetic and RF sources
● Non-static parts avoid ESD problems
● Accept round foil and braided cable types
● Approved according VDE 0871, FCC 20780 and 89/336/EU
● Company logotype available upon request 
● Long jackscrews with UNC 4-40 thread as standard M2.5, M2.6 or M3.0
   as option
● For custom designed solutions, please consult factory

ABS Plastic, Ni-plated
-40°C to +110°C
Polycarbonate, PC UL94 V-0
3.0 - 13.0 mm
Long jackscrews with moulded top for 
colour coding
Angled
>40 dB between 30 MHz and 1 GHz

FEATURES


