NECT SUB D HOODS - PLASTIC

ELECTRONIC CONNECTORS

ONE PIECE SNAP TOGETHER HOODS DPPK SERIES

TECHNICAL SPECIFICATIONS

Material: Nylon UL94 V-2
Temperature range:  -55°C to 105°C
Cable strain relief: Cable clamp with self-tapping screws
Cable diameter: 3.0-11.0 mm
Locking screws: Long jackscrews with moulded
top for colour coding
Cable outlet: Straight

FEATURES

e Available in sizes 9-15-25-37-50

e Hinged single piece moulding with retaining latches
e Light weight and cost effective

e Compact and attractive design

e Company logotype available upon request

e L ong jackscrews with UNC 4-40 thread as standard, M2.5, M2.6 or M3.0 as option
e For custom designed solutions, please consult factory

Size Dim A Dim B Dim C '@[
9-way 32,4 31,3 15,0 1 D . E
15-way 40,7 30,8 15,0 ) —
25-way 54,4 37,3 15,0 J—Q\z —
37-way 70,9 36,0 15,0 15 ‘ A
50-way 67,5 40,0 15,0 ‘

Black Size Product Code Blue Size Product Code
9-way DPPK09-BK-K 9-way DPPK09-B-K
15-way DPPK15-BK-K 15-way DPPK15-B-K
25-way DPPK25-BK-K 25-way DPPK25-B-K
37-way DPPK37-BK-K 37-way DPPK37-B-K
50-way DPPK50-BK-K 50-way DPPK50-B-K

Light Grey Size Product Code Yellow Size Product Code
J 9-way DPPK09-LG-K y 9-way DPPK09-Y-K

7 15-way DPPK15-LG-K 15-way DPPK15-Y-K

3 25-way DPPK25-LG-K A 4 25-way DPPK25-Y-K

\, 37-way DPPK37-LG-K N < 37-way DPPK37-Y-K
i 50-way DPPK50-LG-K 50-way DPPK50-Y-K

DEC Grey Size Product Code Size Product Code
py 9-way DPPK09-DEC-K 9-way DPPK09-G-K

= 15-way DPPK15-DEC-K 15-way DPPK15-G-K

y 7 25-way DPPK25-DEC-K 25-way DPPK25-G-K
' \" 37-way DPPK37-DEC-K ) 37-way DPPK37-G-K
" 50-way DPPK50-DEC-K 50-way DPPK50-G-K
Red Size Product Code White Size Product Code
9-way DPPK09-R-K 9-way DPPK09-W-K

15-way DPPK15-R-K i 15-way DPPK15-W-K

25-way DPPK25-R-K ’ 1 25-way DPPK25-W-K

37-way DPPK37-R-K % 37-way DPPK37-W-K

50-way DPPK50-R-K 4 50-way DPPK50-W-K




NECT SUB D HOODS - PLASTIC

ELECTRONIC CONNECTORS

2 PIECE SCREW TOGETHER HOODS, INTERNAL CLAMP

TECHNICAL SPECIFICATIONS

Material: ABS UL94 HB
Colour: Black

Metplas available on request

9 way, 15 way 25 way, 37 way, 50 way
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Size Dim A Dim B Dim C Dim D Dim E Dim F Dim G DimH Dim K Dim M Dim N
9-way 24,99 31,5 - 15,1 16,9 30,0 @8,0 - - - 16,5
15-way 33,30 39,4 - 15,1 16,9 30,0 @10,0 - - - 19,2
25-way 47,00 55,0 42,0 13,4 18,0 41,2 - 13,4 10,2 16,5 -
37-way 63,50 70,3 56,5 14,0 18,0 47,8 - 15,7 14,0 16,5 -
50-way 61,00 69,4 53,7 14,0 21,2 49,7 - 15,8 16,9 20,0 -
Size Product Code
9-way CVH10-09PPTI-BK
15-way CVH10-15PPTI-BK
25-way CVH10-25PPTI-BK
37-way CVH10-37PPTI-BK
50-way CVH10-50PPTI-BK




NECT

ELECTRONIC CONNECTORS

SUB D HOODS - PLASTIC

SCREW TOGETHER HOODS WITH EXTERNAL CABLE CLAMP

TECHNICAL SPECIFICATIONS

Material:

UL 94 V-0 Plastic Material

Operating Temperature:  -55°C to +110°C
Cable Diameter: Up to 9 mm
Colour: Black
Jackscrew: UNC 4-40
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Size Dim A Dim B Dim C Dim D
9-way 31,4 24,0 14,5 18,2
15-way 42,0 30,0 14,5 18,2
25-way 55,5 36,0 251 18,2
37-way 69,8 38,0 39,2 18,2

Size Product Code
9-way D-09T
15-way D-15T
25-way D-25T
37-way D-37T

SCREW TOGETHER HOODS, SLIDELOCK VERSION

TECHNICAL SPECIFICATIONS

Material:

Operating Temperature:

Cable Diameter:
Colour:

FEATURES

UL 94 V-0 Plastic Material

-55°C to +110°C
Up to 9 mm

Black

e Slide-Lock system integrated inside hood with
special spring and slide lever

e Hoods are supplied complete with Slide-Lock system
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Size Dim A Dim B Dim C Dim D Size Product Code
9-way 32,2 28,6 22,1 15,0 9-way DS09S
15-way 39,8 34,1 26,1 15,0 15-way DS15S
25-way 54,2 38,3 30,3 15,0 25-way DS258
37-way 70,7 46,2 38,2 15,0 37-way DS37S
50-way 68,0 46,2 38,2 18,0 50-way DS50S




NECT

ELECTRONIC CONNECTORS

SUB D HOODS - PLASTIC

3-WAY ENTRY HOODS, LONG THUMBSCREWS

3-WAY ENTRY HOODS, SHORT THUMBSCREWS CAS SERIES
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FEATURES
e Manufactured using UL94V-0 Rated ABS -
e Supplied with Blanking Plates, Clamp, Screws for complete flexibility Size Product Code
e Pre-fitted short UNC4-40 mild steel, zinc plated Jackscrews 9-way CAS09-K
e Other Jackscrew thread sizes available on request 15-way CAS15-K
e If you require longer Jackscrews please see CAL-Series 25 CASZ5.K
e If you require Shielded Hoods then please see CAMS and CAML-Series -way '

CAL SERIES
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FEATURES
e Manufactured using UL94V-0 Rated ABS -
e Supplied with Blanking Plates, Clamp, Screws for complete flexibility Size Product Code
e Pre-fitted long UNC4-40 mild steel, zinc plated Jackscrews 9-way CAL09-K
e Other Jackscrew thread sizes available on request 15-way CAL15-K
e |f you require short Jackscrews please see CAS-Series 2% CALZ5.K
e If you require Shielded Hoods then please see CAMS and CAML-Series ~way -




NECT SUB D HOODS - PLASTIC

ELECTRONIC CONNECTORS

ECONOMY, SCREW TOGETHER HOODS, SHORT SCREWS CCOV-SC SERIES
TECHNICAL SPECIFICATIONS ®aE b
Material: UL Recognised Plastic Material " \\ ‘['
Operating Temperature: -55°C to +110°C
Cable Entry: Top
Thumbscrews: UNC 4-40 g
Cable Diameter: Up to 11.5 mm e
Colour: Black or Light Grey E@‘Jj
Size Dim A Dim B Dim C
9-way 31,0 16,0 40,2 :
15-way 39,6 17,4 38,0 g
25-way 55,0 16,5 445
37-way 69,0 24,0 52,5
50-way 69,5 19,5 445
= i
Size Product Code Size Product Code j
9-way CCOV9-SC-BK 9-way CCOV9-SC-LG
15-way CCOV15-SC-BK 15-way CCOV15-SC-LG ’ =
25-way CCOV25-SC-BK 25-way CCOV25-SC-LG $ !
37-way CCOV37-SC-BK 37-way CCOV37-SC-LG '
50-way CCOV50-SC-BK 50-way CCOV50-SC-LG A R -
ECONOMY, SCREW TOGETHER HOODS, LONG SCREWS CCOV-SCL SERIES
TECHNICAL SPECIFICATIONS
Material: UL Recognised Plastic Material
Operating Temperature: -55°C to +110°C
Cable Entry: Top
Thumbscrews: UNC 4-40
Cable Diameter: Up to 11.5 mm
Colour: Black or Light Grey
Size Dim A Dim B Dim C
9-way 31,0 16,0 40,2
15-way 39,6 17,4 38,0
25-way 55,0 16,5 445
37-way 69,0 240 52,5
50-way 69,5 19,5 445
Size Product Code Size Product Code .
9-way CCOV9-SCL-BK 9-way CCOV9-SCL-LG
15-way CCOV15-SCL-BK 15-way CCOV15-SCL-LG 3}
25-way CCOV25-SCL-BK 25-way CCOV25-SCL-LG
37-way CCOV37-SCL-BK 37-way CCOV37-SCL-LG 1
50-way CCOV50-SCL-BK 50-way CCOV50-SCL-LG




NECT SUB D HOODS - PLASTIC

ELECTRONIC CONNECTORS

SCREW TOGETHER HOODS, TOP ENTRY DTPPK SERIES
TECHNICAL SPECIFICATIONS
Material: UL 94 V-0 Plastic Material
Operating Temperature:  -55°C to +110°C
Cable Entry: Top
Thumbscrews: UNC 4-40 (standard)
M2.5, M2.6 or M3.0 on request
Cable Diameter: Up to 13 mm
Colour: Black

FEATURES

e Available in sizes 9-15-25-37

e Suitable for any common Sub-D connector

e Re-openable

e Strain relief inserts ensure a secure termination
e Also available in Metalized version

Size Product Code Size Dim A Dim B Dim C
9-way DTPPK9-K 9-way 31,2 39,9 15,0
15-way DTPPK15-K 15-way 39,5 41,5 15,0
25-way DTPPK25-K 25-way 53,4 48,6 15,0
37-way DTPPK37-K 37-way 69,7 53,6 15,0

SCREW TOGETHER HOODS, 45° ENTRY D45PPK SERIES
TECHNICAL SPECIFICATIONS
Material: UL 94 V-0 Plastic Material
Operating Temperature:  -55°C to +110°C
Cable Entry: Side
Thumbscrews: UNC 4-40 (standard)
M2.5, M2.6 or M3.0 on request
Cable Diameter: Up to 13 mm
Colour: Black

FEATURES

e Available in sizes 9-15-25-37

e Suitable for any common Sub-D connector

e Re-openable

e Strain relief inserts ensure a secure termination
e Also available in Metalized version

Size Product Code Size Dim A Dim B Dim C
9-way D45PPK9-K 9-way 31,0 36,3 15,0
15-way D45PPK15-K 15-way 39,5 40,3 15,0
25-way D45PPK25-K 25-way 53,2 40,3 15,0
37-way D45PPK37-K 37-way 69,7 40,3 15,0




NECT

ELECTRONIC CONNECTORS

SUB D HOODS - PLASTIC

SCREW TOGETHER HOODS TOP ENTRY

TECHNICAL SPECIFICATIONS

Material:

Temperature range:

Cable strain

Cable diameter:
Locking screws:

e Available in sizes 9-15-25-37
e Lightweight and cost effective
e Compact and attractive design

Polycarbonate UL94 V-0

-55°C to +105°C

relief: Grommets 4,5,7 and 9mm,
Polycarbonate UL94 V-0

3.0-13.0 mm
Long jackscrews with moulded plastic knob
for colour coding. UNC4-40 as standard.

M2.5, M2.6 and M3.0 are optional
Cable outlet: Straight

FEATURES

e Re-openable

e Company logotype available upon request
e | ong jackscrews with UNC 4-40 thread as standard,

M2.5, M2.6 or M3.0 are optional
e For custom designed solutions, please consult factory
e Other colours available on request

Size Product Code Size Dim A Dim B
9-way OS-DTPPK9-K 9-way 31,0 38,3
15-way OS-DTPPK15-K 15-way 39,3 40,5
25-way OS-DTPPK25-K 25-way 53,0 47,8
37-way OS-DTPPK37-K 37-way 69,5 52,2

SCREW TOGETHER HOODS 45° ENTRY

OS-DTPPK SERIES

TECHNICAL SPECIFICATIONS
Polycarbonate UL94 V-0

Material:

Temperature range:

Cable strain

Cable diameter:
Locking screws:

Cable outlet:

-55°C to +105°C

relief: Grommets 4,5,7 and 9mm,
Polycarbonate UL94 V-0

Angled

FEATURES

e Available in sizes 9-15-25-37

e Lightweight and cost effective
e Compact and attractive design

e Re-openable

e Company logotype available upon request
e Long jackscrews with UNC 4-40 thread as standard,

3.0-13.0 mm
UNC4-40 and M3.0 long jackscrews with
moulded plastic knob for colour coding.
M2.5 and M2.6 solid metal jackscrews.

M2.5, M2.6 or M3.0 are optional
e For custom designed solutions, please consult factory
e Other colours available on request

Size Product Code Size Dim A Dim B
9-way 0OS-DVPK9-K 9-way 31,0 36,2
15-way OS-DVPK15-K 15-way 39,3 40,2
25-way OS-DVPK25-K 25-way 53,0 40,2
37-way OS-DVPK37-K 37-way 69,5 40,2

OS-DVPK SERIES

31.4
B




NECT SUB D HOODS - PLASTIC

ELECTRONIC CONNECTORS

SCREW TOGETHER HOODS, 3-WAY ENTRY TRI-P SERIES

TECHNICAL SPECIFICATIONS

Material: UL 94 V-0 Plastic Material
Operating Temperature: -55°C to +110°C
Cable Entry: Side/Top/Side
Thumbscrews: UNC 4-40 (standard)

M2.5, M2.6 or M3.0 on request
Cable Diameter: Up to 1.5 mm
Colour: Black

FEATURES

e Available in sizes 9-15-25-37

o All sizes feature 3-Way Entry solution

e Re-openable

e Hood is supplied with 2 Blanking Plates and 2 Strain
Relief Clamps. Extra Blanking Plates and/or
Strain Reliefs are available on request

e Also available in Metalized version

Size Product Code Size Dim A Dim B Dim C
9-way TRI-P-09-K 9-way 31,0 452 15,0
15-way TRI-P-15-K 15-way 40,3 452 15,0
25-way TRI-P-25-K 25-way 53,5 452 15,0
37-way TRI-P-37-K 37-way 70,0 452 15,0

ECONOMY TWO PIECE SNAP TOGETHER HOODS CCOV-SN SERIES
TECHNICAL SPECIFICATIONS

Material: UL Recognised Plastic Material
Operating Temperature: -55°C to +110°C
Cable Entry: Top
Thumbscrews: UNC 4-40 (standard)
Cable Diameter: Up to 1.5 mm
Colour: Black or Light Grey
Size Dim A Dim B Dim C
9-way 30,5 15,5 39,2
15-way 40,1 15,5 39,6
25-way 53,6 16,0 43,0
A o 1
Size Product Code Size Product Code % :
9-way CCOV9-SN-BK 9-way CCOV9-SN-LG ] o
& — |
15-way CCOV15-SN-BK 15-way CCOV15-SN-LG ? ’
25-way CCOV25-SN-BK 25-way CCOV25-SN-LG <oy I




NECT SUB D HOODS - PLASTIC

ELECTRONIC CONNECTORS

SNAPLOCK HOODS, TOP & SIDE ENTRY BLACK
[ ] ®
FEATURES c<>I. :c

e Quick and easy locking and unlocking

e |ocking kit Hood to Hood

e Compatible with Snaplock Connectors

e 9 and 15 way are Top and 1 Side Entry

e 25, 37 and 50 way are Top and 2 Side Entry
e Cable OD 7.5 to 11mm

PART NUMBERS SIZE
16-001810 9
16-001820 15
16-001830 25
16-001840 37
16-001850 50




