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D033Q Microminiature Quick Lock Circular Connector

Brief introduction Specification

B Contacts: 7, 10, 11, 19, 21, 37, 55, 66, 85 pins B Environment temperature: -55°C ~ +125°C
B Nano twist pin, contact spacing is 1.27mm, mini size. B Vibration: 10Hz ~ 2000Hz 196m/s?
B The connector is fixed by rivet and slot; B Random vibration: 50Hz ~ 2000Hz power
locking functions is achieved by matching and separating spectrum density:  0.4G*/Hz
the steel ball and slot on the receptacle outer shell root mean square of total
B High density interconnection, microminature, light. acceleration: 23.1G
B Sectional area of cable core: 0.1mm? ~ 0.15mm? B Shock: 980m/s®  6ms
M Standard: E/SC-A8 (02)-3-2007 B Rated current: 3A
M Contact resistance: < 10mQ
B Insulation resistance: = 5000MQ 500VDC
In2Connect UK Ltd M Dielectric strength: 600V
. Bl Durability: 500 times
Tel: +44 (0)1962 773004 v ,
aterproof: 25m (IP65)
Fax: +44 (0)1962 600034 W Salt spray: 48

sales@in2connect.uk.com
www.in2connect.uk.com

Contact arrangements

oooooooq)ooooooo
cooboeo

sunkye International Co., Limited. Email: sales@sunkye.com Tel: 00852-69486797 Fax: 00852-31828577



in2connect
Logo

in2connect
Address


0

www.sunkye.com

D033Q [ - 08 07 PVRH C F N 01 00
® @ @ ® 0 6006 0 O

(1) Serial number: D033Q —microminature quick lock circular connector In2Connect UK Ltd

(2 Sealed type: No designation- IP65, waterproof:2.5m Tel: +44 (0)1962 773004
(3 Shell #: 08 09 10 12 13 14 16 17 18 Fax: +44 (0)1962 600034
@) Contacts.: 07 10 11 19 21 37 55 66 85

sales@in2connect.uk.com

(5 Type of connector and contact: Pl— pin in plug RH—socket in receptacle p
® Termination type: C—crimp contact www.in2connect.uk.com
(7) Outer shell plating: F—chemical nickel plating G— Cadmium plating
(8 Key position N—standard key position
© Mounting type: 01— front panel mounting(nut) 02— front panel mounting(flange)
03— rear panel mounting(nut) 04—rear panel mounting(flange) ( for receptacle only )
40 Extention series: Start from: 00

Product solid pictures

D033Q-1885PICFN D033Q-0910RHCFNO1 D033Q-0910RHCFNO03 D033Q-0910RHCFN02 D033Q-0910RHCFN04

Plug appearance dimension
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Dimension Dimension
Contacts Contacts
A B C A B C
7 210.8 210.2 8.4 37 215.8 @15.2 213.4
10 12 211.4 29.6 55 @18.4 217.8 215.6
11 212.6 712 210.2 66 219.8 219.2 @17
19 213.8 213.2 211.4 85 221.8 @21.2 218.8
21 o14.4 213.8 @12
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Receptacle dimension (front panel mounting (nut))

Panel thickness: 2.5mm (max)
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D033Q-0910RHCFNO1 D033Q-0910RHCFNO03
Dimension Dimension
Contacts Contacts
A B C A B C
7 711 M7 .5 6.2 37 716 M12 .5 211.2
10 @12 M8 .5 27.4 55 218 M14 .5 213.4
11 213 M9 .5 a8 66 219.4 Mi6 .5 214.8
19 213.8 M10 .5 9.2 85 @21.4 Mi8 .5 216.6
21 @14.4 M11 .5 29.8
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D033Q-0910RHCFNO02 D033Q-0910RHCFNO04
Dimension Dimension
Contacts A B C Contacts A B C
7 12 8 26.2 37 15.8 11.8 211.2
10 12.6 8.6 @7.4 55 17.4 13.4 213.4
11 14 10 28 66 18.4 14.4 214.8
19 14.4 10.4 29.2 85 20 16 216.6
21 14.8 10.8 29.8
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ltern no Dimension ltemn o Dimension
: A B ' A B

D033Q—0807RHCFNO2 g P D033Q—1437RHCFNO2 118 2113
D033Q-0807RHCFN04 : D033Q-1437RHCFNO4 : :
D033Q-0910RHCFNO2 86 -5 D033Q—1655RHCFNO2 134 $135
D033Q-0910RHCFNO4 : $7. D033Q-1655RHCFNO4 :
D033Q—1011RHCFNO2 D033Q—1766RHCFNO2
D033Q-1011RHCFNO4 10 $8.1 D033Q—1766RHCFN04 14.4 $14.9
D033Q—1219RHCFNO2 D033Q—1885RHCFNO2
D033Q—1219RHCFN04 104 $9.3 D033Q-1885RHCFNO4 16 $16.7
D033Q—1321RHCFNO2
D033Q-1321RHCFN04 108 $9.9

Mounting

hole dimension--front/rear panel mounting(nut

ltemn o Dimension Dimension

- A B Item no. A B
D033Q-0807RHCFNO1 71 6.7 D033Q-1437RHCFNO1 121 11.7
D033Q-0807RHCFNO03 ) ) D033Q-1437RHCFNO03 ) )
D033Q-0910RHCFNO1 8.1 78 D033Q-1655RHCFNO1 141 13.8
D033Q-0910RHCFNO03 ) ) D033Q-1655RHCFNO03 ) )
D033Q-1011RHCFNO1 9.1 8.6 D033Q-1766RHCFNO1 16.1 15.7
D033Q-1011RHCFNO03 : : D033Q-1766RHCFNO03 ) )
D033Q-1219RHCFNO1 10.1 9.7 D033Q-1885RHCFNO1 18.1 175
D033Q-1219RHCFNO03 ) ) D033Q-1885RHCFNO03 ) )
D033Q-1321RHCFNO1 111 10.6
D033Q-1321RHCFNO03 ) )

INSTRUCTION:

Rivet in the plug shell and the key slot in the receptacle shell are
the connection guide setting. There are three steel balls between
the plug shell and the locking component. When the locking
component moves up and down, the steel balls move with 0.4mm
range as well. Thus the locking and unlocking of connector can
be implemented.

In practice, hold the locking components and push it forward

to the shell receptacle until it can't move ahead with the help

of connection guide setting. (For the plug and receptacle with
more than 37 cores, push the tail cover forward until it stops).

sunkye International Co., Limited. Email: sales@sunkye.com Tel: 00852-69486797 Fax: 00852-31828577

After loose it, the locking component returns to the original place
owing to the spring and keeps locking.

(For the plug and receptacle with more than 37 cores, gently
pull the locking component for returning).

When unlock the connector, you can press the component
toward the spring and move forward it 2mm to 2.5mm.

Rotate clockwise 30 degrees simultaneously then loose it, the
connector locks tightly due to the locating screw.

Pull out the locking component for unlocking. At last, rotate
anticlockwise 30 degrees and the locking component

returns to the original position.




