
Equivalent to Airborn M series buckle connector

Meet MIL-C-83513 standard, light weight connectors 
are suitable for the most demanding applications.

Environment temperature:

Insertion and extraction force: 2.8N x n (n: contact no.)

Contact arrangement

n 1

n/21

n/2+1 n
Single raw

Dual raw

View from the connection side

 
YR013- S X

Single raw connector with locking component at side

Serial number: R013
Contacts: 2~18 pins
Connector type: P- plug; R- receptacle
Contact type: I-pin; H-socket
Termination type: No designation- crimp contact

J- solder contact
S- straight to PCB
F- right angle to PCB

Locking component: S- locking buckle
Mounting direction of locking component: Y- at side of connector
Mounting location of locking component: X- consistent with pin position.

For example: R013-8PISY5 (AFR-250-0.12mm cable, length: 300mm)
It means R013 series single raw plug with 8 pins, termination type is
crimp contact, with locking buckle, at the side direction, 
mounting postion is pin#5.
Cable type is AFR-250, the sectional area of cable core is 0.12mm,  
cable length should be longer than 300mm.

2

2

YR013K- S X

Single raw connector with locking component at side and mouting hole

Serial number: R013K
Contacts: 2~18 pins
Connector type: P- plug; R- receptacle
Contact type: I-pin; H-socket
Termination type: No designation- crimp contact

J- solder contact
S- straight to PCB
F- right angle to PCB

Locking component: S- locking buckle
Mounting direction of locking component: Y- at side of connector
Mounting location of locking component: X- consistent with pin position.

For example: R013K-8PISY5 (AFR-250-0.12mm  cable, length: 300mm)

It means R013 series single raw plug with 8 pins, termination type is
crimp contact, with mounting hole, locking buckle is at the side of

mounting postion is pin#5.connector,

2

Cable type is AFR-250, the sectional area of cable core is 0.12mm,  
cable length should be longer than 300mm.

2

Single raw connector with locking component at two ends

TR013B- S X

Serial number: R013B
Contacts: 2~18 pins
Connector type: P- plug; R- receptacle
Contact type: I-pin; H-socket
Termination type: No designation- crimp contact

J- solder contact
S- straight to PCB
F- right angle to PCB

Locking component: S- locking buckle
Mounting direction of locking component: T- at two ends of connector
Mounting location of locking component: X- consistent with pin position.

For example: R013B-8PISY5 (AFR-250-0.12mm  cable, length: 300mm)

It means R013 series single raw plug with 8 pins, termination type is
crimp contact, with locking buckle, which is at two ends of

mounting postion is pin#5.connector,

2

Cable type is AFR-250, the sectional area of cable core is 0.12mm,  
cable length should be longer than 300mm.

2
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Equivalent to Airborn M series buckle connector

Meet MIL-C-83513 standard, light weight connectors 
are suitable for the most demanding applications.

Environment temperature:

Insertion and extraction force: 2.8N x n (n: contact no.)

Contact arrangement

n 1

n/21

n/2+1 n
Single raw

Dual raw

View from the connection side

 
YR013- S X

Single raw connector with locking component at side

Serial number: R013
Contacts: 2~18 pins
Connector type: P- plug; R- receptacle
Contact type: I-pin; H-socket
Termination type: No designation- crimp contact

J- solder contact
S- straight to PCB
F- right angle to PCB

Locking component: S- locking buckle
Mounting direction of locking component: Y- at side of connector
Mounting location of locking component: X- consistent with pin position.

For example: R013-8PISY5 (AFR-250-0.12mm cable, length: 300mm)
It means R013 series single raw plug with 8 pins, termination type is
crimp contact, with locking buckle, at the side direction, 
mounting postion is pin#5.
Cable type is AFR-250, the sectional area of cable core is 0.12mm,  
cable length should be longer than 300mm.

2

2

YR013K- S X

Single raw connector with locking component at side and mouting hole

Serial number: R013K
Contacts: 2~18 pins
Connector type: P- plug; R- receptacle
Contact type: I-pin; H-socket
Termination type: No designation- crimp contact

J- solder contact
S- straight to PCB
F- right angle to PCB

Locking component: S- locking buckle
Mounting direction of locking component: Y- at side of connector
Mounting location of locking component: X- consistent with pin position.

For example: R013K-8PISY5 (AFR-250-0.12mm  cable, length: 300mm)

It means R013 series single raw plug with 8 pins, termination type is
crimp contact, with mounting hole, locking buckle is at the side of

mounting postion is pin#5.connector,

2

Cable type is AFR-250, the sectional area of cable core is 0.12mm,  
cable length should be longer than 300mm.

2

Single raw connector with locking component at two ends

TR013B- S X

Serial number: R013B
Contacts: 2~18 pins
Connector type: P- plug; R- receptacle
Contact type: I-pin; H-socket
Termination type: No designation- crimp contact

J- solder contact
S- straight to PCB
F- right angle to PCB

Locking component: S- locking buckle
Mounting direction of locking component: T- at two ends of connector
Mounting location of locking component: X- consistent with pin position.

For example: R013B-8PISY5 (AFR-250-0.12mm  cable, length: 300mm)

It means R013 series single raw plug with 8 pins, termination type is
crimp contact, with locking buckle, which is at two ends of

mounting postion is pin#5.connector,

2

Cable type is AFR-250, the sectional area of cable core is 0.12mm,  
cable length should be longer than 300mm.

2

TR013D- S

Dual raws connector with locking component at two ends

Serial number: R013D
Contacts: 16, 28, 38, 48, 52 pins, etc.
Connector type: P- plug; R- receptacle
Contact type: I-pin; H-socket
Termination type: No designation- crimp contact

J- solder contact
S- straight to PCB
F- right angle to PCB

Locking component: S- locking buckle
Mounting direction of locking component: T- at two ends of connector
Mounting location of locking component:

For example: R013D-8PISTS1 (AFR-250-0.12mm  cable, length: 300mm)

It means R013 series dual raw plug with 8 pins, termination type is

mounting postion is raw no.1, pin#1.connector,

2

Cable type is AFR-250, the sectional area of cable core is 0.12mm,  
cable length should be longer than 300mm.

2

S     : Raw no.1, mounting location consistent with pin positions.
T     : Raw no.2, mounting location consistent with pin positions.

crimp contact, with locking buckle, which is at two ends of

Product solid picture

Single raw connector with locking component at side 

crimp contact- crimp contact straight to PCB- crimp contact

right angle to PCB- crimp contact

Appearance dimension
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Single raw connector with locking component at side and mouting holes
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Single raw connector with locking component at two ends
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Dual raws connector with locking component at two ends

Product solid picture

crimp contact- crimp contact straight to PCB- crimp contact right angle to PCB- crimp contact
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Appearance dimension
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R032 Series Microminiature Rectangular Connector

Brief introduction
 ■ Contacts: 14, 20, 50 pins
 ■ Twist pin contact
 ■ Sectional	area	of	the	cable	 core： 
1���20	pins:	0.15m㎡～	0.2m㎡                                       
50 pins: 0.2m㎡～ 0.35m㎡

 ■
 ■ 14 pin and 20 pin connector: there are 36 kinds of 
guide location, avoid mis-operation

 ■ Standard: E/SC-A(05)-391-2009

Contact arrangement

Family tree

R032-14 pins R032-20 pins R032-50 pins

Specification 
 ■ 	 -55℃～	+125℃
 ■ Vibration：	 10Hz	～	2000Hz	 	 200m/s2

 ■ Random	vibration：	 	Power	spectrum	density	
0.4G2/Hz  root mean 
square value of total 
acceleration 23.1G

 ■ Shock：	 735m/s2  11ms
 ■ Rated	voltage：	 60V
 ■ Rated	current：	 3A
 ■ Contact	resistance：	 ≤	10mΩ
 ■ Insulation	resistance：	 ≥	1000MΩ
 ■ Dielectric	strength：	 1500V
 ■ Durability：	 500	times
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Plug

Receptacle

Straight to PCB
Solder contact  
L series (Lengthen guide pin)

Straight to PCB S series
Solder contact J series
Crimp contact

Plug (Crimp contact)

Receptacle(Straight to PCB)

L series (Lengthen guide pin) R032series

R032-14，
R032-20 series

R032-50 series

Fixed by 2 assembly panels, but can't be locked.

Environment temprerature:

A series guide pin, just for R032-   RHJ-A and RHS-A series)

A series guide pin, just for R032-   PIJ-A series
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