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Connectors DIN EN 60603-2

The standard for PCB connectors has been set by the DIN EN 60603-2 two piece  
connectors. Todays high density packing applications, combined with high speed  
logic circuits, demand a high reliability interconnection system. The series is also 
known as Euro Card Connectors, gained popularity due to the similarity with  
19" rack mounted designs. The product family has grown over the years since it 
was first intro duced and offers significant improvements in performance and design 
over other printed circuit connectors. High contact density, low mating force, two 
piece protective design and many contact termination styles offer unlimited design 
applications.
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Connectors DIN EN 60603-2 (DIN 41612)

CONEC manufactures a wide range of products; 
series B, C, R, D, E, F, G, H and half size types are 
also available. Termination methods include: PCB 
direct soldering, solder eyelet, wire wrap, crimp, 
faston terminals and screw terminals.  
 
In addition, we manufacture custom products or 
variations to existing designs with short design 
cycle and turn around. 
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Connectors DIN EN 60603-2 (DIN 41612)

Technical Data

Materials
Type

B, B  2
Type

C, C  2
Type

R , R  2
Type

D
Type

E
Insulator PBT GF

Flammability UL 94 V-0

Contacts Copper alloy

Contact plating gold over nickel

Creepage distance  contact–ground
≥ 1.2 mm ≥ 3 mm

  contact–contact

Clearance distance contact–ground
≥ 1.2 mm ≥ 3 mm

  contact–contact

Initial contact resistance ≤ 20 mΩ ≤ 15 mΩ

Initial insulation resistance Quality class 1

 Quality class 2

 Quality class 3

≥ 1012 Ω
≥ 1012 Ω
≥ 1011 Ω

Working voltage
250 V 125 V

depending on isulation coordination (refer to DIN VDE 0110  IEC 664-1)

Working current + 20 °C 2 A 5.5 A
 + 70 °C 1 A 4 A
 + 100 °C 0.5 A 2.5 A

Working temperature –55 °C to +125 °C

Insulation group A C

Test voltage V.r.m.s. contact–ground 1550 V 1550 V
  contact–contact 1000 V 1550 V

Insertion and withdrawal forces max.
16 positions   15 N 16 positions  20 N 16 positions  20 N
96 positions   90 N 32 positions  40 N 32 positions  40 N

48 positions  60 N

Quality class 3 
Quality class 2 
Quality class 1

50 cycles 
400 cycles 
500 cycles

Technical alterations are subjects to change without notice.
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Connectors DIN EN 60603-2 (DIN 41612)

Technical Data

Materials
Type 

F
Type

G
Type

H
Mixed version
F H

Insulator PBT GF PBT GF PC (Polycarbonat)

Flammability UL94 V-0 UL94 V-0 UL94 V-1

Contacts Copper alloy

Contact Plating gold over nickel silver gold over nickel silver

Creepage distance  contact–ground
≥ 1.6 mm ≥ 1.6 mm (f + z) ≥ 4.5 mm ≥ 1.6 mm ≥ 4.5 mm

  contact–contact

Clearance distance contact–ground
≥ 3 mm

≥ 3 mm
≥ 8 mm ≥ 3 mm ≥ 8 mm

  contact–contact ≥ 1.9 mm (f + z)

Initial contact resistance ≤ 15 mΩ ≤ 8 mΩ

Initial insulation resistance Quality class 1

 Quality class 2

 Quality class 3

≥ 1012 Ω
≥ 1012 Ω
≥ 1011 Ω

Working voltage
125 V 500 V 125 V 500 V

depending on isulation coordination (refer to DIN VDE 0110  IEC 664-1)

Working current + 20 °C 5.5 A 15 A 5.5 A 15 A
 + 70 °C    4 A 12 A    4 A 12 A
 + 100 °C 2.5 A   8 A 2.5 A   8 A

Working temperature –55 °C to +125 °C

Insulation group C

Test voltage V.r.m.s. contact–ground 2550 V 2500 V 3100 V 1550 V 3100 V
  contact–contact 1550 V 1550 V 3100 V 1550 V 3100 V

Insertion and withdrawal forces max.
32 positions   50 N 64 positions   100 N 11 positions   80 N 16 + 7 positions   67 N
48 positions   75 N 15 positions   90 N 24 + 7 positions   79 N

36 + 7 positions   96 N

Quality class 3 
Quality class 2 
Quality class 1

50 cycles 
400 cycles 
500 cycles

500 cycles

Technical alterations are subjects to change without notice.
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Connectors DIN EN 60603-2 (DIN 41612)
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  mm inch   mm inch   mm inch   mm inch   mm inch μm μinch
1 1000 mm 1 1000 inch

 0,10 4
 0,20 8
 0,25 10
 0,30 12
 0,50 20
 0,70 28
 0,75 30
 0,80 32
 1,00 39
 1,27 50
 2,00 79
 2,50 98
 3,00 118
 4,00 157
 5,00 197

  mm inch

 19,50 .768
 19,70 .776
 19,80 .780
 19,90 .783
 20,00 .787
 20,10 .791
 20,30 .799
 20,32 .800
 20,50 .807
 21,00 .827
 21,10 .831
 21,70 .854
 22,00 .866
 22,10 .870
 22,20 .874
 22,30 .878
 22,40 .882
 22,50 .886
 22,60 .890
 22,80 .898
 22,86 .900
 22,90 .902
 23,00 .906
 23,10 .909
 23,30 .917
 23,50 .925
 24,00 .945
 24,30 .957
 24,60 .969
 24,90 .980
 25,00 .984
 25,10 .998
 25,40 1.000
 25,60 1.008
 25,90 1.020
 26,00 1.024
 26,30 1.035
 26,60 1.047
 26,70 1.051
 27,00 1.063
 27,20 1.071
 27,40 1.079
 27,50 1.093
 27,90 1.098
 27,94 1.100
 28,00 1.102
 28,20 1.110
 28,50 1.122
 28,70 1.130
 29,00 1.142
 29,20 1.150
 29,40 1.158
 29,50 1.161
 29,70 1.169
 29,90 1.177
 30,00 1.181
 30,20 1.189
 30,40 1.197
 30,48 1.200
 30,50 1.201
 30,80 1.213

 30,90 1.217
 31,00 1.220
 31,20 1.228
 31,50 1.240
 31,70 1.248
 32,00 1.260
 32,20 1.268
 32,30 1.272
 32,50 1.280
 32,80 1.291
 33,00 1.299
 33,10 1.303
 33,30 1.311
 33,80 1.331
 34,00 1.339
 34,20 1.346
 34,40 1.354
 35,00 1.378
 35,40 1.394
 35,50 1.398
 35,56 1.400
 35,60 1.402
 36,00 1.417
 36,50 1.437
 36,60 1.441
 36,70 1.445
 37,00 1.457
 37,30 1.469
 37,50 1.476
 37,60 1.480
 37,70 1.484
 37,90 1.492
 38,00 1.496
 38,10 1.500
 39,00 1.535
 39,20 1.543
 39,30 1.547
 39,90 1.571
 40,00 1.575
 40,30 1.587
 40,40 1.591
 40,60 1.598
 41,00 1.614
 41,60 1.638
 42,70 1.681
 43,18 1.700
 44,20 1.740
 44,80 1.764
 45,80 1.803
 46,30 1.823
 46,70 1.839
 47,00 1.850
 47,20 1.858
 47,30 1.862
 47,50 1.870
 47,80 1.882
 48,00 1.890
 48,10 1.894
 48,26 1.900
 48,80 1.921
 49,10 1.933

 49,50 1.949
 49,90 1.965
 50,10 1.972
 50,30 1.980
 50,50 1.988
 50,70 1.996
 50,80 2.000
 51,40 2.024
 51,50 2.028
 52,00 2.047
 52,30 2.059
 52,80 2.079
 53,00 2.087
 53,20 2.095
 53,80 2.118
 54,00 2.126
 54,20 2.134
 54,90 2.161
 55,00 2.165
 55,40 2.181
 55,70 2.193
 56,60 2.228
 57,40 2.260
 57,80 2.276
 57,90 2.280
 58,42 2.300
 59,00 2.323
 59,20 2.331
 59,80 2.354
 59,90 2.358
 60,00 2.362
 60,96 2.400
 61,10 2.406
 62,00 2.441
 63,00 2.480
 63,50 2.500
 64,00 2.520
 65,00 2.560
 67,00 2.638
 68,00 2.677
 69,00 2.717
 70,00 2.756
 71,00 2.795
 74,00 2.913
 75,00 2.953
 76,20 3.000
 77,00 3.032
 78,74 3.100
 80,00 3.150
 81,28 3.200
 84,00 3.307
 85,00 3.346
 86,36 3.400
 88,90 3.500
 90,00 3.543
 91,44 3.600
 94,00 3.701
 95,00 3.740
 100,00 3.937
 110,00 4.331
 120,00 4.724

 3,30 .130
 3,40 .134
 3,50 .138
 3,60 .142
 3,70 .146
 3,80 .150
 3,81 .150
 3,90 .154
 4,00 .158
 4,10 .161
 4,20 .165
 4,30 .169
 4,50 .177
 4,70 .185
 4,90 .193
 5,00 .197
 5,08 .200
 5,10 .201
 5,20 .205
 5,30 .209
 5,40 .213
 5,50 .217
 5,60 .220
 5,70 .224
 5,80 .228
 6,00 .236
 6,10 .240
 6,40 .252
 6,50 .256
 6,60 .260
 6,70 .264
 6,80 .268
 6,90 .272
 7,00 .276
 7,10 .280
 7,20 .283
 7,40 .291
 7,50 .295
 7,60 .299
 7,62 .300
 7,70 .303
 7,80 .307
 7,98 .314
 8,00 .315
 8,18 .318
 8,20 .323
 8,30 .327
 8,40 .331
 8,50 .335
 8,60 .339
 8,90 .350
 9,00 .354
 9,10 .358
 9,20 .362
 9,30 .366
 9,40 .370
 9,50 .374
 9,60 .378
 9,70 .382
 9,90 .390
 10,00 .395

 10,16 .400
 10,26 .402
 10,36 .406
 10,56 .413
 10,66 .417
 10,76 .421
 11,00 .433
 11,20 .441
 11,40 .449
 11,50 .453
 11,60 .457
 11,90 .469
 12,00 .472
 12,20 .480
 12,30 .484
 12,40 .488
 12,50 .492
 12,70 .500
 12,90 .508
 13,00 .512
 13,10 .516
 13,20 .520
 13,50 .532
 13,60 .535
 13,70 .539
 13,90 .547
 14,00 .551
 14,30 .563
 14,40 .567
 14,50 .571
 14,70 .579
 14,80 .583
 14,90 .587
 14,98 .590
 15,00 .591
 15,20 .598
 15,24 .600
 15,40 .606
 15,50 .610
 15,60 .614
 15,90 .626
 16,00 .630
 16,20 .638
 16,50 .650
 16,60 .654
 16,80 .661
 17,00 .669
 17,20 .677
 17,30 .681
 17,50 .689
 17,60 .693
 17,70 .697
 17,78 .700
 17,80 .701
 17,90 .705
 18,00 .709
 18,10 .713
 18,30 .721
 18,60 .732
 19,00 .748
 19,20 .756

 0,10 .004
 0,20 .008
 0,25 .012
 0,35 .014
 0,40 .016
 0,45 .018
 0,50 .020
 0,55 .022
 0,60 .024
 0,64 .025
 0,65 .026
 0,70 .028
 0,75 .030
 0,80 .032
 0,85 .034
 0,90 .035
 1,00 .039
 1,20 .047
 1,25 .049
 1,27 .050
 1,30 .051
 1,35 .053
 1,40 .055
 1,45 .057
 1,50 .059
 1,60 .063
 1,70 .067
 1,80 .071
 1,85 .073
 1,90 .075
 2,00 .079
 2,10 .083
 2,20 .087
 2,30 .091
 2,40 .095
 2,50 .098
 2,54 .100
 2,60 .102
 2,70 .106
 2,80 .110
 2,84 .112
 2,90 .114
 3,00 .118
 3,10 .122
 3,20 .126

Connectors DIN EN 60603-2 (DIN 41612)

Conversion table
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(Dim. = mm)

RoHS compliant 

3.0 –0.4

3.
0

Description

Order data

Product drawing

Connectors DIN EN 60603-2 (DIN 41612)

PCB-hole pattern

Solder pin angled with clipSolder pin straightSolder pin angled

Type B
Male connector – straight and angled – 32 and 64 positions

Solder pin
Quality class 3 (also available in quality class 2 or 1)
Premating contacts in row “a” und “b” available 

 Special assembly on request

No. of 
Pos.

Row Solder pin angled Solder pin straight Solder pin angled with clip
Pos.. 1 2 3 4 5 ...

32
b
a

121 A 10019 X 121 A 10049 X 121 A 20819 X 

32
b
a

121 A 10029 X 121 A 10059 X 121 A 20829 X 

64
b
a

121 A 10039 X 121 A 10069 X 121 A 20839 X 

Clip for hole diameter 2.8 + 0.1 mm, PCB thickness = 1.6 mm

premating contacts



4|7

(Dim. = mm)

RoHS compliant

Description

Order data

Product drawing

Connectors DIN EN 60603-2 (DIN 41612)

PCB-hole pattern

Solder pin straight 
2.5 mm with clip

Solder pin  
angled

Solder lugSolder pin  
straight 4 mm

Solder pin  
straight 2.5 mm

Wire Wrap

Type B
Female connector – straight and angled – 32 and 64 positions

Solder pin, solder lug and wire wrap
Quality class 3 (also available in quality class 2 or 1)

 Special assembly on request

No. of 
Pos.

Row Wire Wrap
Solder pin 

straight 2.5 mm
Solder pin 

straight 4 mm
Solder lug

Solder pin 
angled

Solder pin straight
2.5 mm with clip

Pos.. 1 2 3 4 5 …

32
a
b

122 A 10019 X 122 A 10049 X 122 A 10079 X 122 A 10109 X 122 A 10139 X 122 A 13189 X 

32
a
b

122 A 10029 X 122 A 10059 X 122 A 10089 X 122 A 10119 X 122 A 10149 X 122 A 13199 X 

64
a
b

122 A 10039 X 122 A 10069 X 122 A 10099 X 122 A 10129 X 122 A 10159 X 122 A 13209 X 

Clip for hole diameter 2.8 + 0.1 mm, PCB thickness = 1.6 mm

Panel cutout
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(Dim. = mm)

RoHS compliant 

3.
0

Description

Order data

Product drawing

Connectors DIN EN 60603-2 (DIN 41612)

 Solder pin Solder pin Solder pin angled  
 angled straight with clip

PCB-hole pattern

Clip for hole diameter 2.8 + 0.1 mm, PCB thickness = 1.6 mm

Solder pin
Quality class 3 (also available in quality class 2 or 1)
Premating contacts in row “a” und “b” available 

 Special assembly on request

No. of 
Pos.

Row Solder pin angled Solder pin straight Solder pin angled with clip
Pos. 1 2 3 4 5 ...

16
b
a

121 A 10259 X 121 A 10289 X 121 A 20849 X 

16
b
a

121 A 10269 X 121 A 10299 X 121 A 20859 X 

32
b
a

121 A 10279 X 121 A 10309 X 121 A 20869 X 

Type B/2
Male connector – straight and angled – 16 and 32 positions

premating contacts
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(Dim. = mm)

RoHS compliant

Description

Order data

Product drawing

Connectors DIN EN 60603-2 (DIN 41612)

 Wire Wrap Solder pin Solder pin Solder lug Solder pin Solder pin straight 
  straight 2.5 mm  straight 4 mm   angled  2.5 mm with clip

PCB-hole pattern

Clip for hole diameter 2.8 + 0.1 mm, PCB thickness = 1.6 mm

Type B/2
Female connector – straight and angled – 16 and 32 positions

Solder pin, solder lug and wire wrap
Quality class 3 (also available in quality class 2 or 1)

 Special assembly on request

No. of 
Pos.

Row Wire Wrap
Solder pin 

straight 2.5 mm
Solder pin 

straight 4 mm
Solder lug

Solder pin 
angled

Solder pin straight
2.5 mm with clipPos. 1 2 3 4 5 …

16
a
b

122 A 10419 X 122 A 10449 X 122 A 10479  X 122 A 10509 X 122 A 10539 X 122 A 13219 X

16
a
b

122 A 10429 X 122 A 10459 X 122 A 10489  X 122 A 10519 X 122 A 10549 X 122 A 13229 X

32
a
b

122 A 10439 X 122 A 10469 X 122 A 10499  X 122 A 10529 X 122 A 10559 X 122 A 13239 X

Panel cutout
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(Dim. = mm)

RoHS compliant 

3.0 –0,4

3.
0

Description

Order data

Product drawing

Connectors DIN EN 60603-2 (DIN 41612)

 Solder pin angled Solder pin straight Solder pin angled with clip 
 

PCB-hole pattern

Clip for hole diameter 2.8 + 0.1 mm, PCB thickness = 1.6 mm

Solder pin
Quality class 3 (also available in quality class 2 or 1)
Premating contacts in row “a”, “b” and “c” available 

 Special assembly on request

Type C
Male connector – straight and angled – 32, 64 and 96 positions

No. of 
Pos.

Row Solder pin angled Solder pin straight Solder pin angled with clip
Pos. 1 2 3 4 5 ...

32
c
b
a

121 A 10109 X 121 A 10159 X 121 A 20879 X 

32
c
b
a

121 A 10119 X 121 A 10169 X 121 A 20889 X 

64
c
b
a

121 A 10139 X 121 A 10189 X 121 A 20909 X 

96
c
b
a

121 A 10149 X 121 A 10199 X 121 A 20919 X 

premating contacts
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(Dim. = mm)

RoHS compliant

Description

Order data

Product drawing

Connectors DIN EN 60603-2 (DIN 41612)

 Wire Wrap Solder pin Solder pin Solder lug Solder pin Solder pin straight
  straight 2.5 mm straight 4 mm  angled 2.5 mm with clip

Panel cutout

PCB-hole pattern

Clip for hole diameter 2.8 + 0.1 mm, PCB thickness = 1.6 mm

Type C
Female connector – straight and angled – 32, 64 and 96 positions

Solder pin, solder lug and wire wrap
Quality class 3 (also available in quality class 2 or 1)

 Special assembly on request

No. of 
Pos.

Row Wire Wrap
Solder pin 

straight 2.5 mm
Solder pin 

straight 4 mm
Solder lug

Solder pin 
angled

Solder pin straight
2,5 mm with clipPos. 1 2 3 4 5 …

32
a
b
c

122 A 10169 X 122 A 10219 X 122 A 10269 X 122 A 10319 X 122 A 10369 X 122 A 13249 X 

32
a
b
c

122 A 10179 X 122 A 10229 X 122 A 10279 X 122 A 10329 X 122 A 10379 X 122 A 13259 X 

64
a
b
c

122 A 10199 X 122 A 10249 X 122 A 10299 X 122 A 10349 X 122 A 10399 X 122 A 13279 X 

96
a
b
c

122 A 10209 X 122 A 10259 X 122 A 10309 X 122 A 10359 X 122 A 10409 X 122 A 13289 X 
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(Dim. = mm)

RoHS compliant 

3.0 –0,4

3.
0

Description

Order data

Product drawing

Connectors DIN EN 60603-2 (DIN 41612)

 Solder pin angled Solder pin straight Solder pin angled with clip  
 

PCB-hole pattern

No. of 
Pos.

Row Solder pin angled Solder pin straight Solder pin angled with clip
Pos. 1 2 3 4 5 ...

16
c
b
a

121 A 10349 X 121 A 10399 X 121 A 20929 X 

16
c
b
a

121 A 10359 X 121 A 10409 X 121 A 20939 X 

32
c
b
a

121 A 10379 X 121 A 10429 X 121 A 20959 X 

48
c
b
a

121 A 10389 X 121 A 10439 X 121 A 20969 X 

Clip for hole diameter 2.8 + 0.1 mm, PCB thickness = 1.6 mm

Solder pin
Quality class 3 (also available in quality class 2 or 1)
Premating contacts in row “a”, “b” and “c” available

  Special assembly on request

Type C/2
Male connector – straight and angled – 16, 32 and 48 positions

premating contacts 
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(Dim. = mm)

RoHS compliant

Description

Order data

Product drawing

Connectors DIN EN 60603-2 (DIN 41612)

PCB-hole pattern

Clip for hole diameter 2.8 + 0.1 mm, PCB thickness = 1.6 mm

No. of 
Pos.

Row Wire Wrap
Solder pin 

straight 2.5 mm
Solder pin 

straight 4 mm
Solder lug

Solder pin 
angled

Solder pin straight
2,5 mm with clipPos. 1 2 3 4 5 …

16
a
b
c

122 A 10579 X 122 A 10629 X 122 A 10679 X 122 A 10729 X 122 A 10779 X 122 A 13299 X 

16
a
b
c

122 A 10589 X 122 A 10639 X 122 A 10689 X 122 A 10739 X 122 A 10789 X 122 A 13309 X 

32
a
b
c

122 A 10609 X 122 A 10659 X 122 A 10709 X 122 A 10759 X 122 A 10809 X 122 A 13329 X 

48
a
b
c

122 A 10619 X 122 A 10669 X 122 A 10719 X 122 A 10769 X 122 A 10819 X 122 A 13339 X 

Type C/2
Female connector – straight and angled – 16, 32 and 48 positions

Solder pin, solder lug and wire wrap
Quality class 3 (also available in quality class 2 or 1)

 Special assembly on request

Panel cutout

 Wire Wrap Solder pin Solder pin Solder lug Solder pin Solder pin straight
  straight 2.5 mm straight 4 mm  angled 2.5 mm with clip
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(Dim. = mm)

RoHS compliant 

Description

Order data

Product drawing

Connectors DIN EN 60603-2 (DIN 41612)

 Wire Wrap Solder pin straight

PCB-hole pattern

Panel cutout

No. of 
Pos.

Row Wire Wrap Solder pin straight
Pos. 1 2 3 4 5 ...

32
a
b
c

121 A 10509 X 121 A 10549 X 

64
a
b
c

121 A 10519 X 121 A 10559 X 

96
a
b
c

121 A 10529 X 121 A 10569 X 

Type R
Male connector – straight – 32, 64 and 96 positions

Solder pin and wire wrap
Quality class 3 (also available in quality class 2 or 1)
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(Dim. = mm)

RoHS compliant

3.0 –0,4

0.
3 

X
 0

.6

Description

Order data

Product drawing

Connectors DIN EN 60603-2 (DIN 41612)

Solder pin angled

PCB-hole pattern

No. of 
Pos.

Row Solder pin angled
Pos. 1 2 3 4 5 …

32
c
b
a

122 A 10839 X 

64
c
b
a

122 A 10849 X 

96
c
b
a

122 A 10859 X 

Type R
Female connector – angled – 32, 64 and 96 positions

Solder pin
Quality class 3 (also available in quality class 2 or 1)
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(Dim. = mm)

RoHS compliant 

4.
0

Description

Order data

Product drawing

Connectors DIN EN 60603-2 (DIN 41612)

Panel cutout

PCB-hole pattern

 Wire Wrap Solder pin straight

No. of 
Pos.

Row Wire Wrap Solder pin straight
Pos. 1 2 3 4 5 ...

32
a
b
c

121 A 10589 X 121 A 10619 X 

48
a
b
c

121 A 10599 X 121 A 10629 X 

Type R/2
Male connector – straight – 32 and 48 positions

Solder pin and wire wrap
Quality class 3 (also available in quality class 2 or 1)
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(Dim. = mm)

RoHS compliant

3.0 –0,4

0.
3 

X
 0

.6

Description

Order data

Product drawing

Connectors DIN EN 60603-2 (DIN 41612)

PCB-hole pattern

Solder pin angled

No. of 
Pos.

Row  Solder pin angled
Pos. 1 2 3 4 5 …

32
c
b
a

122 A 10879 X 

48
c
b
a

122 A 10889 X 

Type R/2
Female connector – angled – 32 and 48 positions

Solder pin
Quality class 3 (also available in quality class 2 or 1)
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(Dim. = mm)

RoHS compliant 

Description

Order data

Product drawing

Connectors DIN EN 60603-2 (DIN 41612)

 Solder pin angled Solder pin straight Solder pin angled with clip

PCB-hole pattern

Clip for hole diameter 2.8 + 0.1 mm, PCB thickness = 1.6 mm

Type D
Male connector – straight and angled – 16 and 32 positions

Solder pin
Quality class 3 (also available in quality class 2 or 1)
premating contacts in row “a” available
Special assembly on request

premating contacts 

No. of 
Pos.

Row Solder pin angled Solder pin straight Solder pin angled with clip
Pos. 2 4 6 ...

16
c
a

121 A 10639 X 121 A 10659 X 121 A 20979 X 

32
c
a

121 A 10649 X 121 A 10669 X 121 A 20989 X 
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(Dim. = mm)

RoHS compliant

X ± 0.1
0.6 Ø 1

1 Ø 1.6

X ± 0.1

Description

Order data

Product drawing

Connectors DIN EN 60603-2 (DIN 41612)

 Wire Wrap Solder pin Solder pin Solder lug Solder pin straight
  straight 4 mm straight 4 mm  4 mm with clip

Panel cutout

PCB-hole pattern

No. of 
Pos.

Row Wire Wrap
Solder pin straight 
4.0 mm  1 mm

Solder pin straight 
4.0 mm  0.6 mm

Solder lug
Solder pin straight 

4mm  1mm w. clipPos. 2 4 6 …

16
a
c

122 A 10919 X 122 A 10939 X 122 A 13079 X 122 A 10959 X 122 A 13349 X 

32
a
c

122 A 10929 X 122 A 10949 X 122 A 13089 X 122 A 10969 X 122 A 13359 X 

Clip for hole diameter 2.8 + 0.1 mm, PCB thickness = 1.6 mm

Type D
Female connector – straight – 16 and 32 positions

Solder pin, wire wrap and solder lug
Quality class 3 (also available in quality class 2 or 1)
Special assembly on request

16 holes for code pins Ø 1 X 4.5 mm deep



(Dim. = mm)

RoHS compliant 

4|20

8.5 –0.1
+0

Technical Data

Order data

Product drawing

Connector DIN EN 60603-2 (DIN 41612)

No. of 
Pos.

Row Female connector
Latches with strain relief 

angled
Latches without strain relief

straight

32
c
a

122 B 13029 X 12-500600 12-500590

Type D with screw termination
Female connector – straight – 32 positions

16 holes for code pins Ø 1x4.5 mm deep

Conductor size: AWG 24 to 16
Operating voltage: 6 A 
Rated voltage: 300  250 V~
Insulator: PBT GF grey
Operating termperature: –55°C to +120°C
Flammability: UL 94 V-O
Material: Copper alloy 
Contact plating: Quality class 2
Screw connection: Steel



(Dim. = mm)

RoHS compliant

4|21

Description

Order data

Product drawing

Connectors DIN EN 60603-2 (DIN 41612)

 Solder pin angled Solder pin angled
 contact spacing 5.08 mm contact spacing 2.54 mm

PCB-hole pattern

Solder pin angled 2.54 mm

Type E
Male connector – angled – 32 and 48 positions

Solder pin
Quality class 3 (also available in quality class 2 or 1)

No. of 
Pos.

Row
Solder pin angled

contact spacing 5.08 mm
Solder pin angled

contact spacing 2.54 mmPos. 2 4 6 …

32
e
c
a

121 A 20789 X 121 A 20779 X 

32
e
c
a

121 A 20809 X 121 A 20799 X 

48
e
c
a

121 A 10859 X 121 A 10849 X 

32 holes for code pins
Solder pin angled 5.08 mm
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(Dim. = mm)

RoHS compliant 

4.
6 11

6.
5

0,6

1

X ± 0.1

1

X ± 0,1
0.6 Ø 1

1 Ø 1.6

Description

Order data

Product drawing

Connectors DIN EN 60603-2 (DIN 41612)

 Solder pin Solder pin Solder lug Wire Wrap 
 straight 4.6 mm straight 4 mm

Panel cutout

PCB-hole pattern

Type E
Female connector – straight – 32 and 48 positions

No. of 
Pos.

Row
Solder pin straight 
4.6 mm  0.6 mm

Solder pin straight 
4.0 mm  1 mm

Solder lug Wire Wrap
Pos. 2 4 6 ...

32
a
c
e

122 A 13099 X 122 A 13129 X 122 A 13149 X 122 A 13169 X 

32
a
c
e

122 A 13109 X 122 A 13139 X 122 A 13159 X 122 A 13179 X 

48
a
c
e

122 A 13119 X 122 A 11619 X 122 A 11629 X 122 A 11609 X 

Solder pin, wire wrap and solder lug
Quality class 3 (also available in quality class 2 or 1)
Special assembly on request

32 holes for code pins Ø 1x4.5 mm deep
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(Dim. = mm)

RoHS compliant

Description

Order data

Product drawing

Connectors DIN EN 60603-2 (DIN 41612)

PCB-hole pattern

Solder pin angled 
contact spacing 2.54 mm 

Solder pin angled 
contact spacing 5.08 mm

Solder pin
Quality class 3 (also available in quality class 2 or 1)

 Premating contacts in row “z”, “b” and “d” available
Special assembly on request

Type F
Male connector – straight and angled – 32 and 48 positions

No. of 
Pos.

Row Contact spacing Solder pin angled
Pos. 2 4 6 ...

32
d
b
z

2.54 mm 121 A 10699 X 

32
d
b
z

5.08 mm 121 A 10709 X 

48
d
b
z

2.54 mm 121 A 10719 X 

premating contacts in row zb 2.54 + bd 5.08

32 holes for code pins
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(Dim. = mm)

RoHS compliant 

Ø 0.71

X ± 0.1

X ± 0,1
Ø 0.7 Ø 1

1 Ø 1.6

Description

Order data

Product drawing

Connectors DIN EN 60603-2 (DIN 41612)

Panel cutout

PCB-hole pattern

Type F
Female connector – straight – 32 and 48 positions

No. of 
Pos.

Row Wire Wrap
Solder pin straight 

 1 mm
Solder pin straight 

 Ø 0.7 mm
Solder lug

Pos. 2 4 6 ...

32
z
b
d

122 A 10979 X 122 A 11039 X 122 A 11069 X 122 A 11099 X 

32
z
b
d

122 A 10989 X 122 A 11049 X 122 A 11079 X 122 A 11109 X 

48
z
b
d

122 A 10999 X 122 A 11059 X 122 A 11089 X 122 A 11119 X 

Solder pin, wire wrap and solder lug
Quality class 3 (also available in quality class 2 or 1)
Special assembly on request

32 holes for code pins Ø 1x4.5 mm deep

Solder lugSolder pin  
straight 4 mm

Wire Wrap Solder pin  
straight 4 mm
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(Dim. = mm)

RoHS compliant

Description

Order data

Product drawing

Connectors DIN EN 60603-2 (DIN 41612)

Panel cutout

PCB-hole pattern

Solder pin straight

Low Profile Type F
Female connector – straight – 32 and 48 positions

No. of 
Pos.

Row Solder pin straight
Pos. 2 4 6 ...

32
z
b
d

122 B 11739 X 

32
z
b
d

122 B 11749 X 

48
z
b
d

122 B 11759 X 

Solder pin 
Quality class 2 (other quality classes on request)

32 holes for code pins Ø 1x4.5 mm deep
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(Dim. = mm)

RoHS compliant 

Description

Order data

Product drawing

Connectors DIN EN 60603-2 (DIN 41612)

PCB-hole pattern

Solder pin angledSolder pin angled
Cross section

Type G
Male connector – angled – 64 positions

Solder pin
Quality class 3 (also available in quality class 2 or 1)
Premating contacts in row “z”, “b” and “d” available
Special assembly on request 

No. of 
Pos.

Row Solder pin angled

64

f
d
b
z

121 A 10789 X 

32 holes for code pins
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(Dim. = mm)

RoHS compliant

Description

Order data

Product drawing

Connectors DIN EN 60603-2 (DIN 41612)

Solder pin straight

PCB-hole pattern

Wire Wrap

Panel cutout

Type G
Female connector – straight – 64 positions

Solder pin and wire wrap
Quality class 3 (also available in quality class 2 or 1)

No. of 
Pos.

Row Wire Wrap Solder pin straight

64

z
b
d
f

122 A 11129 X 122 A 11139 X 

32 holes for code pins Ø 1x4.5 mm deep
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(Dim. = mm)

RoHS compliant 

Description

Order data

Product drawing

Connectors DIN EN 60603-2 (DIN 41612)

Solder pin angled

PCB-hole pattern

Type H
Male connector – angled – 15 positions

Solder pin
With breakout area for coding
Contact plating: silver
Premating contacts in row “z” available

No. of 
Pos.

Premating contacts Solder pin angled

15 121 E 21119 X 

14 + 1 z 32 121 E 21109 X 

13 + 2 z 4 + 32 121 E 21129 X 

premating contacts break out area for coding
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(Dim. = mm)

RoHS compliant

4,
5

Description

Order data

Product drawing

Connectors DIN EN 60603-2 (DIN 41612)

 Faston Screwed Solder pin Solder pin Solder lug Solder pin Coding piece 
  connection straight 4.5 mm straight 13 mm  angled  

Faston

Solder pin  
angled

Solder pin 
straight

Type H
Female connector – straight and angled – 15 positions

Solder pin, solder lug, Faston- and screw termination
With breakout area for coding
Contact plating: silver

No. of 
Pos.

Faston
Screwed 

connection
Solder pin

straight 4.5 mm
Solder pin

straight 13 mm
Solder lug

Solder pin  
angled

Coding piece

15 122 E 11609 X 122 E 11619 X 122 E 11629 X 122 E 11639 X 122 E 11649 X 122 E 11659 X 120 X 10019 X 

PCB-hole pattern

Solder pin straight 10.16 mm

Solder pin angled 5.08 mm
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(Dim. = mm)

RoHS compliant 

Description

Order data

Product drawing

Connectors DIN EN 60603-2 (DIN 41612)

Solder pin angled

Type H
Male connector – angled – 11 positions

Solder pin
With breakout area for coding
Contact plating: silver
Premating contacts in row “z” available

No. of 
Pos.

Premating contact Solder pin angled

11 121 E 10949 X 

10+1 z 32 121 E 10959 X

PCB-hole pattern

Break out area for coding
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(Dim. = mm)

RoHS compliant

Description

Order data

Product drawing

Connectors DIN EN 60603-2 (DIN 41612)

 Faston Solder pin straight Coding piece

Type H
Female connector – straight – 11 positions

Solder pin and faston
With coding area
Contact plating: silver

No. of 
Pos.

Faston Solder pin straight Coding piece

11 122 E 11709 X 122 E 11719 X 120 X 10019 X 

PCB-hole pattern
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(Dim. = mm)

RoHS compliant 

Description

Order data

Product drawing

Connectors DIN EN 60603-2 (DIN 41612)

Type F+H (mixed connector)
Male connector – angled – 24 and 7 positions

Solder pin
Quality class 2
Premating contacts in row “z” standard

PCB-hole pattern

Break out area for coding premating contact

(Power contacts)
(Signal contacts)

Solder pin angled

3+0.2

3.1+0.4
-0.2

-0

No. of 
Pos.

Premating contact Solder pin angled

24 + 7 z 32 121 B 10799 X 
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(Dim. = mm)

RoHS compliant

Description

Order data

Product drawing

Connectors DIN EN 60603-2 (DIN 41612)

Solder pin  Faston

Type F+H (mixed connector)
Female connector – straight – 24+7 positions

Solder pin und Faston
Quality class 2

Panel cutout

16 holes for code pins Ø 1x4.5 mm deep

No. of 
Pos.

Solder pin  Faston

24 + 7 122 B 11159 X 
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(Dim. = mm)

Description

Order data

Product drawing

Connectors DIN EN 60603-2 (DIN 41612)

Type C
Female connector – Insulation displacement termination (IDC) – 64 positions

Ribbon cable termination
Strain relief need to be ordered separately
Quality class 3 (also available in quality class 2 or 1)

No. of 
Pos.

Female connector without strain relief Strain relief
Pos. 1 2 3 4 5 ...

64
a
b
c

122 A 11699 X 120 X 10169 X 

Female connector with strain relief

Strain reliefFemale connector without strain relief
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(Dim. = mm)

Description

Order data

Product drawing

Accessories

Interconnection housing
Housing and locking clips for type C and R

No. of 
Pos.

X (mm) Interconnection housing
Locking clips

Type C Type R

96 4.6 120 X 10089 X 120 X 10129 X 120 X 10149 X

96 8.6 120 X 10099 X 120 X 10129 X 120 X 10149 X

96 9.3 120 X 10109 X 120 X 10129 X 120 X 10149 X

96 10.0 120 X 10119 X 120 X 10129 X 120 X 10149 X

Usable for female connectors type C and R 
Locking-clips to secure and to unlock the female connector 
For PCB which a thickness from 3.2 to 3.6 mm 

 and a pin length of 13 or 17 mm

Locking clip Interconnection housing (= X)

PCB
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RoHS compliant 

DIN EN 60603-2 DIN 41617

Description

Order data

Product drawing

Accessories

Mounting set for 
DIN EN 60603-2

Mounting set for 
DIN 41617

Plug-in frame
Frame for printed circuit boards (PCB)

For DIN EN 60603-2 and DIN 41617 connectors
For PCB width 100 mm and 102 mm
Material: polycarbonat, grey
Other colours on request 
Mounting set needs to be ordered separately

Plug-in frame Mounting set for

grey – 100 mm grey – 102 mm DIN EN 60603-2 DIN 41617

120 X 10029 X 120 X 10039 X 120 X 10059 X 120 X 10049 X
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RoHS compliant

Description

Order data

Product drawing

Accessories

Type D, E, F Type R, H

Coding pin

Type C, R, D

Coding strips
For connectors DIN EN 60603-2 (DIN 41612)

Mounting style:
 - inside the enclosure (mounting bar)
 - on printed circuit board (PCB)

Optional coding by removing the segments

Coding pin Coding strips for

Female connector (mounting plate) Male connector Female connector (PCB)

120 X 10319 X 120 X 10379 X 120 X 10359 X 120 X 10369 X

mounting platemounting bar

PCB



Combinat ion Connectors DIN EN 60603-2 (DIN 41612)

 Sect ion  5

Combination Connectors DIN EN  

The combination connectors in accordance with  
DIN EN 60603-2 offer a variety of applications.  
The design allows a combination of signal, high  
current, high voltage and coaxial contacts.  

 
Standard termination types such as solder cup,  
PCB solder tails, straight right angle and wire wrap  
tails are available.
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Combinat ion Connectors DIN EN 60603-2 (DIN 41612)

  60603-2

Product features: 
Saves space on your PCB
Various termination method
Cost factor, one item as compared with seperate connectors
Easy assembly of high power and coaxial contacts 
High power and coaxial contacts are screw-machine types
Gold plating options availiable

 
 
Fully assembled connectors with high power or coaxial contacts are available. 
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Combinat ion Connectors DIN EN 60603-2 (DIN 41612)

Part number creator

Type
9 = Type M - DIN EN 60603-2

Variations
Type M = 40+4, 42+6, 52+2, 60+4, 78+2
Type M = 16+8, 24+8, 28+6
Mini type M = 8+4, 12+4, 20+2, 30+2
   + = to substitute “M” (look at example) 

Type of contact
M = Male connector
F = Female connector

Termination for high power and coaxial contacts
11 27 = Solder lug 10 A
12 28 = Solder lug 20 A
14 29 = Solder lug 40 A
19 39 = Solder pin straight 20 A
20 40 = Solder pin straight 40 A
18 17 = Solder pin angled 10 A
21 16 = Solder pin angled 20 A
23 15 = Solder pin angled 40 A

Mounting style
X9 =  Mounting hole for screwed or rivet 

Standard
0X = Standard

Quality class for contacts
A = Quality class 3 = 50 cycles 
B = Quality class 2 = 400 cycles
C* = Quality class 1 = 500 cycles *on request

Termination only for signal contacts
N* = Wire Wrap *not available as male connector

R = solder pin straight
T* = solder pin angled *not available as female connector

26 13 = 4 solder pins angled 40 A
31 = 5 solder pins straight 50 Ω
32 = 5 solder pins straight 50 Ω
33 = 5 solder pins straight 75 Ω
35 = 5 solder pins angled 50 Ω
36 = 5 solder pins angled 75 Ω
99 = without contacts
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Combinat ion Connectors DIN EN 60603-2 (DIN 41612)

Technical information

Alternating currents do not uniformly occupy the entire cross section of the conductor, rather inductance effect in the conductor  
deflects the current towards the surface of the conductor, whereby this deflection increases with the frequency.
The resitive attenuation of a transmission line increases with the frequency as a result of this skin effect.
The skin depth (equivalent thickness of the layer in which current flows) can be determined using

f  = frequency
= conductivity of the conductor material

Ag
  = 62 X 106 S m

Cu
  = 58 X 106 S m

0
  = 1,256 106 Vs  Am

r
  ... relative permeability constant for the employed material

VSWR-value

The ration between the value of the largest and the smallest voltages on a loss-free line is known as the ripple or voltage standing wave 
ratio s (with 1 s 1∞). The reciprocal value of the VSWR is known as the inverse voltage standing wave ratio m (with 0 m 1). (VSWR = Voltage 
standing wave ratio). The value of is linked with the  reflection coefficient r on s transmissionline according to the equation.

Current rating  Derating curve

Measurement is according to DIN 41640 part 3whereas all power contacts are connected in series.
For test procedure - product-no. 9024M8FCR14X90X has been equipped with 124C10069X and 9024M8MCR14X90X  
with 123C10069X.

Skin effect

Limit temperature

Ambient temperature (°C)

Working current in amperes (A)
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Combinat ion Connectors DIN EN 60603-2 (DIN 41612)

Technical Data

Materials Type M Coaxial contacts High power 
contacts

High voltage  
contacts

Insulator PBT GF
UL94V-O PTFE PBT PI PTFE

Contact plating gold over nickel

Contact material copper alloy

Retaining clip copper alloy

Current rating (DC) 2 A 2 A 10 to 40 A 2 A

Test voltage  1000 V, 50 Hz

Resistance between mated contacts ≤ 2.7 mΩ

Insulation resistance 107 MΩ ≥2x107 MΩ

Volume resistivity 1016 Ωcm

Dielectric strength 50 KV   mm

Characteristic impedance 50 75 Ω

Contact resistance inner conductor ≤ 2.7 mΩ ≤ 2.7 mΩ
 outer conductor          ≤ 2.7 mΩ ≤ 2.7 mΩ ≤ 1 mΩ

VSWR-value according to MIL-C-39012 1.2 GHz ≤ 1.2
 1.5 GHz ≤ 1.3
 2.0 GHz ≤ 1.5

Dielectric voltage 750 V 50 Hz 3.8 kV

Frequency range 0 to 2 GHz

Working voltage 250 V 250 V max. 2.8 kV

Temperature range -55˚C to +125˚C -55˚C to +135˚C -55˚C to +155˚C -55˚C to +125˚C

Mating force per signal contact ≤ 3.4 N ≤ 7 N ≤ 7 N ≤ 5 N

Withdrawal force per signal contact ≥ 0.2 N ≤ 7 N ca. 5 N ca. 2.5 N

Mating cycles depending on plating

Technical alterations are subjects to change without notice.
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Combinat ion Connectors DIN EN 60603-2 (DIN 41612)

Crimping instructions for coaxial contacts

Inner contact

Sleeve

Inner conductor

Dielectric

Insulation

Braid

Outer contact

Snap the inner contact into 
the outer contact

Slide braid over outer contact

Crimp the sleeve on to outer contact

Crimp the inner contact on the 
inner conductor

Slide sleeve over coax cable

Strip the wire
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RoHS compliant 

(Dim. = mm)

T R

Combinat ion Connectors DIN EN 60603-2 (DIN 41612)

Description

Order data

Product drawing

Solder pin angled Solder pin straight

 = Ordering code

No. of 
Pos.

Version

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20 21 22 23 24 25 26 27 28 29 30 31 32

42 + 6
a
b
c

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20 21 22 23 24 25 26 27 28 29 30 31 32

28 + 6
a
b
c

+ + + + + + + + + + + + + +
1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20 21 22 23 24 25 26 27 28 29 30 31 32

24 + 8
a
b
c

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20 21 22 23 24 25 26 27 28 29 30 31 32

16 + 8
a
b
c

+ + + + + + + +

Type M
Male connector – straight and angled

Solder pin
No. of Pos. 16+8 - 24+8 - 28+6 - 40+4 - 42+6 - 52+2 - 60+4 - 78+2

 Quality class 3 (also available in quality class 2 or 1)
 Part number creator on page 5|2
 For assembly with PCB power and coaxial contacts 

 please contact factory

No. of 
Pos.

Version

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20 21 22 23 24 25 26 27 28 29 30 31 32

78 + 2
a
b
c

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20 21 22 23 24 25 26 27 28 29 30 31 32

52 + 2
a
b
c

+ + + + + + + + + + + + + + + + + + + + + + + + + +
1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20 21 22 23 24 25 26 27 28 29 30 31 32

60 + 4
a
b
c

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20 21 22 23 24 25 26 27 28 29 30 31 32

40 + 4
a
b
c

+ + + + + + + + + + + + + + + + + + + +

No. of Pos. A ± 0.1 B ± 0.1 B1 ± 0.1 B2 ± 0.1 B3 ± 0.1

78 + 2 25x2.54=63.50 29x2.54=73.66 – – –

52 + 2 25x2.54=63.50 29x2.54=73.66 – – –

60 + 4 19x2.54=48.26 29x2.54=73.66 23x2.54=58.42 – –

40 + 4 19x2.54=48.26 29x2.54=73.66 23x2.54=58.42 – –

42 + 6 13x2.54=33.02 29x2.54=73.66 23x2.54=58.42 17x2.54=43.18 –

28 + 6 13x2.54=33.02 29x2.54=73.66 23x2.54=58.42 17x2.54=43.18 –

24 + 8 7x2.54=17.78 29x2.54=73.66 23x2.54=58.42 17x2.54=43.18 11x2.54=27.94

16 + 8 7x2.54=17.78 29x2.54=73.66 23x2.54=58.42 17x2.54=43.18 11x2.54=27.94



5|7

RoHS compliant

(Dim. = mm)

NR

Combinat ion Connectors DIN EN 60603-2 (DIN 41612)

Description

Order data

Product drawing

Wire WrapSolder pin straight 4 mm

Type M
Female connector – straight 

No. of 
Pos.

Version

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20 21 22 23 24 25 26 27 28 29 30 31 32

42 + 6
a
b
c

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20 21 22 23 24 25 26 27 28 29 30 31 32

28 + 6
a
b
c

+ + + + + + + + + + + + + +
1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20 21 22 23 24 25 26 27 28 29 30 31 32

24 + 8
a
b
c

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20 21 22 23 24 25 26 27 28 29 30 31 32

16 + 8
a
b
c

+ + + + + + + +

No. of 
Pos.

Version

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20 21 22 23 24 25 26 27 28 29 30 31 32

78 + 2
a
b
c

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20 21 22 23 24 25 26 27 28 29 30 31 32

52 + 2
a
b
c

+ + + + + + + + + + + + + + + + + + + + + + + + + +
1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20 21 22 23 24 25 26 27 28 29 30 31 32

60 + 4
a
b
c

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20 21 22 23 24 25 26 27 28 29 30 31 32

40 + 4
a
b
c

+ + + + + + + + + + + + + + + + + + + +

No. of Pos. A ± 0.1 B ± 0.1 B1 ± 0.1 B2 ± 0.1 B3 ± 0.1

78 + 2 25x2.54=63.50 29x2.54=73.66 – – –

52 + 2 25x2.54=63.50 29x2.54=73.66 – – –

60 + 4 19x2.54=48.26 29x2.54=73.66 23x2.54=58.42 – –

40 + 4 19x2.54=48.26 29x2.54=73.66 23x2.54=58.42 – –

42 + 6 13x2.54=33.02 29x2.54=73.66 23x2.54=58.42 17x2.54=43.18 –

28 + 6 13x2.54=33.02 29x2.54=73.66 23x2.54=58.42 17x2.54=43.18 –

24 + 8 7x2.54=17.78 29x2.54=73.66 23x2.54=58.42 17x2.54=43.18 11x2.54=27.94

16 + 8 7x2.54=17.78 29x2.54=73.66 23x2.54=58.42 17x2.54=43.18 11x2.54=27.94

 = Ordering code

Solder pin and Wire Wrap
No. of Pos. 16+8 - 24+8 - 28+6 - 40+4 - 42+6 - 52+2 - 60+4 - 78+2

 Quality class 3 (also available in quality class 2 or 1)
 Part number creator on page 5|2
 For assembly with PCB power and coaxial contacts 

 please contact factory
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RoHS compliant 

(Dim. = mm)

T R

Combinat ion Connectors DIN EN 60603-2 (DIN 41612)

Description

Order data

Product drawing

Solder pin angled Solder pin straight

Type M/2
Male connector – straight and angled

Solder pin
No. of Pos. 8+4 - 12+4 - 20+2 - 30+2

 Quality class 3 (also available in quality class 2 or 1)
 Part number creator on page 5|2
 For assembly with PCB power and coaxial contacts 

 please contact factory

No. of 
Pos.

Version

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16

30 + 2
a
b
c

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16

20 + 2
a
b
c

+ + + + + + + + + +

No. of 
Pos.

Version

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16

12 + 4
a
b
c

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16

8 + 4
a
b
c

+ + + +

No. of Pos. A ± 0.1 B ± 0.1 B1 ± 0.1

30 + 2 9x2.54=22.86 13x2.54=33.02 –

20 + 2 9x2.54=22.86 13x2.54=33.02 –

12 + 4 3x2.54=7.62 13x2.54=33.02 7x2.54=17.78

8 + 4 3x2.54=7.62 13x2.54=33.02 7x2.54=17.78

 = Ordering code
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RoHS compliant

(Dim. = mm)

NR

Combinat ion Connectors DIN EN 60603-2 (DIN 41612)

Description

Order data

Product drawing

Wire WrapSolder pin straight 4 mm

Type M/2
Female connector – straight

Solder pin and Wire Wrap
No. of Pos. 8+4 - 12+4 - 20+2 - 30+2

 Quality class 3 (also available in quality class 2 or 1)
 Part number creator on page 5|2
 For assembly with PCB power and coaxial contacts 

 please contact factory

No. of 
Pos.

Version

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16

30 + 2
a
b
c

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16

20 + 2
a
b
c

+ + + + + + + + + +

No. of 
Pos.

Version

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16

12 + 4
a
b
c

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16

8 + 4
a
b
c

+ + + +

No. of Pos. A ± 0.1 B ± 0.1 B1 ± 0.1

30 + 2 9x2.54=22.86 13x2.54=33.02 –

20 + 2 9x2.54=22.86 13x2.54=33.02 –

12 + 4 3x2.54=7.62 13x2.54=33.02 7x2.54=17.78

8 + 4 3x2.54=7.62 13x2.54=33.02 7x2.54=17.78

 = Ordering code
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RoHS compliant 

(Dim. = mm)

Combinat ion Connectors DIN EN 60603-2 (DIN 41612)

Description

Order data

Product drawing

Premating contact

Socket contact Plug contact

Precision machined contacts
 Quality class 3: gold flash
 Quality class 1: 0.8μm gold on mating side
 Other quality classes on request
 Assembled contacts available on request

Type M
High power contacts – solder cup – straight

Socket contact

AWG Current rating Quality class Termination Part number

16 - 20 10 A 1 11 124 C 10039 X

16 - 20 10 A 3 27 124 A 10039 X

12 - 14 20 A 1 12 124 C 10049 X

12 - 14 20 A 3 28 124 A 10049 X

8 - 10 40 A 1 14 124 C 10069 X

8 - 10 40 A 3 29 124 A 10069 X

Plug contact

AWG Current rating Quality class Termination Part number

16 - 20 10 A 1 11 123 C 10039 X

16 - 20 10 A 3 27 123 A 10039 X

12 - 14 20 A 1 12 123 C 10049 X

12 - 14 20 A 3 28 123 A 10049 X

8 - 10 40 A 1 14 123 C 10069 X

8 - 10 40 A 3 29 123 A 10069 X

Premating contact

AWG Current rating Quality class Part number

16 - 20 10 A 1 123 C 10139 X

12 - 14 20 A 1 123 C 10149 X

8 - 10 40 A 1 123 C 10169 X

AWG Current Rating ØA+0.15

16 - 20 10 A 1,80

12 - 14 20 A 2,70

8 - 10 30 A 4,80
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RoHS compliant

(Dim. = mm)

Combinat ion Connectors DIN EN 60603-2 (DIN 41612)

Description

Order data

Product drawing

Socket contact

Premating contact

Plug contact

Wire stripping

Type M
High power contacts – crimp – straight

Precision machined contacts
 Quality class 3: gold flash
 Quality class 1: 0.8μm gold on mating side
 Other quality classes on request

Socket contact

AWG Current rating Quality class Part number

16 - 20 10 A 1 124 C 11019 X

16 - 20 10 A 3 124 A 11019 X

12 - 14 20 A 1 124 C 11029 X

12 - 14 20 A 3 124 A 11029 X

10 - 12 30 A 1 124 C 11039 X

10 - 12 30 A 3 124 A 11039 X

8 - 10 40 A 1 124 C 11049 X

8 - 10 40 A 3 124 A 11049 X

Premating contact

AWG Current rating Quality class Part number

16 - 20 10 A 1 123 C 11119 X

12 - 14 20 A 1 123 C 11129 X

10 - 12 30 A 1 123 C 11139 X

8 - 10 40 A 1 123 C 11149 X

Plug contact

AWG Current rating Quality class Part number

16 - 20 10 A 1 123 C 11019 X

16 - 20 10 A 3 123 A 11019 X

12 - 14 20 A 1 123 C 11029 X

12 - 14 20 A 3 123 A 11029 X

10 - 12 30 A 1 123 C 11039 X

10 - 12 30 A 3 123 A 11039 X

8 - 10 40 A 1 123 C 11049 X

8 - 10 40 A 3 123 A 11049 X

AWG Current Rating ØA+0.15 ØB max.

16 - 20 10 A 1,70 1,70

12 - 14 20 A 2,60 2,60

10 - 12 30 A 3,70 3,70

8 - 10 40 A 4,60 4,60
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RoHS compliant 

(Dim. = mm)

Combinat ion Connectors DIN EN 60603-2 (DIN 41612)

Description

Order data

Product drawing

Socket contact

Premating contact

Plug contact

Type M
High power contacts – solder pin – straight

Precision machined contacts
 Quality class 3: gold flash
 Quality class 1: 0.8μm gold on mating side
 Other quality classes on request
 Assembled contacts available on request

Socket contact

Current rating Quality class Termination Part number

20 A 1 19 124 C 14029 X

20 A 3 39 124 A 14029 X

40 A 1 20 124 C 14049 X

40 A 3 40 124 A 14049 X

Plug contact

Current rating Quality class Termination Part number

20 A 1 19 123 C 14029 X

20 A 3 39 123 A 14029 X

40 A 1 20 123 C 14049 X

40 A 3 40 123 A 14049 X

Premating contact

Current rating Quality class Termination Part number

20 A 1 19 123 C 14129 X

40 A 1 20 123 C 14149 X

Current rating A A 1 B C ØD
20 A 16.70 17.30 4.70 16.10 2.90

40 A 17.75 18.35 5.75 17.15 3.80
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(Dim. = mm)

Combinat ion Connectors DIN EN 60603-2 (DIN 41612)

Description

Order data

Product drawing

Socket contact Plug contact

Premating contact

Precision machined contacts
 Quality class 3: gold flash
 Quality class 1: 0.8μm gold on mating side
 Other quality classes on request
 Assembled contacts available on request

Type M
High power contacts – solder pin – angled

Socket contact

Current rating Quality class Termination Part number

10 A 1 18 124 C 12019 X

10 A 3 17 124 A 12019 X

Plug contact

Current rating Quality class Termination Part number

10 A 1 18 123 C 12019 X

10 A 3 17 123 A 12019 X

Premating contact

Current rating Quality class Part number

10 A 1 123 C 12119 X



5|14

RoHS compliant 

(Dim. = mm)

Combinat ion Connectors DIN EN 60603-2 (DIN 41612)

Description

Order data

Product drawing

Socket contact

Premating contact

Plug contact

Type M
High power contacts – solder pin – angled

Precision machined contacts
 Quality class 3: gold flash
 Quality class 1: 0.8μm gold on mating side
 Other quality classes on request
 Assembled contacts available on request

Socket contact

Current rating Quality class Termination Part number

20 A 1 21 124 C 13019 X

20 A 3 16 124 A 13019 X

40 A 1 23 124 C 13039 X

40 A 3 15 124 A 13039 X

Plug contact

Current rating Quality class Termination Part number

20 A 1 21 123 C 13019 X

20 A 3 16 123 A 13019 X

40 A 1 23 123 C 13039 X

40 A 3 15 123 A 13039 X

Premating contact

Current rating Quality class Part number

20 A 1 123 C 13119 X

40 A 1 123 C 13139 X

Current Rating ØA
20 A 2.90

40 A 3.80
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RoHS compliant

(Dim. = mm)

7

Combinat ion Connectors DIN EN 60603-2 (DIN 41612)

Description

Order data

Product drawing

Premating contact

Socket contact Plug contact

Type M
High power contatcs – solder pin – angled

Precision machined contacts
 Quality class 3: gold flash
 Quality class 1: 0.8μm gold on mating side
 Other quality classes on request
 Assembled contacts available on request

Socket contact

Current rating Quality class Termination Part number

40 A 1 26 124 C 10019 X

40 A 3 13 124 A 10019 X

Plug contact

Current rating Quality class Termination Part number

40 A 1 26 123 C 10019 X

40 A 3 13 123 A 10019 X

Premating contact

Current rating Quality class Part number

40 A 1 123 C 10029 X



5|16

RoHS compliant 

(Dim. = mm)

Combinat ion Connectors DIN EN 60603-2 (DIN 41612)

Description

Order data

Product drawing

Socket contact Plug contact Wire stripping

Plug contact Wire strippingSocket contact

* = double braided  -  + = low noise  

Type M
Coaxial contacts – straight – inner conductor solder – outer conductor crimp solder termination 

50 and 75 Ω Version 
Socket contact suitable for male connectors
Plug contact suitable for female connectors
Contact platings:
- 0.8μm gold mating side inner conductor
- other platings on request

 Delivery includes: contacts and sleeve supplied loose

usable cable RG A B C ØD max. ØE max. ØF max. ØG max. H J K
178 B U, 196 A U, 404 U+ 24.2 12.3 23.9 0.90 1.2 1.4 2.3 2.5 5.0 10.0

174 U, 188 A U, 316 U 24.2 12.3 23.9 0.80 1.9 2.3 3.2 2.5 5.0 10.0

316 U* 24.2 12.3 23.9 0.90 1.9 2.7 3.5 2.5 5.0 10.0

58 C U, 141 A U 25.4 13.5 25.2 0.90 3.0 4.1 5.2 3.0 5.0 9.5

usable cable RG A B C ØD max. ØE max. ØF max. ØG max.
 179 B U, 187 A U 24.2 12.3 23.9 0.50 1.9 2.3 3.2

180 B U 23.1 11.2 22.8 0.90 2.8 3.1 4.5

Socket contact

Version Usable cable RG Part number

50 Ω 178 B U, 196 A U, 404 U+ 124 C 20059 X

50 Ω 174 U, 188 A U, 316 U 124 C 20069 X

50 Ω 316 U * 124 C 20079 X

50 Ω 58 C U, 141 A U 124 C 20089 X

75 Ω 179 B U, 187 A U 124 C 30039 X

75 Ω 180 B U 124 C 30049 X

Plug contact

Version Usable cable RG Part number

50 Ω 178 B U, 196 A U, 404 U+ 123 C 20059 X

50 Ω 174 U, 188 A U, 316 U 123 C 20069 X

50 Ω 316 U * 123 C 20079 X

50 Ω 58 C U, 141 A U 123 C 20089 X

75 Ω 179 B U, 187 A U 123 C 30039 X

75 Ω 180 B U 123 C 30049 X

75 Ω Version

50 Ω Version 
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RoHS compliant

(Dim. = mm)

Combinat ion Connectors DIN EN 60603-2 (DIN 41612)

Description

Order data

Product drawing

Socket contact Plug contact

Wire stripping

Type M
Coaxial contacts – straight – inner and outer conductor crimp termination

50 Ω Version 
Socket contact suitable for male connectors
Plug contact suitable for female connectors
Contact platings:
- 0.8μm gold mating side inner conductor
- other platings on request

 Delivery includes: contacts and sleeve supplied loose

Socket contact

Version Usable cable RG Part number

50 Ω 174 U, 188 A U, 316 U 124 C 21049 X

50 Ω 58 C U, 141 A U 124 C 21059 X

50 Ω 316 U * 124 C 21069 X

Plug contact

Version Usable cable RG Part number

50 Ω 174 U, 188 A U, 316 U 123 C 21049 X

50 Ω 58 C U, 141 A U 123 C 21059 X

50 Ω 316 U * 123 C 21069 X

usable cable RG A B C ØD max. ØE max. ØF max. ØG max. H J K
174 U, 188 A U, 316 U 23.1 11.2 22.9 0.60 1.9 2.3 3.2 3.0 4.3 9.3

58 C U, 141 A U 22.8 10.9 22.6 1.30 3.7 4.4 5.2 3.8 5.3 9.0

316 U* 23.1 11.2 22.9 0.60 1.9 3.0 3.8 3.0 4.3 9.3

* = double braided 

50 Ω Version 
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RoHS compliant 

(Dim. = mm)

Combinat ion Connectors DIN EN 60603-2 (DIN 41612)

Description

Order data

Product drawing

Socket contact

Wire stripping

Plug contact

Socket contact Plug contact

Type M
Coaxial contacts – angled – inner conductor solder – outer conductor crimp solder termination

50 and 75 Ω Version 
Socket contact suitable for male connectors
Plug contact suitable for female connectors
Contact platings:
- 0.8μm gold mating side inner conductor
- other platings on request

 Delivery includes: contacts and sleeve supplied loose

* = double braided  -  + = low noise  

usable cable RG A B ØD max. ØE max. ØF max. ØG max.
196 A U 15.7 18.5 0.90 1.2 1.4 2.3

 179 B U, 187 A U 15.7 18.5 0.90 1.9 2.3 3.2

180 B U 15.7 18.5 0.90 2.8 3.1 4.5

usable cable RG A B ØD max. ØE max. ØF max. ØG max.
178 B U, 196 A U, 404 U+ 15.7 18.5 0.90 1.2 1.4 2.3

174 U, 188 A U, 316 U 15.7 18.5 0.90 1.9 2.3 3.2

122 U 15.7 18.5 0.90 2.8 3.1 4.5

316 U* 16.8 19.5 0.90 1.9 2.7 3.5

58 C U, 141 A U 18.0 20.8 0.90 3.0 4.1 5.2

Socket contact

Version Usable cable RG Part number

50 Ω 178 B U, 196 A U, 404 U+ 124 C 22069 X

50 Ω 174 U, 188 A U, 316 U 124 C 22079 X

50 Ω 316 U * 124 C 22089 X

50 Ω 122 U 124 C 22099 X

50 Ω 58 C U, 141 A U 124 C 22109 X

75 Ω 196 A U 124 C 32049 X

75 Ω 179 B U, 187 A U 124 C 32059 X

75 Ω 180 B U 124 C 32069 X

Plug contact

Version Usable cable RG Part number

50 Ω 178 B U, 196 A U, 404 U+ 123 C 22069 X

50 Ω 174 U, 188 A U, 316 U 123 C 22079 X

50 Ω 316 U * 123 C 22089 X

50 Ω 122 U 123 C 22099 X

50 Ω 58 C U, 141 A U 123 C 22109 X

75 Ω 196 A U 123 C 32049 X

75 Ω 179 B U, 187 A U 123 C 32059 X

75 Ω 180 B U 123 C 32069 X

75 Ω Version

50 Ω Version 
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RoHS compliant

(Dim. = mm)

Combinat ion Connectors DIN EN 60603-2 (DIN 41612)

Description

Order data

Product drawing

usable cable RG A B ØD max. ØE max. ØF max. ØG max.
174 U, 188 A U, 316 U 15.7 18.5 0.60 1.9 2.3 2.3

316 U* 15.7 18.5 0.60 1.9 3.0 3.8

58 C U, 141 A U 15.4 18.2 1.00 3.7 4.4 5.2Socket contact Plug contact

Socket contact Plug contact

Wire stripping

Type M
Coaxial contacts – angled – inner and outer conductor crimp termination

50 and 75 Ω Version 
Socket contact suitable for male connectors
Plug contact suitable for female connectors
Contact platings:
- 0.8μm gold mating side inner conductor
- other platings on request

 Delivery includes: contacts and sleeve supplied loose

* = double braided

usable cable RG A B ØD max. ØE max. ØF max. ØG max.
 179 B U, 187 A U 15.7 18.5 0.60 1.9 2.3 3.2

180 B U 14.9 17.7 0.60 2.8 3.2 4.5

Socket contact

Version Usable cable RG Part number

50 Ω 174 U, 188 A U, 316 U 124 C 23049 X

50 Ω 316 U * 124 C 23059 X

50 Ω 58 C U, 141 A U 124 C 23069 X

75 Ω 179 B U, 187 A U 124 C 33039 X

75 Ω 180 B U 124 C 33049 X

Plug contact

Version Usable cable RG Part number

50 Ω 174 U, 188 A U, 316 U 123 C 23049 X

50 Ω 316 U * 123 C 23059 X

50 Ω 58 C U, 141 A U 123 C 23069 X

75 Ω 179 B U, 187 A U 123 C 33039 X

75 Ω 180 B U 123 C 33049 X

75 Ω Version

50 Ω Version 
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RoHS compliant 

(Dim. = mm)

Combinat ion Connectors DIN EN 60603-2 (DIN 41612)

Description

Order data

Product drawing

Socket contact Plug contact

Socket contact Plug contact

Type M
Coaxial contacts – straight – PCB termination – 5 solder pins

50 and 75 Ω Version 
Socket contact suitable for male connectors
Plug contact suitable for female connectors
Contact platings:
- 0.8μm gold mating side inner conductor
- other platings on request

Termination type A B C
31 16.2 4.3 16.0

32 17.7 5.8 17.5

Socket contact

Version Termination Part number

50 Ω 31 124 C 24039 X

50 Ω 32 124 C 24049 X

75 Ω 33 124 C 34029 X

Plug contact

Version Termination Part number

50 Ω 31 123 C 24039 X

50 Ω 32 123 C 24049 X

75 Ω 33 123 C 34029 X

75 Ω Version

50 Ω Version 
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(Dim. = mm)

Combinat ion Connectors DIN EN 60603-2 (DIN 41612)

Description

Order data

Product drawing

Plug contactSocket contact

Socket contact Plug contact

Type M
Coaxial contacts – angled – PCB termination – 5 solder pins

50 and 75 Ω Version 
Socket contact suitable for male connectors
Plug contact suitable for female connectors
Contact platings:
- 0.8μm gold mating side inner conductor
- other platings on request

Socket contact

Version Termination Part number

50 Ω 35 124 C 25029 X

75 Ω 36 124 C 35029 X

Plug contact

Version Termination Part number

50 Ω 35 123 C 25029 X

75 Ω 36 123 C 35029 X

75 Ω Version

50 Ω Version 



Connectors DIN 41617

 Sect ion 7

Connectors DIN 41617

This traditional connector is still being used in many applications.  
New designs as well as redesigns of existing systems are manufactured 
with this series of connectors.  
 
One reason is the proven solid design and the high current  
carrying capability. 
 
 
 
 
 
 

E L E C T R O N I C  C O N N E C T O R S

IN2CONNECT UK LTD
UNIT 5
HOME FARM
PETERSFIELD RD
ROPLEY
HAMPSHIRE
SO24 OEF

Tel: +44 (0)1962 773004

Email: sales@in2connect.uk.com
Website: www.in2connect.uk.com
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Connectors DIN 41617

The connector is available in three layouts:  
13, 21 and 31 positions in male and female  
version with gold or silver plated contacts.  
Available termination styles are: solder cup,  
straight and right angled PCB solder tails. 
 
In addition a connector converter from  
DIN 41617 to DIN EN 60603-2 provides 
adaptability to the newer connector series.
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 3

 2

 1

 0
  20 40 60 80 100 120 140
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Connectors DIN 41617

Technical Data

Material DIN 41617 DIN 41617  DIN EN 60603

Insulator Polycarbonat GF

Contacts Copper alloy

Flammability UL 94 V-1

Initial contact resistance ≤ 15 mΩ ≤ 10 mΩ

Initial insulation resistance Quality class 1 

Quality class 2 

Quality class 3

≥ 1012 Ω
≥ 1011 Ω
≥ 1010 Ω

≥ 1011 Ω

Creepage distance Contact–Ground

Contact–Contact

≥ 1 mm 
≥ 0.5 mm ≥ 1.2 mm

Clearance distance Contact–Ground

Contact–Contact

≥ 1 mm 
≥ 1 mm ≥ 1.2 mm

Voltage Proof U eff. Contact–Ground

Contact–Contact

900 V 
1150 V

1000 V 
1550 V

Working voltage 250 V 
depending on isulation coordination (refer to DIN VDE 0110  IEC 664-1)

Working current +   20 °C

+   70 °C

+ 100 °C

Quality class 1 + 2 = 4 A max.
 

Quality class 3       = 2 A max. 4 A max.

Working temperature Quality class 1 

Quality class 2 

Quality class 3

-65 °C to +125 °C 
-55 °C to +125 °C 
-25 °C to +   85 °C

-65 °C to +125 °C

Mating and unmating forces

(F max.)

 13 pos. 32 N  AU 30 N  AG
 21 pos. 33 N  AU 48 N  AG
 31 pos. 48 N  AU 70 N  AG 31 + 1 pos.   80 N

Quality class 3 
Quality class 2 
Quality class 1

 50 cycles 
 400 cycles 
500 cycles

 50 cycles 
 400 cycles 
500 cycles

Silver plating 500 cycles                           

Technical alterations are subjects to change without notice.

Derating-Diagramm DIN 41617

Quality class 3

Quality class 1 and 2 

W
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ur
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nt

  
A

Temperature  °C 
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Connectors DIN 41617

Description

Order data

Product drawing

No. of Pos. A ± 0.2 B ± 0.1 C ± 0.1 D
13 44.6 12 x 2.5 = 30 40 35

21 64.6 20 x 2.5 = 50 60 55

31 89.6 30 x 2.5 = 75 85 80

No. of Pos. hard silver plated Quality class 3 Quality class 2 Quality class 1*

13 101 E 10139 X 101 A 10139 X 101 B 10139 X 101 C 10139 X

21 101 E 10149 X 101 A 10149 X 101 B 10149 X 101 C 10149 X

31 101 E 10159 X 101 A 10159 X 101 B 10159 X 101 C 10159 X

Connector according to DIN 41617
Male connector – solder lug – 13, 21 and 31 positions

Solder lug 
Contact plating

 - standard quality classes 3 and 2
 - quality class 1 on request (*)
 - hard silver plated

Special insulator

Panel cutout
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RoHS compliant 

(Dim. = mm)

Connectors DIN 41617

Description

Order data

Product drawing

No. of Pos. hard silver plated Quality class 3 Quality class 2 Quality class 1*

13 101 E 10019 X 101 A 10019 X 101 B 10019 X 101 C 10019 X

21 101 E 10029 X 101 A 10029 X 101 B 10029 X 101 C 10029 X

31 101 E 10039 X 101 A 10039 X 101 B 10039 X 101 C 10039 X

Connector according  to DIN 41617
Male connector – straight – 13, 21 and 31positions

Solder pin
Contact plating

 - standard quality classes 3 and 2
 - quality class 1 on request (*)
 - hard silver plated

Special insulator

No. of Pos. A ± 0.2 B ± 0.1 C ± 0.1

13 44.6 12 x 2.5 = 30 40

21 64.6 20 x 2.5 = 50 60

31 89.6 30 x 2.5 = 75 85

PCB-hole pattern
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RoHS compliant

(Dim. = mm)

Connectors DIN 41617

Description

Order data

Product drawing

No. of Pos. Contact spacing hard silver plated Quality class 3 Quality class 2 Quality class 1*

13 3.8 mm 101 E 10049 X 101 A 10049 X 101 B 10049 X 101 C 10049 X

13 5.0 mm 101 E 10169 X 101 A 10169 X 101 B 10169 X 101 C 10169 X

21 3.8 mm 101 E 10059 X 101 A 10059 X 101 B 10059 X 101 C 10059 X

21 5.0 mm 101 E 10179 X 101 A 10179 X 101 B 10179 X 101 C 10179 X

31 3.8 mm 101 E 10069 X 101 A 10069 X 101 B 10069 X 101 C 10069 X

31 5.0 mm 101 E 10189 X 101 A 10189 X 101 B 10189 X 101 C 10189 X

Connector according  to DIN 41617
Male connector – angled – 13, 21 and 31 positions

Solder pin
Contact plating

 - standard quality classes 3 and 2
 - quality class 1 on request (*)
 - hard silver plated

Standard insulator

No. of Pos. A ± 0.2 B ± 0.1 C ± 0.1

13 45.6 12 x 2.5 = 30 40

21 65.6 20 x 2.5 = 50 60

31 89.6 30 x 2.5 = 75 85

PCB-hole pattern

Contact spacing
 
 3,8 mm  5,0 mm
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(Dim. = mm)

Connectors DIN 41617

Description

Order data

Product drawing

Contact spacing
 
 2,5 mm  2,54 mm

Connector according to DIN 41617
Male connector – angled – 13, 21 and 31 positions

Solder pin
Contact plating

 - standard quality classes 3 and 2
 - quality class 1 on request (*)
 - hard silver plated

Standard insulator

No. of Pos. A ± 0.2 B ± 0.1 C1 ± 0.1 C2 ± 0.1 D ± 0.1

13 45.6 12 x 2.5 = 30 12 x 2.5 = 30 12 x 2.54 = 30.48 40

21 65.6 20 x 2.5 = 50 20 x 2.5 = 50 20 x 2.54 = 50.80 60

31 90.6 30 x 2.5 = 75 30 x 2.5 = 75 30 x 2.54 = 75.20 85

No. of Pos. Contact spacing hard silver plated Quality class 3 Quality class 2 Quality class 1*

13 2.50 mm 101 E 10079 X 101 A 10079 X 101 B 10079 X 101 C 10079 X

13 2.54 mm 101 E 10089 X 101 A 10089 X 101 B 10089 X 101 C 10089 X

21 2.50 mm 101 E 10099 X 101 A 10099 X 101 B 10099 X 101 C 10099 X

21 2.54 mm 101 E 10109 X 101 A 10109 X 101 B 10109 X 101 C 10109 X

31 2.50 mm 101 E 10119 X 101 A 10119 X 101 B 10119 X 101 C 10119 X

31 2.54 mm 101 E 10129 X 101 A 10129 X 101 B 10129 X 101 C 10129 X

PCB-hole pattern
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Connectors DIN 41617

Description

Order data

Product drawing

Connector according to DIN 41617
Female connector – solder lug – 13, 21 and 31 positions

Solder lug
Contact plating

 - standard quality classes 3 and 2
 - quality class 1 on request (*)
 - hard silver plated

No. of Pos. A -0.3 B ± 0.1 C ± 0.1 D
13 45.8 40 12 x 2.5 = 30 35

21 65.8 60 20 x 2.5 = 50 55

31 90.8 85 30 x 2.5 = 75 80

No. of Pos. hard silver plated Quality class 3 Quality class 2 Quality class 1*

13 102 E 10019 X 102 A 10019 X 102 B 10019 X 102 C 10019 X

21 102 E 10029 X 102 A 10029 X 102 B 10029 X 102 C 10029 X

31 102 E 10039 X 102 A 10039 X 102 B 10039 X 102 C 10039 X

Panel cutout
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Connectors DIN 41617

Description

Order data

Product drawing

No. of Pos. Insulator hard silver plated Quality class 3 Quality class 2 Quality class 1*

13 Version A 102 E 10049 X 102 A 10049 X 102 B 10049 X 102 C 10049 X

13 Version D 102 E 10059 X 102 A 10059 X 102 B 10059 X 102 C 10059 X

21 Version A 102 E 10069 X 102 A 10069 X 102 B 10069 X 102 C 10069 X

21 Version D 102 E 10079 X 102 A 10079 X 102 B 10079 X 102 C 10079 X

31 Version A 102 E 10089 X 102 A 10089 X 102 B 10089 X 102 C 10089 X

31 Version D 102 E 10099 X 102 A 10099 X 102 B 10099 X 102 C 10099 X

Connector according to DIN 41617
Female connector – straight – 13, 21 and 31 positions

Solder pin
Insulator “set up” (A) or “connected” (D)
Contact plating

 - standard quality classes 3 and 2
 - quality class 1 on request (*)
 - hard silver plated

Version A
“set up”

Version D
“connected”

No. of Pos. A - 0.3 B ± 0.1 C ± 0.1

13 45.8 40 12 x 2.5 = 30

21 65.8 60 20 x 2.5 = 50

31 90.8 85 30 x 2.5 = 75

PCB-hole pattern
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Connectors DIN 41617

Description

Order data

Product drawing
Panel cutout

Connector according to DIN 41617  DIN EN 60603-2
Converter female connector – 31  32 positions

Wire Wrap and solder lug
Quality class 1 (Standard)
Mating side with 31 contacts
Connecting side with 32 contacts (one contact not contacted)

No. of Pos. Quality class Solder lug Wire Wrap

31 32 1 122 C 13019 X 122 C 13069 X

Solder lug Wire Wrap


