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The RJ45 connector is the most used interface in
data communications. CONEC has, based on this
connector interface, designed a rugged versatile
connector system for Cat. 5e and Cat. 6A, that
ensures reliable protection and the convenience

of easily mating under the most difficult and harsh
environments.

The housing with bayonet couplingmechanism is in

compliance with [EC 61076-3-106 and provide increased

protection for the connector system against contamination

and moisture (IP67 rating). Furthermore, there are also

increased demands for mechanical stability, temperature

resistance, vibration immunity and protection against

EMI and UV radiation. This program is supplemented

by preassembled patch cables with IP67 rating in various
I lengths and designs.

The zinc die-cast version provides an excellent protection
against harsh environment.
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RJ45-1P67 INDUSTRIAL ETHERNET CONNECTOR SYSTEM

Example applications:

CNC machines

Communications equipment

Mass transportation

Industrial process control

Diagnostic and instrument

Printers, displays

Factory automation

Outdoor telecommunications systems

CONEC® 111



RJ45-1P67 INDUSTRIAL ETHERNET CONNECTOR SYSTEM
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TECHNICAL DATA

Interface connector

Lock mechanism

IP Degree of protection
Temperature range

Strength of current

Voltage

Contact resistance

Insulation resistance

Electric strength contact to contact

Electric strength contact to metal Housing

Housing

Fastening nut

Housing sealing

RJ45 Socket metal housing

RJ45 Socket and plug connector plastic housing
RJ45 Socket and plug contacts
Connector housing

Socket coupling ring

Cable termination

Cable seal

Interface seal

RJ45 plug connector metal housing
Protection cap

Seal

Protection cap

RJ45 Cat. 5e per EIA/TIA-568-B2/ RJ45 Cat. 6A per EIA/TIA-568-B2 (channel)
Bayonet socket connector per IEC 61076-3-106

P67

-40°Cto + 85°C

1.2 A max. to 25°C

100 VDC

20 mQ max.

500 MQ

1000 VDC/60 sec.

1500 VDC/60 sec.

PBT (black) or ABS Metallized (nickel plated), flame protection per UL 94-VO, zinc die-cast (nickel plated)
Brass nickel plated

Silicone

Copper alloy, nickel plated

PBT (black), flame protection per UL 94-VO

Phosphor bronze, gold plated

PBT (black) or ABS Metallized (nickel plated), flame protection peer UL 94-VO, zinc die-cast (nickel plated)
PBT (black) or ABS Metallized (nickel plated), flame protection per UL 94-VO, zinc die-cast (nickel plated)
PBT (black) flame protection per UL 94-VO, or brass nickel plated

NBR

Silicone

Copper alloy, nickel plated

PBT (black) or ABS Metallized (nickel plated), flame protection per UL 94-VO, zinc die-cast (nickel plated)
Silicone

PE

Technical specifications are subject to change without notice.

CONC®



RJ45-1P67 INDUSTRIAL ETHERNET CONNECTOR SYSTEM

RJ45-1P67 PANEL MOUNTED RECEPTACLE
Inline coupling Cat. 5e and Cat. 6A — Bayonet locking — Plastic or Zinc die-cast

PRODUCT DRAWING

UL listed, File No.: E202784

For front- or rear panel mounting up to wall thickness of 3.2 mm

RJ45 Cat. 5e Inline coupling unshielded or shielded
RJ45 Cat. 6A Inline coupling shielded
Plastic housing: blue, green, yellow, red and white on request

DESCRIPTION

[

m  Designs:
- Black plastic or metallized,
- Zinc die-cast nickel plated

[

[

[

Available as a set with protection cap

Recommended Panel Cut-out

for plastic version

Coupling Cat. 5e

Coupling Cat. 6A

Protection cap plastic

Protection cap metal

@315 #31.5
g
& Bayonet Channel x Cover Gasket
Bayonet Channel x ey Protrusion x 3
Protrusion x
$28.00005
\—Cover Gasket
for metal version
Single-D Panel Cut-out
230
is -2
Double-D Panel Cut-out
@28.00+00¢

ORDER DATA

Type Material Surface RJ45 Cat.5e design Protection cap Part Number
Receptacle Cat. 5e Plastic black Inline coupling shielded 17-10009
Receptacle Cat. 5e Plastic black Inline coupling unshielded 17-10019
Receptacle Cat. 5e Plastic metallized Inline coupling shielded 17-10012
Receptacle Cat. 5e Plastic black Inline coupling shielded with protection cap  17-10000
Receptacle Cat. 5e Plastic black Inline coupling unshielded with protection cap  17-10020
Receptacle Cat. 5e Plastic metallized Inline coupling shielded with protection cap  17-10011
Receptacle Cat. 5e Zinc die-cast nickel plated Inline coupling shielded 17-101754
Receptacle Cat. 5e Zinc die-cast nickel plated Inline coupling unshielded 17-101764
Receptacle Cat. 5e Zinc die-cast nickel plated Inline coupling shielded with protection cap  17-101814
Receptacle Cat. 5e Zinc die-cast nickel plated Inline coupling unshielded with protection cap  17-101824
Receptacle Cat. 6A Plastic black Inline coupling shielded 17-150004
Receptacle Cat. 6A Plastic black Inline coupling shielded with protection cap  17-150014
Receptacle Cat. 6A Plastic metallized Inline coupling shielded 17-150124
Receptacle Cat. 6A Plastic metallized Inline coupling shielded with protection cap  17-150134
Receptacle Cat. 6A Zinc die-cast nickel plated Inline coupling shielded 17-150174
Receptacle Cat. 6A Zinc die-cast nickel plated Inline coupling shielded with protection cap  17-150184

CONEC® 11(3



RJ45-1P67 INDUSTRIAL ETHERNET CONNECTOR SYSTEM
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RJ45-1P67 PANEL MOUNTED RECEPTACLE
Inline coupling Cat. 5e and 6A - Square flange — Bayonet locking — Zinc die-cast

UL listed, File No.: E202784

PRODUCT DRAWING

DESCRIPTION
m  For front- or rear panel mounting up to wall thickness of 3.2 mm
m  Design:
- Zinc die-cast nickel plated
m  RJ45 Cat. 5e Inline coupling unshielded or shielded
RJ45 Cat. 6A Inline coupling shielded
m  Available as a set with protection cap
B Accessories:
Gasket and mounting hardware can be ordered separately
m  Mounting hardware includes

4x (screw M3 + nut + flat washer + spring washer)

Recommended Panel Cut-out Cat. 5e Version

Double-D Panel Cut-out

3271

©- =
et 134900 |

[ —

Bayonet Channel x 3

28,0010
3 F 333

Round Panel Cut-out

$3.25:838 (x4) - —18

Cat. 6A Version Protection cap metal

35.25

Bayonet Channel x

-33.30-

Key Protrusion x 3

®3.3

$28.002035 m:ﬁi"j

ORDER DATA
Type Material Surface RJ45 design Protection cap Part Number
Receptacle Cat 5e with accessories Zinc die-cast nickel plated Inline coupling unshielded 17-110224
Receptacle Cat 5e with accessories Zinc die-cast nickel plated Inline coupling unshielded with protection cap 17-110244
Receptacle Cat 5e with accessories Zinc die-cast nickel plated Inline coupling shielded 17-110214
Receptacle Cat 5e with accessories Zinc die-cast nickel plated Inline coupling shielded with protection cap 17-110234
Receptacle Cat 6A without accessories Zinc die-cast nickel plated Inline coupling shielded 17-150214
Receptacle Cat 6A with accessories Zinc die-cast nickel plated Inline coupling shielded 17-160004
Receptacle Cat 6A with accessories Zinc die-cast nickel plated Inline coupling shielded with protection cap 17-160014
Panel gasket Silicone 17-103540
Mounting hardware Stainless steel 17-103530

CONC®



RJ45-1P67 INDUSTRIAL ETHERNET CONNECTOR SYSTEM

RJ45-1P67 PANEL MOUNTED RECEPTACLE
Inline coupling Cat. 5e — both sides Bayonet locking — Plastic

DESCRIPTION
m  For front- or rear panel mounting up to wall thickness of 3.2 mm
m  Design: Black plastic
m  RJ45 Cat. 5e Inline coupling unshielded or shielded
m P67 Protection in mated condition
m  Available as a set with protection cap
UL listed, File No.: E202784
PRODUCT DRAWING
Recommended Panel Cut-out Protection cap plastic
/—Ba'mnelchanne!(E
/

@315

g
g
/ Protrusion x 3
$28.00: 005 _
Bayonet Channel x 3 \ over Gasket
Shielded or Unshielded
Cat. e RJ45 Inline Coupler
@30
Bayponet
Channel x 3 Bayonet
Charnel x 3
ORDER DATA
Type Material Surface RJ45 Cat.5e design Protection cap Part Number
Receptacle Plastic black Inline coupling shielded 17-110004
Receptacle Plastic black Inline coupling unshielded 17-110014
Receptacle Plastic black Inline coupling shielded with protection cap  17-110024
Receptacle Plastic black Inline coupling unshielded with protection cap  17-110034

CONEC® 11]5



RJ45-1P67 INDUSTRIAL ETHERNET CONNECTOR SYSTEM
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RJ45-1P67 PANEL MOUNTED RECEPTACLE

Screw connection Cat. 5e — Bayonet locking — Plastic or zinc die-cast

&

PRODUCT DRAWING

Recommended Panel Cut-out

for plastic version

UL listed, File No.: E202784

For front- or rear panel mounting up to wall thickness of 3.2 mm

- Black plastic or metallized plastic

RJ45 Cat. 5e with 4x2 screw terminations shielded

Available as a set with protection cap
Plastic housing: blue, green, yellow, red and white on request

DESCRIPTION
|
m  Design:
- Zinc die-cast nickel plated
|
m Cable cross-section AWG 16-28
|
|

g
&
8
$28.002 005

for metal version

Single-D Panel Cut-out

Double-D Panel Cut-out

ORDER DATA

#28.00=00

45 97 RFF

Protection cap plastic

Sealed with Sealing Compound,
ovides IP67 even when uncovened

(For potted version only)

Label according to
[ ELATIA T5688

ey Protrusion »

\—Co‘\rcr Gasket

@30

Protection cap metal

@31.5

Cover Gasket
ey Protrusion x 3

Type

Receptacle
Receptacle
Receptacle
Receptacle
Receptacle
Receptacle
Receptacle
Receptacle
Receptacle
Receptacle
Receptacle
Receptacle

CONC®

Material

Plastic
Plastic
Plastic
Plastic
Plastic
Plastic
Plastic
Plastic
Zinc die-cast
Zinc die-cast
Zinc die-cast
Zinc die-cast

Surface

black

black

black

black
metallized
metallized
metallized
metallized
nickel plated
nickel plated
nickel plated
nickel plated

RJ45 Cat.5e design

Terminal block shielded
Terminal block shielded
Terminal block shielded
Terminal block shielded
Terminal block shielded
Terminal block shielded
Terminal block shielded
Terminal block shielded
Terminal block shielded
Terminal block shielded
Terminal block shielded
Terminal block shielded

Sealing

Sealing compound
Sealing compound
Sealing compound
Sealing compound
Sealing compound

Sealing compound

Protection cap

with protection cap
with protection cap

with protection cap
with protection cap

with protection cap
with protection cap

Part Number

17-110054
17-110114

17-110594
17-110654
17-110174

17-110184
17-110714
17-110724
17-110194
17-110204
17-110734
17-110744



RJ45-1P67 INDUSTRIAL ETHERNET CONNECTOR SYSTEM

RJ45-1P67 PANEL MOUNTED RECEPTACLE
Screw connection Cat. 5e — Square flange — Bayonet locking — Zinc die-cast

UL listed, File No.: E202784

PRODUCT DRAWING

DESCRIPTION
m  For front- or rear panel mounting up to wall thickness of 3.2 mm
m  Design:
- Zinc die-cast nickel plated
B RJ45 Cat. 5e with 4x2 screw terminations shielded
m  Cable cross-section AWG 16-28
m  Available as a set with protection cap
B Accessories:
Gasket and mounting hardware can be ordered separately
m  Mounting hardware includes

4x (screw M3 + nut + flat washer + spring washer)

Recommended Panel Cut-out

Double-D Panel Cut-out

o

$3.25°3i8 (x4) &

ﬁio m
l 12,50

O- =
et 1349+ |

[ —

507

Round Panel Cut-out

$3.251038 (x4)

134950057

pal
b 26.9700m—

$28.004 005

Protection cap metal

@31.5

Sealed with Sealing Compound,

provides P67 even when uncoverec P .
7 tFex potted version only) Key Protrusion x 3
$3.25 (x 4)
#3.3

ORDER DATA
Type Material Surface RJ45 Cat.5e design Sealing Protection cap  Part Number
Receptacle Cat 5e without accessories ~ Zinc die-cast nickel plated Terminal block shielded 17-111074
Receptacle Cat 5e without accessories _Zinc die-cast nickel plated Terminal block shielded Sealing compound 17-111084
Receptacle Cat 5e with accessories Zinc die-cast nickel plated Terminal block shielded 17-111134
Receptacle Cat 5e with accessories  Zinc die-cast nickel plated Terminal block shielded Sealing compound 17-111144
Receptacle Cat 5e with accessories Zinc die-cast nickel plated Terminal block shielded with protection cap 17-111194
Receptacle Cat 5e with accessories  Zinc die-cast nickel plated Terminal block shielded Sealing compound with protection cap _17-111204
Panel gasket Silicone 17-103540
Mounting hardware Stainless steel 17-103530
CONEC® 117



RJ45-1P67 INDUSTRIAL ETHERNET CONNECTOR SYSTEM
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RJ45-1P67 PANEL MOUNTED RECEPTACLE
Solder termination (PCB) Cat. 5e — Bayonet locking — Plastic or zinc die-cast

DESCRIPTION
m  For front- or rear panel mounting up to wall thickness of 3.2 mm
m  Design:

- Black plastic or metallized plastic
- Zinc die-cast nickel plated
B RJ45 Cat. 5e solder termination shielded with or without grounding

m  Available as a set with protection cap
connection s m  Plastic housing: blue, green, yellow, red and white on request
UL listed, File No.: E202784
PRODUCT DRAWING
Recommended Panel Cut-out PCB PCB Protection cap plastic  Protection cap metal
for plastic version without grounding with grounding

WIS

Cover Gasket
ey Protrusion x 3

Grounding Connection —,
g
H I
@
I :
$28.00005

Bawanet Channed x

£y Protrusion »

. Bayonet Channel x
for metal version Sealed with Sealng Camy [\ —Cover Gastet
provides IP67 even when
\ (For potted version only)

Single-D Panel Cut-out

30
Double-D Panel Cut-out
@28.00+00¢
ORDER DATA
Type Material Surface RJ45 Cat.5e design Sealing Protection cap  Part Number Part Number
PCB with grounding  PCB without grounding
Receptacle Plastic black Solder termination shielded 17-110264 17-10017
Receptacle Plastic black Solder termination shielded Sealing compound 17-110324 17-10035
Receptacle Plastic black Solder termination shielded with protection cap 17-110754 17-10023
Receptacle Plastic black Solder termination shielded Sealing compound with protection cap 17-110814 17-10039
Receptacle Plastic metallized  Solder termination shielded 17-110384 17-10018
Receptacle Plastic metallized  Solder termination shielded Sealing compound 17-110394 17-10036
Receptacle Plastic metallized  Solder termination shielded with protection cap 17-110874 17-10024
Receptacle Plastic metallized  Solder termination shielded Sealing compound with protection cap 17-110884 17-10040
Receptacle Zinc die-cast  nickel plated Solder termination shielded 17-110404 17-101784
Receptacle Zinc die-cast  nickel plated Solder termination shielded Sealing compound 17-110414 17-102184
Receptacle Zinc die-cast  nickel plated Solder termination shielded with protection cap 17-110894 17-101844
Receptacle Zinc die-cast  nickel plated Solder termination shielded Sealing compound with protection cap 17-110904 17-102204
CONEC®



RJ45-1P67 INDUSTRIAL ETHERNET CONNECTOR SYSTEM

RJ45-1P67 PANEL MOUNTED RECEPTACLE
Solder termination (PCB) Cat. 5e — Bayonet locking — Plastic or zinc die-cast

DESCRIPTION
m  For front- or rear panel mounting up to wall thickness of 3.2 mm
m  Design:

- Black plastic or metallized

- zinc die-cast nickel plated

RJ45 Cat. 5e solder termination with grounding connection shielded
Strain relief version includes a cable tie

Available as a set with protection cap

Plastic housing: blue, green, yellow, red and white on request

Grounding
connection

UL listed, File No.: E202784

PRODUCT DRAWING

Recommended Panel Cut-out
for plastic version

g
&
8
$28.002 005

Protrusion x 3
\—Cover Gasket
for metal version
Bavonet Channe x

Single-D Panel Cut-out Sealed with Sealing Compound,

provides IP67 even when uncoverec

{For potted version only)

230

Double-D Panel Cut-out

/!

PCB with grounding connection
and strain relief area

Grounding
Cannection

5175

Protection cap plastic

Protection cap metal

@28.00+00¢
ORDER DATA
Type Material Surface RJ45 Cat. 5e design Sealing Protection cap Part Number
Receptacle Plastic black Solder termination shielded 17-110424
Receptacle Plastic black Solder termination shielded Sealing compound 17-110484
Receptacle Plastic black Solder termination shielded with protection cap 17-110914
Receptacle Plastic black Solder termination shielded  Sealing compound with protection cap 17-110974
Receptacle Plastic metallized Solder termination shielded 17-110544
Receptacle Plastic metallized Solder termination shielded  Sealing compound 17-110554
Receptacle Plastic metallized Solder termination shielded with protection cap 17-111034
Receptacle Plastic metallized Solder termination shielded  Sealing compound with protection cap 17-111044
Receptacle Zinc die-cast nickel plated Solder termination shielded 17-110564
Receptacle Zinc die-cast nickel plated Solder termination shielded Sealing compound 17-110574
Receptacle Zinc die-cast nickel plated Solder termination shielded with protection cap 17-111054
Receptacle Zinc die-cast nickel plated Solder termination shielded Sealing compound with protection cap 17-111064

CONEC®
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RJ45-1P67 INDUSTRIAL ETHERNET CONNECTOR SYSTEM

RJ45-1P67 PANEL MOUNTED RECEPTACLE
Solder termination (PCB) Cat. 5e — Square flange — Bayonet locking — Zinc die-cast

Grounding connection

UL listed, File No.: E202784

PRODUCT DRAWING

DESCRIPTION

For front- or rear panel mounting up to wall thickness of 3.2 mm
Design:

- Zinc die-cast nickel plated

RJ45 Cat. 5e solder termination with grounding connection shielded
Strain relief version includes a cable tie

Available as a set with protection cap

Accessories:

Gasket and mounting hardware can be ordered separately
Mounting hardware includes

4x (screw M3 + nut + flat washer + spring washer)

Recommended Panel Cut-out
and strain relief area

Double-D Panel Cut-out

Grounding
/ Connection

5175

PCB with grounding connection

PCB with grounding connection

Protection cap metal

Grounding tmrect.ion\ @31.5

Key Protrusion x 3
Bavonet Channel x 3 —/ Bayonet Channel x 3 /
Sealed with Sealing Compound,
provides IPE7 even when uncoveres
M (For potted versicn only)
Round Panel Cut-out
g $3.25018 (x4)
©3.3

$28.004035 ?Wi-@i"j

ORDER DATA - - - =
Type Material Surface RJ45 Cat.5e Sealing Grounding connection Protection cap  Part Number

design

Receptacle without accessories Zinc die-cast  nickel plated Solder termination Grounding connection 17-111094
Receptacle without accessories Zinc die-cast  nickel plated Solder termination Sealing compound  Grounding connection 17-111104
Receptacle with accessories Zinc die-cast  nickel plated Solder termination Grounding connection 17-111154
Receptacle with accessories Zinc die-cast  nickel plated Solder termination Sealing compound  Grounding connection 17-111164
Receptacle with accessories Zinc die-cast  nickel plated Solder termination Grounding connection with protection cap 17-111214
Receptacle with accessories Zinc die-cast  nickel plated Solder termination Sealing compound  Grounding connection with protection cap 17-111224
Receptacle without accessories Zinc die-cast  nickel plated Solder termination Grounding/Strain relief 17-111114
Receptacle without accessories Zinc die-cast  nickel plated Solder termination Sealing compound  Grounding/Strain relief 17-111124
Receptacle with accessories Zinc die-cast  nickel plated Solder termination Grounding/Strain relief 17-111174
Receptacle with accessories Zinc die-cast  nickel plated Solder termination Sealing compound _Grounding/Strain relief 17-111184
Receptacle with accessories Zinc die-cast  nickel plated Solder termination Grounding/Strain relief with protection cap 17-111234
Receptacle with accessories Zinc die-cast  nickel plated Solder termination Sealing compound Grounding/Strain relief with protection cap 17-111244
Panel gasket Silicone 17-103540
Mounting hardware Stainless steel 17-103530

CONC®
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RJ45-1P67 INDUSTRIAL ETHERNET CONNECTOR SYSTEM

RJ45-1P67 PANEL MOUNTED RECEPTACLE
IDC Cat. 5e — Bayonet locking — Plastic or zinc die-cast

DESCRIPTION
m  For front- or rear panel mounting up to wall thickness of 3.2 mm
m  Design:

- Black plastic or metallized
- Zinc die-cast nickel plated
m RJ45 Cat. 5e IDC shielded

UL listed, File No.: 202784

PRODUCT DRAWING

Available as a set with protection cap
m  Plastic housing: blue, green, yellow, red and white on request

Recommended Panel Cut-out

for plastic version

Protection cap plastic

Protection cap metal

El
E Cover Gasket
2y Protrusion x 3
Protrusion x 3
2800105 \—Cuvcr Gasket
for metal version
Single-D Panel Cut-out
3
g
@30
$27.80x005
Double-D Panel Cut-out
©28.00=00
ORDER DATA
Type Material Surface RJ45 Cat.5e design, shielded Sealing Protection cap Part Number
Receptacle Plastic black Socket connector IDC termination 17-10015
Receptacle Plastic black Socket connector IDC termination  Sealing compound 17-10033
Receptacle Plastic black Socket connector IDC termination with protection cap 17-10021
Receptacle Plastic black Socket connector IDC termination  Sealing compound with protection cap 17-10037
Receptacle Plastic metallized Socket connector IDC termination 17-10016
Receptacle Plastic metallized Socket connector IDC termination  Sealing compound 17-10034
Receptacle Plastic metallized Socket connector IDC termination with protection cap 17-10022
Receptacle Plastic metallized Socket connector IDC termination  Sealing compound with protection cap 17-10038
Receptacle Zinc die-cast nickel plated Socket connector IDC termination 17-101774
Receptacle Zinc die-cast nickel plated Socket connector IDC termination _Sealing compound 17-102174
Receptacle Zinc die-cast nickel plated Socket connector IDC termination with protection cap 17-101834
Receptacle Zinc die-cast nickel plated Socket connector IDC termination  Sealing compound with protection cap 17-102194

CONEC® 11N




RJ45-1P67 INDUSTRIAL ETHERNET CONNECTOR SYSTEM

RJ45-1P67 PANEL MOUNTED RECEPTACLE
Inline coupling Cat. 5e and 6A — M28 thread — Metal

PRODUCT DRAWING

UL listed, File No.: E202784

DESCRIPTION
m  For front- or rear panel mounting up to wall thickness of 3.2 mm
m  Design:
- Metal design, M28 thread
m  RJ45 Cat. 5e Inline coupling unshielded or shielded
RJ45 Cat. 6A Inline coupling shielded
m  Metal protection cap, M28 thread
m  Available as a set with protection cap

Recommended panel cut-out

ORDER DATA

Type

Receptacle Cat.
Receptacle Cat.
Receptacle Cat.
Receptacle Cat.
Receptacle Cat.
Receptacle Cat.
Receptacle Cat.
Receptacle Cat.
Receptacle Cat.

11]12 CONEC®

Coupling Cat. 5e

.QSZGOO!OJ‘ %

Coupling Cat. 6A

A5.25

Protection cap Metal Protection cap Metal
Knurled Hex 32

Protective Cover
M28 Thread Screw Type t=— 25.5 REF.
Metal Version

\— Screw
15 —=
Protective Cover
M28 Thread Screw Type
HEX 32 Metal Version
p- Ball Chain
A Ball Chain

5e
Se
Se
5e
Se
Se

6A
6A

Material

Metal
Metal
Metal
Metal
Metal
Metal
Metal
Metal
Metal

Surface

nickel plated
nickel plated
nickel plated
nickel plated
nickel plated
nickel plated
nickel plated
nickel plated
nickel plated

Design Protection cap Part Number
Inline coupling shielded 17-100934
Inline coupling unshielded 17-101494
Inline coupling shielded with knurled protection cap  17-101604
Inline coupling unshielded with knurled protection cap 17-101614
Inline coupling shielded with hex protection cap 17-101884
Inline coupling unshielded with hex protection cap 17-101894
Inline coupling shielded 17-150144
Inline coupling shielded with knurled protection cap  17-150154
Inline coupling shielded with hex protection cap 17-150164



RJ45-1P67 INDUSTRIAL ETHERNET CONNECTOR SYSTEM

RJ45-IP67 PANEL MOUNTED RECEPTACLE
Solder termination (PCB) Cat. 5e — M28 thread — Metal

DESCRIPTION
m  For front- or rear panel mounting up to wall thickness of 3.2 mm
m  Design:

&

{ 'ii___,
\\' A\

UL listed, File No.: E202784

- Metal design, M28 thread
B RJ45 Cat. 5e Solder termination shielded
m  Available as a set with protection cap

PRODUCT DRAWING

Protection cap Metal
Knurled

Recommended panel-cutout

Protective Cover
M28 Thread Saew Type
Metal Version

775 ————d

g
b
=3
w
&

$28.00+ 055

.
& LBall Chain
Sealed with Sealing Compound,
provides P67 even when uncovered
{For potted version only) — @34
[ B .
-
1
ORDER DATA
Type Material Surface RJ45 Cat.5e design Sealing Protection cap Part Number
Receptacle Metal nickel plated Inline coupling shielded 17-101594
Receptacle Metal nickel plated  Inline coupling shielded Sealing compound 17-101634
Receptacle Metal nickel plated Inline coupling shielded with knurled protection cap 17-101654
Installation housing Metal nickel plated  Inline coupling shielded Sealing compound with knurled protection cap 17-101674

CONEC® 1113



RJ45-1P67 INDUSTRIAL ETHERNET CONNECTOR SYSTEM

RJ45-1P67 PLuc kit
Standard version Cat. 5e and Cat. 6A — Bayonet locking — Plastic and Metal

DESCRIPTION

m  RJ45 Cat. 5e and Cat. 6A plug connector shielded
m  for use with solid or stranded, shielded or unshielded
cable size AWG24
m  Designs:
- Black plastic
- Metallized plastic
- Zinc die-cast nickel plated

UL listed, File No.: E202784

PRODUCT DRAWING

Standard version Cat. 5e

Load Ba
Cable Fitting
Shiekded {Plastic or Metal]
Cat. 5
Plug Housing
RI45 Plug (Plastic, Metalized Plastic

or Zinc Die-Cast
Bayonet Locking Style)

Coupiing Ring

Style,
{Mastic, Metallized Plastic
or Zine Die-Cast
Bavonet Locking Style)

Standard version Cat. 6A

Wire Fixer-
Load B Cable Fitting #3150

h\ Metal Versior

Sgild; Piug Housing
. Bayanet Locking Style,
RJ45 Plug (Piastic, Metallized Plastic
or Zinc Die-Cast)
A Coupling Ring
Bayonet Locking

(Plastic, Metallized Plastic
o Zing Die-Cast)
Interfacial Saak

Key Protrusion x 3

ORDER DATA
Type Material Material Material Surface Part Number
Coupling Ring Housing Cable fitting

Plug kit Cat. 5e Plastic Plastic Plastic black 17-10001
Plug kit Cat. 5e Plastic Plastic Metall metallized/nickel plated 17-10013
Plug kit Cat. 5e Zinc die-cast Plastic Metall metallized/nickel plated 17-10044
Plug kit Cat. 5e Zinc die-cast Zinc die-cast Metall nickel plated 17-101794
Plug kit Cat. 6A Plastic Plastic Metall black/nickel plated 17-150234
Plug kit Cat. 6A Plastic Plastic Metall metallized/nickel plated 17-150244
Plug kit Cat. 6A Zinc die-cast Zinc die-cast Metall nickel plated 17-150284

1114 CONEC®



RJ45-1P67 INDUSTRIAL ETHERNET CONNECTOR SYSTEM

RJ45-1P67 PLuG KiIT
Screw version Cat. 5e — M28 thread — Metal

DESCRIPTION
m  RJ45 Cat. 5e plug connector shielded
m for use with solid or stranded cable size AWG24
m  Designs:
- Metallized plastic,
- Metal
UL listed, File No.: E202784
PRODUCT DRAWING
Version Cat. 5e Version Cat. 5e
Knurled Hex 32
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ORDER DATA
Type Version Material Material Material Surface Part Number
Coupling Ring Housing Cable fitting
Plug kit Cat. 5e Knurled Metal Plastic Metal metallized/nickel plated 17-100944
Plug kit Cat. 5e Knurled Metal Zinc die-cast Metal nickel plated 17-103274
Plug kit Cat. 5e Hex 32 Metal Zinc die-cast Metal nickel plated 17-101864
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RJ45-1P67 INDUSTRIAL ETHERNET CONNECTOR SYSTEM

RJ45-1P67 PLUG KIT
Strain Relief version IP20 Cat. 5e and Cat. 6A — M28 thread — Plastic and Metal

DESCRIPTION

m  RJ45 Cat. 5e and Cat. 6A plug connector shielded

m  for use with solid or stranded cable size AWG24

m M28 Screw for use inside the enclosure (IP20 protection)
suitable for component housings with inline coupler

m  Designs:
- Black plastic
- Metallized plastic, Cable fitting metal

UL listed, File No.: E202784

PRODUCT DRAWING

Version Cat. 5e

Cable Fitting
(Plastic or Metal)

Plug Housing
(Plastic or Metallized)

Load Bar \ (N
Shielded
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(M28 Thread,

Plastic or Metallized)

[ ——— |— 17.90 REF.

Version Cat. 6A

HEX FLAT
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2320
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Plug Housing

(Pastic or Metalized) _|

28 Theead Coupling Ring
{Plastic or Metallized Plastic

59.50 REF,

ORDER DATA
Type Material Material Material Surface Part Number

Coupling Ring Housing Cable fitting

Plug kit Cat. 5e Plastic Plastic Plastic black 17-100464
Plug kit Cat. 5e Plastic Plastic Metal metallized/nickel plated  17-100474
Plug kit Cat. 6A Plastic Plastic Plastic black 17-150254
Plug kit Cat. 6A Plastic Plastic Metal metallized/nickel plated  17-150264
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RJ45-1P67 INDUSTRIAL ETHERNET CONNECTOR SYSTEM

RJ45-1P67 PLuG KIT
Strain Relief version [P20 Cat. 6A — M28 thread — Metal

DESCRIPTION
m  RJ45 Cat. 6A plug connector shielded
m  For use with solid or stranded cable size AWG24
m  M28 thread for installation in equipment (IP20-protection)
suitable forw component housings with inline coupler
m  Design:
- Metal

UL listed, File No.: E202784
PRODUCT DRAWING

Version Cat. 6A
Knurled

Version Cat. 6A
Hex 32

Cable Fitting

Metal Viersior
Load Ba Cable Fitting
Plug Housing Metal Versicr

Shiglded Zinc Die-Cast Load Bas

Cat. 64
RJ45 Flug
Zinc Die-Cast

M28 Coupling Ring Cat. 6A

M28 Thread Screw Type R345 Plug

Metal Version
HEX M28 Coupling Ring
M28 Thread Screw Type
Metal Version

e

59.3 REF

#3

Tnterfacial Seal
Interfacial Seal
ORDER DATA
Type Version Material Material Material Surface Part Number
Coupling Ring Housing Cable fitting
Plug kit Cat. 6A Knurled Metal Zinc die-cast Metal nickel plated 17-150274
Plug kit Cat. 6A Hex 32 Metal Zinc die-cast Metal nickel plated 17-150754
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RJ45-1P67 INDUSTRIAL ETHERNET CONNECTOR SYSTEM

RJ45 PATCH CORD
IP67 to IP67 — Cat. 5e and Cat. 6A — Bayonet locking — Plastic and Metal

DESCRIPTION

m  RJ45 Cat. 5e and Cat. 6A assembled patch cord
m  |P67 protection on both cable ends
m  Designs:

- Black plastic

- Metallized plastic

- Zinc die-cast
m  Cable: UTP unshielded (twisted pair)

STP, S/STP shielded (twisted pair),

m  Outdoor version with cable ,Drain wire" and ,Waterproof tape”
m  Other lengths on request

UL listed, File No.: E202784

PRODUCT DRAWING

Patch cord Cat. 5e
IP67 Protection IP67 Protection
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‘\ Cat. 5e RJ45 Plug (Industrial IP&7, Plastic, Cat. 5e RJ45 Plug (Industrial IP67, Plastic, /

— Metallized Plastic or Die Cast version with Metallized Plastic or Die Cast version with ——/
Bayonet Locking Type) Bayonet Locking Type)

Patch cord Cat. 6A

IP67 Protection IP67 Protection

—

\ Cat. 6A RJ45 Plug (Industrial IP&7, Plastic, Cat. 6A RJ45 Plug (Industrial IP67, Plastic, /
- Metallized Plastic or Die-Cast Version with Metallized Plastic or Die-Cast Version with —/
Bayonet Locking Type) Bayonet Locking Type)
ORDER DATA
Type Material Material Material Surface Cable Length  Part Number Part Number
Standard Coupling Ring  Housing Cable fitting L Standard Outdoor
Patch cord Cat. 5 Plastic Plastic Plastic black UTP, unshielded 2m 17-10003 17-101144
Patch cord Cat. 5e  Plastic Plastic Plastic black UTP, unshielded 4 m 17-10004 17-101154
Patch cord Cat. 5e  Plastic Plastic Plastic black UTP, unshielded 5m 17-10005 17-101164
Patch cord Cat. 5e  Plastic Plastic Metal metallized/nickel plated STP, shielded 2m 17-10025 17-101174
Patch cord Cat. 5e  Plastic Plastic Metal metallized/nickel plated ~ STP, shielded 4m 17-10026 17-101184
Patch cord Cat. 5e  Plastic Plastic Metal metallized/nickel plated STP, shielded 5m 17-10027 17-101194
Patch cord Cat. 5e  Zinc die-cast Plastic Metal metallized/nickel plated STP, shielded 2m 17-100514 17-101204
Patch cord Cat. 5e  Zinc die-cast Plastic Metal metallized/nickel plated ~ STP, shielded 4m 17-100524 17-101214
Patch cord Cat. 5e  Zinc die-cast Plastic Metal metallized/nickel plated STP, shielded 5m 17-100534 17-101224
Patch cord Cat. 5e  Zinc die-cast Zinc die-cast Metal nickel plated UTP, unshielded 2m 17-102134 17-102074
Patch cord Cat. 5e  Zinc die-cast Zinc die-cast  Metal nickel plated UTP, unshielded ~ 4 m 17-102144 17-102084
Patch cord Cat. 5e  Zinc die-cast Zinc die-cast Metal nickel plated UTP, unshielded 5m 17-102154 17-102094
Patch cord Cat. 5e  Zinc die-cast Zinc die-cast Metal nickel plated STP, shielded 2m 17-102104 17-102044
Patch cord Cat. 5e  Zinc die-cast Zinc die-cast Metal nickel plated STP, shielded 4m 17-102114 17-102054
Patch cord Cat. 5e  Zinc die-cast Zinc die-cast Metal nickel plated STP, shielded 5m 17-102124 17-102064
Patch cord Cat. 6A  Plastic Plastic Plastic black S/STP, shielded 2m 17-150304
Patch cord Cat. 6A  Plastic Plastic Plastic black S/STP, shielded 4m 17-150314
Patch cord Cat. 6A  Plastic Plastic Plastic black S/STP, shielded 5m 17-150324
Patch cord Cat. 6A Plastic Plastic Metal metallized/nickel plated S/STP, shielded 2m 17-150334
Patch cord Cat. 6A  Plastic Plastic Metal metallized/nickel plated S/STP, shielded 4m 17-150344
Patch cord Cat. 6A Plastic Plastic Metal metallized/nickel plated S/STP, shielded 5m 17-150354
Patch cord Cat. 6A  Zinc die-cast Plastic Metal metallized/nickel plated S/STP, shielded 2m 17-150364
Patch cord Cat. 6A  Zinc die-cast Plastic Metal metallized/nickel plated ~ S/STP, shielded 4m 17-150374
Patch cord Cat. 6A  Zinc die-cast Plastic Metal metallized/nickel plated S/STP, shielded 5m 17-150384
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RJ45-1P67 INDUSTRIAL ETHERNET CONNECTOR SYSTEM

RJ45 PATCH CORD
IP67to IP20 — Cat. 5e and Cat. 6A — Bayonet locking — Plastic and Metal

DESCRIPTION
m  RJ45 Cat. 5e and Cat. 6A assembled patch cord
m 1 x Industrial RJ45-1IP67 - 1 x Standard RJ45-1P20
m  Designs:

- Black plastic

- Metallized plastic

- Zinc die-cast
m  Cable: UTP unshielded (twisted pair)

STP, S/STP shielded (twisted pair),

m  Outdoor version with cable ,Drain wire" and ,Waterproof tape”
m  Other lengths on request

UL listed, File No.: E202784
PRODUCT DRAWING
Patch cord Cat. 5e

IP67 Protection IP20 Protection
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f
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Metallized Plastic or Die-Cast Version with
Bayonet Locking Type)
ORDER DATA
Type Material Material Material Surface Cable Length  Part Number Part Number
Standard Coupling Ring  Housing Cable fitting L Standard Outdoor
Patch cord Cat. 5e  Plastic Plastic Plastic black UTP, unshielded 2m 17-10006 17-101234
Patch cord Cat. 5e  Plastic Plastic Plastic black UTP, unshielded 4 m 17-10007 17-101244
Patch cord Cat. 5e  Plastic Plastic Plastic black UTP, unshielded 5m 17-10008 17-101254
Patch cord Cat. 5e  Plastic Plastic Metal metallized/nickel plated STP, shielded 2m 17-10028 17-101264
Patch cord Cat. 5e  Plastic Plastic Metal metallized/nickel plated  STP, shielded 4m 17-10029 17-101274
Patch cord Cat. 5e  Plastic Plastic Metal metallized/nickel plated STP, shielded 5m 17-10030 17-101284
Patch cord Cat. 5e  Zinc die-cast Plastic Metal metallized/nickel plated STP, shielded 2m 17-101264 17-101294
Patch cord Cat. 5e  Zinc die-cast Plastic Metal metallized/nickel plated  STP, shielded 4m 17-101274 17-101304
Patch cord Cat. 5e  Zinc die-cast Plastic Metal metallized/nickel plated STP, shielded 5m 17-101284 17-101314
Patch cord Cat. 5e  Zinc die-cast Zinc die-cast Metal nickel plated UTP, unshielded 2m 17-102014 17-101984
Patch cord Cat. 5e  Zinc die-cast Zinc die-cast  Metal nickel plated UTP, unshielded ~ 4 m 17-102024 17-101964
Patch cord Cat. 5e  Zinc die-cast Zinc die-cast Metal nickel plated UTP, unshielded 5m 17-102034 17-101974
Patch cord Cat. 5e  Zinc die-cast Zinc die-cast Metal nickel plated STP, shielded 2m 17-101984 17-101924
Patch cord Cat. 5e  Zinc die-cast Zinc die-cast Metal nickel plated STP, shielded 4m 17-101994 17-101934
Patch cord Cat. 5e  Zinc die-cast Zinc die-cast  Metal nickel plated STP, shielded 5m 17-102004 17-101944
Patch cord Cat. 6A  Plastic Plastic Plastic black S/STP, shielded 2m 17-150424
Patch cord Cat. 6A  Plastic Plastic Plastic black S/STP, shielded 4m 17-150434
Patch cord Cat. 6A  Plastic Plastic Plastic black S/STP, shielded 5m 17-150444
Patch cord Cat. 6A Plastic Plastic Metal metallized/nickel plated S/STP, shielded 2m 17-150454
Patch cord Cat. 6A  Plastic Plastic Metal metallized/nickel plated S/STP, shielded 4m 17-150464
Patch cord Cat. 6A Plastic Plastic Metal metallized/nickel plated S/STP, shielded 5m 17-150474
Patch cord Cat. 6A  Zinc die-cast Plastic Metal metallized/nickel plated S/STP, shielded 2m 17-150484
Patch cord Cat. 6A  Zinc die-cast Plastic Metal metallized/nickel plated S/STP, shielded 4m 17-150494
Patch cord Cat. 6A  Zinc die-cast Plastic Metal metallized/nickel plated S/STP, shielded 5m 17-150504
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RJ45-1P67 INDUSTRIAL ETHERNET CONNECTOR SYSTEM

11]20

RJ45 PATCH CORD
IP67 to IP67 — Cat. 5e and Cat. 6A — M28 thread — Metal

PRODUCT DRAWING

UL listed, File No.: E202784

DESCRIPTION
m  RJ45 Cat. 5e and Cat. 6A assembled patch cord
m 2 x Metall Industrial RJ45-IP67
m  Designs:
- Metallized plastic
- Metal
m  Cable: UTP unshielded (twisted pair)

STP, S/STP shielded (twisted pair),

m  Outdoor version with ,Drain wire" and ,Waterproof tape'
m  Other lengths on request
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ORDER DATA
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Knurled

Patch cord Cat. 5e
Patch cord Cat. 5e
Patch cord Cat. 5e
Patch cord Cat. 5e
Patch cord Cat. 5e
Patch cord Cat. 5e
Patch cord Cat. 6A
Patch cord Cat. 6A
Patch cord Cat. 6A

Hex 32

Patch cord Cat. 6A
Patch cord Cat. 6A
Patch cord Cat. 6A

CONC®

Material
Coupling Ring

Metal
Metal
Metal
Metal
Metal
Metal
Metal
Metal
Metal

Metal
Metal
Metal

Material
Housing

Plastic
Plastic
Plastic
Plastic
Plastic
Plastic
Plastic
Plastic
Plastic

Plastic
Plastic
Plastic

Material
Cable fitting

Metal
Metal
Metal
Metal
Metal
Metal
Metal
Metal
Metal

Metal
Metal
Metal

Surface

metallized/nickel plated
metallized/nickel plated
metallized/nickel plated
metallized/nickel plated
metallized/nickel plated
metallized/nickel plated
metallized/nickel plated
metallized/nickel plated
metallized/nickel plated

metallized/nickel plated
metallized/nickel plated
metallized/nickel plated

Cable

UTP, unshielded
UTP, unshielded
UTP, unshielded
STP, shielded
STP, shielded
STP, shielded
S/STP, shielded
S/STP, shielded
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S/STP, shielded
S/STP, shielded
S/STP, shielded

Length (L) Part Number

2m
4m
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2m
4m
5m
2m
4m
5m

2m
4 m
5m

Standard

17-100994
17-101004
17-101014

17-150724
17-150734
17-150744

17-150794
17-150804
17-150814

Part Number
Outdoor

17-101084
17-101094
17-101104
17-101114
17-101124
17-101134



RJ45-1P67 INDUSTRIAL ETHERNET CONNECTOR SYSTEM

RJ45 PATCH CORD
IP67 to IP20 — Cat. 5e and Cat. 6A — Bayonet locking — Plastic and Metal

DESCRIPTION
m  RJ45 Cat. 5e and Cat. 6A assembled patch cord
m 1 x Industrial RJ45-1IP67 - 1 x Standard RJ45-1P20
m  Designs:

- Metallized plastic

- Metal
m  Cable: UTP unshielded (twisted pair)

STP, S/STP shielded (twisted pair),

m  Outdoor version with cable ,Drain wire" and ,Waterproof tape”
m  Other lengths on request

UL listed, File No.: E202784
PRODUCT DRAWING
Patch cord Cat. 5e and Cat. 6A

Knurled
IP67 Protection IP20 Protection
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ORDER DATA
Typ Material Material Material Surface Cable Length  Part Number Part Number
Knurled Coupling Ring  Housing Cable fitting L Standard Outdoor
Patch cord Cat. 5e  Metal Plastic Metal metallized/nickel plated UTP, unshielded 2m 17-101024
Patch cord Cat. 5 Metal Plastic Metal metallized/nickel plated UTP, unshielded 4m 17-101034
Patch cord Cat. 5e  Metal Plastic Metal metallized/nickel plated UTP, unshielded 5m 17-101044
Patch cord Cat. 5e  Metal Plastic Metal metallized/nickel plated STP, shielded 2m 17-100964 17-101054
Patch cord Cat. 5 Metal Plastic Metal metallized/nickel plated  STP, shielded 4m 17-100974 17-101064
Patch cord Cat. 5e Metal Plastic Metal metallized/nickel plated  STP, shielded 5m 17-100984 17-101074
Patch cord Cat. 6A Metal Plastic Metal metallized/nickel plated S/STP, shielded 2m 17-150764
Patch cord Cat. 6A  Metal Plastic Metal metallized/nickel plated S/STP, shielded 4m 17-150774
Patch cord Cat. 6A Metal Plastic Metal metallized/nickel plated S/STP, shielded 5m 17-150784
Hex 32
Patch cord Cat. 6A  Metal Plastic Metal metallized/nickel plated S/STP, shielded 2m 17-150824
Patch cord Cat. 6A Metal Plastic Metal metallized/nickel plated S/STP, shielded 4m 17-150834
Patch cord Cat. 6A  Metal Plastic Metal metallized/nickel plated S/STP, shielded 5m 17-150844
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RJ45-1P67 INDUSTRIAL ETHERNET CONNECTOR SYSTEM
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RJ45 PATCH CORD
Strain relief version 1P20 to IP20 or IP20 to IP67 — Cat. 6A -
Bayonet locking/M28 thread — Plastic

DESCRIPTION

m  RJ45 Cat. 6A assembled patch cord
® 2 x Industrial RJ45
1 x Industrial RJ45-IP67 — 1 x Standard RJ45-1P20
| Strain relief version:
- Black plastic and metallized
m P20 Protection on both cable ends
IP20 Protection to IP67 Protection
B Cable: S/STP shielded (twisted pair)
m  Other lengths on request

UL listed, File No.: E202784

PRODUCT DRAWING
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or Metallized Plastic or Metallized Plastic
with M28 Threads) with Bayonet Locking Type)
ORDER DATA
Type Degree of Material Material Material Surface Cable Length (L) Part Number
Standard protection Coupling Ring Housing Cable fitting
Patch cord Cat. 6A 1P20/ IP20 Plastic Plastic Plastic black S/STP, shielded 2m 17-150604
Patch cord Cat. 6A 1P20/ 1P20 Plastic Plastic Plastic black S/STP, shielded 4m 17-150614
Patch cord Cat. 6A 1P20/ 1P20 Plastic Plastic Plastic black S/STP, shielded 5m 17-150624
Patch cord Cat. 6A P20/ IP20 Plastic Plastic Plastic metallized S/STP, shielded 2m 17-150634
Patch cord Cat. 6A 1P20/ 1P20 Plastic Plastic Plastic metallized S/STP, shielded 4m 17-150644
Patch cord Cat. 6A 1P20/ 1P20 Plastic Plastic Plastic metallized S/STP, shielded 5m 17-150654
Patch cord Cat. 6A P20/ IP67 Plastic Plastic Plastic black S/STP, shielded 2m 17-150544
Patch cord Cat. 6A P20/ IP67 Plastic Plastic Plastic black S/STP, shielded 4m 17-150554
Patch cord Cat. 6A 1P20/ 1P67 Plastic Plastic Plastic black S/STP, shielded 5m 17-150564
Patch cord Cat. 6A P20/ IP67 Plastic Plastic Plastic metallized S/STP, shielded 2m 17-150574
Patch cord Cat. 6A P20/ IP67 Plastic Plastic Plastic metallized S/STP, shielded 4m 17-150584
Patch cord Cat. 6A 1P20/ 1P67 Plastic Plastic Plastic metallized S/STP, shielded 5m 17-150594
CONEC®



RJ45-1P67 INDUSTRIAL ETHERNET CONNECTOR SYSTEM

RJ45 PATCH CORD
Strain relief version IP20 to IP67 — M28 thread / Bayonett locking — Cat. 5e

DESCRIPTION
m  RJ45 Cat. 5e assembled patch cord

1 x Industrial RJ45-IP67 = 1 x Standard RJ45-IP20
m  Strain relief version:

Design: Black plastic and metallized
m  Cable: UTP unshielded (twisted pair)

STP shielded (twisted pair),

m  Outdoor version with ,Drain wire" and ,Waterproof tape”
m  Other lengths on request

UL listed, File No.: E202784
PRODUCT DRAWING
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P20 Protection IP20 Protection
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with M28 Threads) with Bayonet Locking Type)
ORDER DATA
Type Degree of Material Cable Length (L) Part Number
Standard protection
Patch cord 1P20/ IP67 Black plastic UTP/Unshielded ~ 2m 17-101374
Patch cord IP20/ IP67 Black plastic UTP/Unshielded ~ 4 m 17-101384
Patch cord IP20/ IP67 Black plastic UTP/Unshielded ~ 5m 17-101394
Patch cord 1P20/ 1P67 Metallized plastic STP/ Shielded 2m 17-101434
Patch cord 1P20/ 1P67 Metallized plastic STP/Shielded 4m 17-101444
Patch cord 1P20/ 1P67 Metallized plastic STP/Shielded 5m 17-101454
Type Degree of Material Cable Length (L) Part Number
Outdoor protection
Patch cord 1P20/ 1P67 Black plastic UTP/Unshielded 2m 17-101404
Patch cord 1P20/ 1P67 Black plastic UTP/Unshielded 4m 17-101414
Patch cord 1P20/ 1P67 Black plastic UTP/Unshielded 5m 17-101424
Patch cord 1P20/ 1P67 Metallized plastic STP/Shielded 2m 17-101464
Patch cord 1P20/ 1P67 Metallized plastic STP/ Shielded 4m 17-101474
Patch cord P20/ 1P67 Metallized plastic STP/Shielded 5m 17-101484
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RJ45-1P67 INDUSTRIAL ETHERNET CONNECTOR SYSTEM

RJ45 PATCH CORD
Strain relief version 1P20 to IP20 — Cat. 5e to Cat. 6A — M28 thread — Plastic

DESCRIPTION

m  RJ45 Cat. 5e to Cat. 6A assembled patch cord
m  |P20 Protection on both cable ends

| Strain relief version:

o m - Black plastic

- - Metallized plastic

m  Cable: UTP unshielded (twisted pair)

STP, S/STP shielded (twisted pair),
m  Other lengths on request

UL listed, File No.: E202784

PRODUCT DRAWING
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ORDER DATA

Type Degree of Material Material Material Surface Cable Length (L) Part Number
Standard protection Coupling Ring Housing Cable fitting

Patch cord Cat. 5e 1P20/ 1P20 Plastic Plastic Plastic black UTP/Unshielded 2 m 17-100574
Patch cord Cat. 5e 1P20/ 1P20 Plastic Plastic Plastic black UTP/Unshielded 4 m 17-100584
Patch cord Cat. 5e 1P20/ 1P20 Plastic Plastic Plastic black UTP/Unshielded 5 m 17-100594
Patch cord Cat. 5e 1P20/ 1P20 Plastic Plastic Plastic metallized STP/ Shielded 2m 17-100604
Patch cord Cat. 5e 1P20/ 1P20 Plastic Plastic Plastic metallized STP/Shielded 4m 17-100614
Patch cord Cat. 5e 1P20/ 1P20 Plastic Plastic Plastic metallized STP/Shielded 5m 17-100624
Patch cord Cat. 6A 1P20/ 1P67 Plastic Plastic Plastic black S/STP/Shielded 2 m 17-150664
Patch cord Cat. 6A 1P20/ 1P67 Plastic Plastic Plastic black S/STP/Shielded 4 m 17-150674
Patch cord Cat. 6A 1P20/ 1P67 Plastic Plastic Plastic black S/STP/Shielded 5 m 17-150684
Patch cord Cat. 6A 1P20/ 1P67 Plastic Plastic Plastic metallized S/STP/Shielded 2 m 17-150694
Patch cord Cat. 6A 1P20/ 1P67 Plastic Plastic Plastic metallized S/STP/Shielded 4 m 17-150704
Patch cord Cat. 6A 1P20/ 1P67 Plastic Plastic Plastic metallized S/STP/Shielded 5 m 17-150714
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RJ45-1P67 INDUSTRIAL ETHERNET CONNECTOR SYSTEM

RJ45 PATCH CORD
[P20 to IP20 — Cat. 5e or Cat. 6A

DESCRIPTION
m  RJ45 Cat. 5e or Cat. 6A assembled patch cord
m  |P20 Protection on both cable ends

m  Kabel: UTP unshielded (twisted pair)

.
] 2 & m STP, S/STP shielded (twisted pair),

m  Other lengths on request

UL listed, File No.: E202784

PRODUCT DRAWING
Patch cord Cat. 5e or 6A
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ORDER DATA

Type Degree of Cable Lenght Part Number  Part Number  Part Number  Part Number  Part Number  Part Number
Standard protection (L) black blue red green yellow white

Patch cord Cat. 5e  1P20/ 1P20 STP/Shielded 2m 17-101324

Patch cord Cat. 5e  1P20/ 1P20 STP/Shielded 4m 17-101334

Patch cord Cat. 5e  1P20/ 1P20 STP/Shielded 5m 17-101344

Patch cord Cat. 5e  1P20/ 1P20 UTP/Unshielded 2m 17-100654 17-100684 17-100714 17-100744 17-100774 17-100804
Patch cord Cat. 5 1P20/ 1P20 UTP/Unshielded 4m 17-100664 17-100694 17-100724 17-100754 17-100784 17-100814
Patch cord Cat. 5e  1P20/ 1P20 UTP/ Unshielded 5m 17-100674 17-100704 17-100734 17-100764 17-100794 17-100824

Patch cord Cat. 6A  1P20/ 1P20 S/STP/Shielded 2m 17-150874
Patch cord Cat. 6A  1P20/ 1P20 S/STP/Shielded 4m 17-150894
Patch cord Cat. 6A  [P20/ 1P20 S/STP/Shielded 5m 17-150904
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RJ45-1P67 INDUSTRIAL ETHERNET CONNECTOR SYSTEM

RJ45 and USB ACCESSORIES

Protection cap plastic — Protection cap metal

DESCRIPTION
m [P67 Protection unused interfaces
m  Protection cap:

- Black plastic

- Metallized plastic

- Metal
m  Termination: Bayonet locking or M28 thread
m  With tether or ballchain

UL listed, File No.: E202784

PRODUCT DRAWING

Plastic version Plastic / Zinc die-cast M28 thread metal
Bayonet locking Bayonet locking Knurled Hex 32
Tether Ball chain Ball chain Ball chain

Screw
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ORDER DATA
Type Material Surface Locking Fixing Part Number
Protection cap
Protection cap Plastic Black Bayonet Tether 17-10002
Protection cap Plastic Metallized Bayonet Tether 17-10014
Protection cap Zinc die-cast Nickel plated Bayonet Ball chain 17-101800
Protection cap Plastic Black Bayonet Ball chain 17-101710
Protection cap Plastic Metallized metallisiert Bayonet Ball chain 17-101720
Protection cap Metal Nickel plated M28 thread/Hex 32 Ball chain 17-101870
Protection cap Metal Nickel plated M28 thread/Knurled Ball chain 17-100950
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RJ45-1P67 INDUSTRIAL ETHERNET CONNECTOR SYSTEM

ACCESSORIES AND INSTALLATION TOOLS
For RJ45 products

DESCRIPTION
m  RJ45 plug connector Cat. 5e or 6A shielded
m  Grommets, Color: black, blue, green, yellow, red or white
m  RJ45 plug connector crimp tool
m Insertion tool for RJ45 IDC version
m  Cable tester
RoHS compliant
PRODUCT DRAWING
RJ45 Cat.5e or 6A Plug connector, shielded Grommets

Load Bar

RJ45 plug connector crimp tool Multi-Modular cable tester Insertion toll for RJ45 IDC version
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ORDER DATA

Accessories/Tools Part Number  Part Number Part Number Part Number Part Number ~ Part Number  Part Number

black blue green yellow red white

Grommet 795-601302 795-601303 795-601304 795-601305 795-601306 795-601307

RJ45 Cat. 5e Plug connector, shielded 391J00039X
RJ45 Cat. 6A Plug connector, shielded 391J00049X
Crimp tool for RJ45 plug connector 360X30029X
Insertion tool for RJ45 insulation

displacement terminatin version (IDC) 360X30049X
Cable tester 360X30039X
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