
Section 12

Mini USB and USB 2.0-IP67  
Connector System 

Mini  USB and USB 2.0 - IP67  Connector System 

CONEC has added the Mini-USB connector.  
This Mini-USB IP67 receptacle and plug family, feature 
a bayonet coupling for use in harsh environments.
The “quick – connect” bayonet locking mechanism  
provides an audible and noticeable feedback to ensure 
the user that an IP67 watertight connection is made. 
No further mounting tool is required to make this  
simple, fast and robust connection.
The product line includes a panel receptacle for PCB 
installation or termination to a flexible circuit. The 
overall dimensions are compact and require a 12 mm 
diameter panel cutout.
The pre – terminated patch cables with an overmolded 
IP67 Mini USB Type B plug and an overmolded USB 
Type A are available in 2, 3 and 5 m length.
The housings for the USB 2.0  Type A connectors have 
a bayonet latching mechanism according to the IEC 
61076-3-106 standard. The housing can be mounted 
on the front or rear side of enclosure panels with  
thickness up to 3,2 mm. USB 2.0 plug set with solder 
termination is available for cable side and there are 
also preassembled patch cords available in various  
IP protection grades and lengths. 

E L E C T R O N I C  C O N N E C T O R S
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Mini  USB and USB 2.0 - IP67  Connector System 

The housings are  available in plastic, metalized  
plastic and nickel plated zinc die-cast.
This robust design with IP67 rating ensures reliable 
protection and easy connection under harsh environ-
mental conditions. Protective covers are available to 
keep IP67 protection when not in use.

Custom solutions are available upon request,  
please contact the factory.

Typical applications:

CNC machines
Communications equipment
Outdoor wireless
Bluetooth adapters
Industrial process control
Diagnostic and test instruments
Outdoor displays
Factory automation
Outdoor telecommunications systems
Oil and gas industries
Mass transportation
Outdoor monotoring devices
Outdoor metering
Outdoor telecommunication systems
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Technical Data

Materials

Interface connector

Locking mechanism

IP Degree of protection

Temperature range

Current rating

Voltage

Contact resistance 

Insulation resistance 

Electric strength contact to contact

Electric strength contact to metal shell

USB Connector per USB 2.0 specification

Bayonet locking or screw termination M28 thread

IP67

Connector: -40°C to + 85°C   Patch cable: -40°C to +80°C

1.5 A max. at 25°C

100 VDC

30 mΩ max.

1000 MΩ 

500 VAC  60 sec.

1000 VAC  60 sec.

Housing

Fastening nut

Shell sealing

USB Socket metal shell

USB Socket and plug connector plastic shell

USB Socket and plug contacts

Connector housing

Metal socket coupling ring

Cable termination

Cable seal

Interface seal

USB plug connector metal shell

Protection cap

Seal

Protection cap

PBT, flame protection per UL 94-V0 or Zinc die-cast nickel plated

Brass nickel plated

Silicone 

Steel nickel plated

PBT, flame protection per UL 94-V0

Phosphor bronze, gold plated

PBT, flame protection per UL 94-V0

PBT, flame protection per UL 94-V0 or Zinc die-cast nickel plated

PA, flame protection per UL 94-V0 or brass nickel plated

NBR 

Silicone 

Copper alloy, nickel plated

PBT, flame protection per UL 94-V0 or brass/ zinc die-cast nickel plated

Silicone 

PE or brass/zinc die-cast nickel plated

Mechanical and electrical characteristics

Technical specifications are subject to change without notice.

Mini  USB and USB 2.0 - IP67  Connector System 
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UL listed, File No.: E202784

Mini  USB-IP67  Connector System 

Description

Order data

Product drawing

Recommended Panel Cutout
plastic

Type Material Termination Protection cap Part Number

Receptacle kit Black plastic Bayonet locking Without protection cap 17-250001
Receptacle kit Black plastic Bayonet locking With protection cap 17-250021
Protection cap Black plastic Bayonet locking 17-250010

For rear panel mounting up to wall thickness of 3.2 mm
Design: Black plastic
Bayonet locking, IP67 rated in mated condition
Available as set with protection cap

Mini USB 2.0 Type B IP67 Panel mounted receptacle
PC Tail termination, for rigid or flex circuit

Protection cap plastic
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UL listed, File No.: E202784

Mini  USB-IP67  Connector System 

Description

Order data

Product drawing

Mini USB 2.0 IP67 Patch cord
Mini USB 2.0 Type B - Standard USB 2.0 Type A connector

Design: Black plastic
Bayonet locking, IP67 rated in mated condition

Type Material Termination Length Part Number

Patch cord Black plastic Bayonet locking 2 m 17-250031
Patch cord Black plastic Bayonet locking 3 m 17-250041
Patch cord Black plastic Bayonet locking 5 m 17-250051

IP67-Protection IP20-Protection
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UL listed, File No.: E202784

USB 2.0 - IP67  Connector System 

Description

Order data

Product drawing

Recommended Panel Cutout

Type Material Surface Protection cap Part Number

Installation housing set Plastic black Without protection cap 17-200001
Installation housing set Plastic black With protection cap 17-200161
Installation housing set Plastic metallized Without protection cap 17-200011
Installation housing set Plastic metallized With protection cap 17-200721
Installation housing set Zinc die-cast nickel plated Without protection cap 17-200601
Installation housing set Zinc die-cast nickel plated With protection cap 17-200611

For front- and rear panel mounting 
 up to wall thickness of 3.2 mm

Design: Black plastic or metallized, zinc die-cast nickel plated
Termination inside USB 2.0 Type A
Bayonet locking per IEC 61076-3-106 
IP67-Protection in mated condition
Available as set with protection cap

USB 2.0 Type A IP67 Panel mounted receptacle
Inline coupling – Bayonet locking – Plastic or zinc die-cast

for plastic

Protection cap plastic Protection cap metal

Double-D Panel Cut-out

Single-D Panel Cut-out

for metal
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UL listed, File No.: E202784

Low profile version

Double-D Panel Cut-out

Single-D Panel Cut-out

Double-D Panel Cut-out

Single-D Panel Cut-out

USB 2.0 - IP67  Connector System 

Description

Order data

Product drawing

for plastic version

Recommended Panel Cutout

for metal version

Standard version

Type Material Surface Sealing Part Number

Receptacle connector standard Plastic black 17-200881
Receptacle connector standard Plastic black Sealing compound 17-210001
Receptacle connector standard Plastic metallized 17-200891
Receptacle connector standard Plastic metallized Sealing compound 17-210011
Receptacle connector standard Zinc die-cast nickel plated 17-210151
Receptacle connector standard Zinc die-cast nickel plated Sealing compound 17-210161
Receptacle connector Low profile Plastic black 17-210021
Receptacle connector Low profile Plastic black Sealing compound 17-210041
Receptacle connector Low profile Plastic metallized 17-210031
Receptacle connector Low profile Plastic metallized Sealing compound 17-210051

For front- and rear panel mounting  
 up to wall thickness of 3.2 mm

Design: Black plastic or metallized, zinc die-cast nickel plated
Solder termination inside (PCB)
Bayonet locking per IEC 61076-3-106
Low profile version for rear panel mounting 

 up to wall thickness of 2.0 mm
IP67 Protection in mated condition

USB 2.0 Type A IP67 Panel mounted receptacle
Solder termination (PCB) – Bayonet locking – Plastic or zinc die-cast
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UL listed, File No.: E202784

Round Panel Cut-out

Double-D Panel Cut-out

USB 2.0 - IP67  Connector System 

Description

Order data

Product drawing

Recommended Panel Cutout

USB 2.0 Type A IP67 Panel mounted receptacle
Inline coupling – Bayonet locking – Square flange – Zinc die-cast

For front- and rear panel mounting up to wall thickness of 3.2 mm
Design: Zinc die-cast nickel plated
Termination inside USB 2.0 Type A
Bayonet locking per IEC 61076-3-106 
IP67-Protection in mated condition
Available as set with protection cap
Accessories:  

 Gasket and mounting hardware can be ordered separately
Mounting hardware includes  

 4x (screw M3 + nut + flat washer + spring washer)

without assembly with assembly Protection cap metal

Type Material Surface Protection cap Part Number

Receptacle without assembly Zinc die-cast nickel plated without Protection cap 17-200781
Panel gasket Silicone 17-103540
Mounting hardware Stainless steel 17-103530
Receptacle with assembly Zinc die-cast nickel plated without Protection cap 17-210111
Receptacle with assembly Zinc die-cast nickel plated with Protection cap 17-210121



12|8

UL listed, File No.: E202784

USB 2.0 - IP67  Connector System 

Description

Order data

Product drawing

For front- and rear panel mounting 
 up to wall thickness of 3.2 mm

Design: Black plastic
Bayonet locking per IEC 61076-3-106
IP67 protection in mated condition
Available as set with protection cap 

USB 2.0 Type A IP67 Panel mounted receptacle
Inline coupling – both sides Bayonet locking – Plastic

Recommended Panel Cutout Protection cap plastic

Type Material Surface Protection cap Part Number

Receptacle Plastic black without Protection cap 17-210131
Receptacle Plastic black with Protection cap 17-210141
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RoHS compliant UL listed, File No.: E202784

USB 2.0 - IP67  Connector System 

Description

Order data

Product drawing

USB 2.0 Type A IP67 Panel mounted receptacle
Inline coupling – M28 thread– Zinc die-cast

For front- and rear panel mounting 
 up to wall thickness of 3.2 mm

Design: Zinc die-cast nickel plated
Termination inside USB 2.0 Type A
IP67 protection over M28 thread
Available as set with or without protection cap

Recommended Panel Cutout Protection cap metal
Knurled

Type Material Surface Design Protection cap Part Number

Receptacle Zinc die-cast nickel plated Inline coupling Without protection cap 17-200321
Receptacle Zinc die-cast nickel plated Inline coupling With protection cap 17-200431
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RoHS compliantUL listed, File No.: E202784

USB 2.0 - IP67  Connector System 

Description

Order data

Product drawing

USB 2.0 Type A IP67 Plug kit
Standard version – Bayonet locking – Plastic and metal

Design: Black plastic and metallized, Zinc die-cast nickel plated
USB Connector per USB 2.0 specification Type A
Bayonet locking per IEC 61076-3-106
USB 2.0 Type A can be ordered separately

Type Material
Coupling ring

Material
Housing

Material
Cable fitting

Surface Part Number

Plug kit Plastic Plastic Plastic black 17-200121
Plug kit Plastic Plastic Metal metallized/nickel plated 17-200131
Plug kit Zinc die-cast Plastic Metal metallized/nickel plated 17-200591
Plug USB 2.0 Type A 39-500101
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UL listed, File No.: E202784

Hex flat
18.9 mm Ref. for Plastic
17.9 mm Ref. for Metal

Hex flat
17.9 mm Ref. 

USB 2.0 - IP67  Connector System 

Description

Order data

Product drawing

USB 2.0 Type A IP67 Plug kit
Standard-/Strain relief version – M28 thread – Plastic and Metal

Strain relief version, threads onto the internal M28 threads  
 of a Receptacle Housing

Design:  
 - Black plastic 
 - Metallized plastic

- Metal version
USB Connector per USB 2.0 Spezification Type A
M28 thread 
USB 2.0 Type A can be ordered separately

Strain relief version
Plastic

Metal

Type Material
Coupling ring

Material
Housing

Material
Cable fitting

Surface Part Number

Plug kit Plastic Plastic Plastic black 17-200151
Plug kit Plastic Plastic Metal metallized/nickel plated 17-200731
Plug kit Metal Plastic Metal metallized/nickel plated 17-200331
Plug USB 2.0 Type A 39-500101
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UL listed, File No.: E202784

USB 2.0 - IP67  Connector System 

Description

Order data

Product drawing

IP67 protection IP67 protection

IP67 protection IP67 protection

Assembled patch cord
Design:  

 - Black plastic  
 - Zinc die-cast nickel plated

IP67 protection on both cable ends
Other lengths on request

USB 2.0 Type A to Type A Patch cord
IP67 to IP67 – Bayonet locking

Plastic design

Metal design

Type Degree of 
Protection

Material
Coupling ring

Material
Housing

Material
Cable fitting

Surface Cable Length 
(L)

Part Number

Patch cord IP67-IP67 Plastic Plastic Plastic black AWM 2725, black 2 m 17-200281
Patch cord IP67-IP67 Plastic Plastic Plastic black AWM 2725, black 3 m 17-200291
Patch cord IP67-IP67 Plastic Plastic Plastic black AWM 2725, black 4,5m 17-200311
Patch cord IP67-IP67 Zinc die-cast Plastic Plastic metallized/nickel plated/black AWM 2725, black 2 m 17-200621
Patch cord IP67-IP67 Zinc die-cast Plastic Plastic metallized/nickel plated/black AWM 2725, black 3 m 17-200631
Patch cord IP67-IP67 Zinc die-cast Plastic Plastic metallized/nickel plated/black AWM 2725, black 4,5m 17-200641
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UL listed, File No.: E202784

USB 2.0 - IP67  Connector System 

Description

Order data

Product drawing

IP20 protection IP20 protection

IP67 protection IP67 protection

Assembled patch cord
Strain relief version
Design: Black plastic
IP20 Protection on both cable ends
Metal version
IP67 Protection on both cable ends
Other lengths on request

USB 2.0 Type A to Type A Patch cord
IP20 to IP20/IP67 to IP67 – M28 thread

Type Degree of 
Protection

Material
Coupling ring

Material
Housing

Material
Cable fitting

Surface Cable Length 
(L)

Part Number

Patch cord IP20-IP20 Plastic Plastic Plastic black AWM 2725, black 2 m 17-200811
Patch cord IP20-IP20 Plastic Plastic Plastic black AWM 2725, black 3 m 17-200821
Patch cord IP20-IP20 Plastic Plastic Plastic black AWM 2725, black 4,5m 17-200831
Patch cord IP67-IP67 Metal Plastic Plastic metallized/nickel plated/black AWM 2725, black 2 m 17-200401
Patch cord IP67-IP67 Metal Plastic Plastic metallized/nickel plated/black AWM 2725, black 3 m 17-200411
Patch cord IP67-IP67 Metal Plastic Plastic metallized/nickel plated/black AWM 2725, black 4,5m 17-200421

Strain relief version
Plastic

Metal
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UL listed, File No.: E202784

USB 2.0 - IP67  Connector System 

Description

Order data

Product drawing

IP20 protection IP67 protection

USB 2.0 Type A to Type A Patchcord
Strain relief version – IP20 to IP67 – M28 thread/Bayonet locking

Strain relief version, threads onto the internal M28 threads  
 of a Receptacle Housing 

Assembled patch cord
Design:  

 - Black plastic  
Other lengths on request

Type Degree of 
protection

Material
Coupling ring

Material
Housing

Material
Cable fitting

Surface Cable Length 
(L)

Part Number

Patchcord IP20-IP67 Plastic Plastic Plastic black AWM 2725, black 2 m 17-200541
Patchcord IP20-IP67 Plastic Plastic Plastic black AWM 2725, black 3 m 17-200551
Patchcord IP20-IP67 Plastic Plastic Plastic black AWM 2725, black 4,5m 17-200561

Strain relief version
Plastic
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UL listed, File No.: E202784

USB 2.0 - IP67  Connector System 

Description

Order data

Product drawing

Plastic version

Metal version

IP67 protection

IP67 protection

IP20 protection

IP20 protection

USB 2.0 Type A to Type A Patch cord
IP67 to IP20 – Bayonet locking

Assembled patch cord
USB 2.0 Type A Bayonet locking to USB 2.0 Type A Standard
Design:  

 - Black plastic and metallized
 - Zinc die-cast nickel plated

Other lengths on request

Type Degree of 
protection

Material
Coupling ring

Material
Housing

Material
Cable fitting

Surface Cable Length 
(L)

Part Number

Patchcord IP67–IP20 Plastic Plastic Plastic black AWM 2725, black 2 m 17-200231
Patchcord IP67–IP20 Plastic Plastic Plastic black AWM 2725, black 3 m 17-200241
Patchcord IP67–IP20 Plastic Plastic Plastic black AWM 2725, black 4,5m 17-200261
Patchcord IP67–IP20 Zinc die-cast Plastic Metal metallized/nickel plated AWM 2725, black 2 m 17-200681
Patchcord IP67–IP20 Zinc die-cast Plastic Metal metallized/nickel plated AWM 2725, black 3 m 17-200691
Patchcord IP67–IP20 Zinc die-cast Plastic Metal metallized/nickel plated AWM 2725, black 4,5m 17-200701
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UL listed, File No.: E202784

USB 2.0 - IP67  Connector System 

Description

Order data

Product drawing

IP20 Protection

IP67 Protection

USB 2.0 Type A to Type A Patch cord
Strain relief version – IP20 to IP20/IP67 to IP20 – M28 thread

Strain relief version, threads onto the internal M28 threads  
 of a Receptacle Housing

Assembled patch cord
Strain relief version
Design: Black plastic
IP20 Protectionon both cable ends
Metal version
IP67 Protection on one cable end
Other lengths on request

IP20 Protection

IP20 Protection

Type Degree of 
protection

Material
Coupling ring

Material
Housing

Material
Cable fitting

Surface Cable Length 
(L)

Part Number

Patch cord IP20–IP20 Plastic Plastic Plastic black AWM 2725, black 2 m 17-200511
Patch cord IP20–IP20 Plastic Plastic Plastic black AWM 2725, black 3 m 17-200521
Patch cord IP20–IP20 Plastic Plastic Plastic black AWM 2725, black 4,5m 17-200531
Patch cord IP67–IP20 Metal Plastic Metal metallized/nickel plated AWM 2725, black 2 m 17-200371
Patch cord IP67–IP20 Metal Plastic Metal metallized/nickel plated AWM 2725, black 3 m 17-200381
Patch cord IP67–IP20 Metal Plastic Metal metallized/nickel plated AWM 2725, black 4,5m 17-200391

Metal

Strain relief version
Plastic
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UL listed, File No.: E202784

USB 2.0 - IP67  Connector System 

Description

Order data

Product drawing

Plastic design

Metal design

IP67 Protection

IP67 Protection

IP20 Protection

IP20 Protection

USB 2.0 Type A to Type B Patch cord
IP67 to IP20 – Bayonet locking

Assembled patch cord
USB 2.0 Type A Bayonet locking to USB 2.0 Type B Standard
Design:  

 - Black plastic
 - Zinc die-cast nickel plated

Other lengths on request

Type Degree of 
protection

Material
Coupling ring

Material
Housing

Material
Cable fitting

Surface Cable Length 
(L)

Part Number

Patch cord IP67–IP20 Plastic Plastic Plastic black AWM 2725, black 2 m 17-200181
Patch cord IP67–IP20 Plastic Plastic Plastic black AWM 2725, black 3 m 17-200191
Patch cord IP67–IP20 Plastic Plastic Plastic black AWM 2725, black 4,5m 17-200211
Patch cord IP67–IP20 Zinc die-cast Plastic Metal metallized/nickel plated AWM 2725, black 2 m 17-200651
Patch cord IP67–IP20 Zinc die-cast Plastic Metal metallized/nickel plated AWM 2725, black 3 m 17-200661
Patch cord IP67–IP20 Zinc die-cast Plastic Metal metallized/nickel plated AWM 2725, black 4,5m 17-200671
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UL listed, File No.: E202784

USB 2.0 - IP67  Connector System 

Description

Order data

Product drawing

USB 2.0 Type A to Type B Patch cord
Strain relief version – IP20 to IP20/IP67 to IP20 – M28 thread

IP20 Protection

IP67 Protection

Strain relief version, threads onto the internal M28 threads  
 of a Receptacle Housing

Assembled patch cord
Strain relief version
Design: Black plastic
IP20 Protectionon both cable ends
Metal version
IP67 Protection on one cable end
Other lengths on request

IP20 Protection

IP20 Protection

Type Degree of 
protection

Material
Coupling ring

Material
Housing

Material
Cable fitting

Surface Cable Length 
(L)

Part Number

Patch cord IP20–IP20 Plastic Plastic Plastic black AWM 2725, black 2 m 17-200481
Patch cord IP20–IP20 Plastic Plastic Plastic black AWM 2725, black 3 m 17-200491
Patch cord IP20–IP20 Plastic Plastic Plastic black AWM 2725, black 4,5m 17-200501
Patch cord IP67–IP20 Metal Plastic Metal metallized/nickel plated AWM 2725, black 2 m 17-200341
Patch cord IP67–IP20 Metal Plastic Metal metallized/nickel plated AWM 2725, black 3 m 17-200351
Patch cord IP67–IP20 Metal Plastic Metal metallized/nickel plated AWM 2725, black 4,5m 17-200361

Metal

Strain relief version
Plastic
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UL listed, File No.: E202784

USB 2.0 - IP67  Connector System 

Description

Order data

Product drawing

IP20 Protection IP20 Protection

IP20 Protection IP20 Protection

Type A to type A

Type A to type B

Assembled patch cord
IP20 Protectionon both cable ends
USB 2.0 Connector Type A to Typ A or Type A to Type B
Other lengths on request

USB 2.0 Type A to Type A or Type B Patch cord
IP20 to IP20

Type Degree of protection Material Cable Length (L) Part Number

Patch cord IP20 Type A-IP20 Type A Plastic AWM 2725, black 2 m 17-201031
Patch cord IP20 Type A-IP20 Type A Plastic AWM 2725, black 3 m 17-201041
Patch cord IP20 Type A-IP20 Type A Plastic AWM 2725, black 4,5m 17-201061
Patch cord IP20 Type A-IP20 Type B Plastic AWM 2725, black 2 m 17-201081
Patch cord IP20 Type A-IP20 Type B Plastic AWM 2725, black 3 m 17-201091
Patch cord IP20 Type A-IP20 Type B Plastic AWM 2725, black 4,5m 17-201111



Section 13

IP67 Fiber Optic  
Industrial Connectors 

IP67  Fiber Opt ic  Industrial  Connectors

CONEC has developed an ODVA compatible IP67 
Fiber Optic connection for harsh indoor and outdoor 
environment. The new system is a bayonet locking 
enclosure with integrated LC Duplex Connectors and 
Adapters. The bayonet locking enclosure provides  
an easy and secured connection also under adverse 
conditions. The available materials for the housings 
are plastic or nickel plated zinc die-cast for extreme 
harsh conditions.
The LC connections are available for single mode or 
multimode transmission, depending on the require-
ments of the operated system.
The major application for these connectors are 
connections from base stations to the transmission 
modules based on antenna poles or for network  
connections on the last mile into end users homes.
This program is supplemented by preassembled  
patch cables in various lengths.
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IP67  Fiber Opt ic  Industrial  Connectors

For a variety of different Fiber Optic connections 
Conec supplies a wide range of Fiber Optic adapters. 
 
To support different application requirements in 
regards to transmission Conec adapters are available 
with Phosphor-Bronze or ceramic sleeves for precise 
positioning of the connector ferrules to each other.  
 
Adapters are available in both, plastic or zinc die-cast 
housing. The adapters are offered in simplex and 
duplex configurations. For installation of the Fiber 
Optic adapters Conec offers a stainless steel clip 
for push-in installation or adapters with integrated 
threads for simple fastening by screws. 

All CONEC Fiber Optic Adapters are supplied with 
preinstalled dust caps.
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RoHS compliant

Double-D Panel Cut-out

Single-D Panel Cut-out

IP67 Fiber  Opt ic  I ndustr ia l  Connec tors

Description

Order data

Product drawing

 Industrial version with bayonet coupling
 For front or rear panel mount to a max. panel thickness of 3,2 mm
 Receptacle housing: Black plastic UL 94 V-0, zinc die-cast
 Protection cap: Black plastic, zinc die-cast nickel plated

Available as a set with protection cap 
 Operating temperature: -40°C to +85°C 

IP67 Fiber Optic Industrial Duplex LC Connector
Receptacle Assembly Kit – Bayonet locking – Plastic or Zinc die-cast

Type Material Surface SM/MM/APC SM Protection cap Part Number

Receptacle Assembly Kit Plastic black Single Mode 17-300010
Receptacle Assembly Kit Plastic black Multi Mode 17-300020
Receptacle Assembly Kit Plastic black APC Single Mode 17-300170
Receptacle Assembly Kit Plastic black Single Mode with protection cap 17-300230
Receptacle Assembly Kit Plastic black Multi Mode with protection cap 17-300240
Receptacle Assembly Kit Plastic black APC Single Mode with protection cap 17-300250
Receptacle Assembly Kit Zinc die cast nickel plated Single Mode 17-300060
Receptacle Assembly Kit Zinc die cast nickel plated Multi Mode 17-300070
Receptacle Assembly Kit Zinc die cast nickel plated APC Single Mode 17-300180
Receptacle Assembly Kit Zinc die cast nickel plated Single Mode with protection cap 17-300380
Receptacle Assembly Kit Zinc die cast nickel plated Multi Mode with protection cap 17-300390
Receptacle Assembly Kit Zinc die cast nickel plated APC Single Mode with protection cap 17-300400

for metal version

Recommended Panel Cut-out
for plastic version

Protection cap plastic Protection cap metal
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RoHS compliant 

IP67  Fiber Opt ic  Industrial  Connectors

Description

Order data

Product drawing

Type Material Surface SM/MM/APC SM Protection cap Part Number

Inline coupler Plastic black Single Mode 17-300790
Inline coupler Plastic black Multi Mode 17-300800
Inline coupler Plastic black APC Single Mode 17-300810
Inline coupler Plastic black Single Mode with protection cap 17-300820
Inline coupler Plastic black Multi Mode with protection cap 17-300830
Inline coupler Plastic black APC Single Mode with protection cap 17-300840

Recommended Panel Cut-out Protection cap plastic

For front- or rear panel mounting up to 
 wall thickness of .130”/3.2 mm

Design: Black plastic
Available as a set with protection cap 
Operating temperature: -40°C to +85°C 

IP67 Fiber Optic Industrial Duplex LC Connector
Inline coupler – on both sides Bayonet termination – Plastic
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RoHS compliant

IP67  Fiber Opt ic  Industrial  Connectors

Description

Order data

Product drawing

Industrial version with bayonet coupling
Connector: Black plastic UL 94 V-0, zinc die-cast
Available as a set with protection cap 
Operating temperature: -40°C to +85°C 

IP67 Fiber Optic Industrial Duplex LC Connector
Plug Kit

Protection cap plastic

Type Material Surface SM/MM/APC SM Protection cap Part Number

Plug Kit Plastic black Single Mode 17-300030
Plug Kit Plastic black Multi Mode 17-300040
Plug Kit Plastic black APC Single Mode 17-300110
Plug Kit Plastic black Single Mode with protection cap 17-300200
Plug Kit Plastic black Multi Mode with protection cap 17-300210
Plug Kit Plastic black APC Single Mode with protection cap 17-300220
Plug Kit Zinc die cast nickel plated Single Mode 17-300080
Plug Kit Zinc die cast nickel plated Multi Mode 17-300090
Plug Kit Zinc die cast nickel plated APC Single Mode 17-300120
Plug Kit Zinc die cast nickel plated Single Mode with protection cap 17-300410
Plug Kit Zinc die cast nickel plated Multi Mode with protection cap 17-300420
Plug Kit Zinc die cast nickel plated APC Single Mode with protection cap 17-300430
Protective cover Plastic black 17-300050
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RoHS compliant 

Single Mode
Multi Mode
Single Mode APC

IP67  Fiber Opt ic  Industrial  Connectors

Description

Order data

Product drawing

Single Mode, Multi Mode and Single Mode APC
Multi Mode: maximum connector insertion loss (ILI: 0.5 dB,

 plus cable attenuation of 3.5 dB/km AT 850nm
Single Mode: maximum connector insertion loss (il): 0.2 db,

 plus cable attenuation of 0.78 db/km at 1310nm
Cables are indoor and outdoor OFNR type
Plug protectiv cover (2x)
Other lengths on request

IP67 Fiber Optic Industrial Duplex LC Patch cord
IP67 Industrial to IP67 Industrial Duplex LC

Type Material surface SM/MM/APC SM Length L Part Number

Patch cord Plastic black Single Mode 2 m 17-300320-02
Patch cord Plastic black Single Mode 5 m 17-300320-05
Patch cord Plastic black Single Mode 10 m 17-300320-10
Patch cord Plastic black Multi Mode 2 m 17-300190-02
Patch cord Plastic black Multi Mode 5 m 17-300190-05
Patch cord Plastic black Multi Mode 10 m 17-300190-10
Patch cord Plastic black Single Mode APC 2 m 17-300340-02
Patch cord Plastic black Single Mode APC 5 m 17-300340-05
Patch cord Plastic black Single Mode APC 10 m 17-300340-10
Patch cord Zinc die cast nickel plated Single Mode 2 m 17-300330-02
Patch cord Zinc die cast nickel plated Single Mode 5 m 17-300330-05
Patch cord Zinc die cast nickel plated Single Mode 10 m 17-300330-10
Patch cord Zinc die cast nickel plated Multi Mode 2 m 17-300310-02
Patch cord Zinc die cast nickel plated Multi Mode 5 m 17-300310-05
Patch cord Zinc die cast nickel plated Multi Mode 10 m 17-300310-10
Patch cord Zinc die cast nickel plated Single Mode APC 2 m 17-300350-02
Patch cord Zinc die cast nickel plated Single Mode APC 5 m 17-300350-05
Patch cord Zinc die cast nickel plated Single Mode APC 10 m 17-300350-10
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RoHS compliant

Single Mode
Multi Mode
Single Mode APC

IP67  Fiber Opt ic  Industrial  Connectors

Description

Order data

Product drawing

IP67 Fiber Optic Industrial Duplex LC Patch cord
IP67 Industrial to IP20 

Single Mode, Multi Mode and Single Mode APC
Multi Mode: maximum connector insertion loss (ILI: 0.5 dB,

 plus cable attenuation of 3.5 dB/km AT 850nm
Single Mode: maximum connector insertion loss (il): 0.2 db,

 plus cable attenuation of 0.78 db/km at 1310nm
protective cover shall be installed when unmated
Other lengths on request

Type Material Surface SM/MM/APC SM Length L Length I Part Number

Patch cord Plastic black Single Mode 1 m 0.10 m 17-300290-001
Patch cord Plastic black Single Mode 30 m 2.66 m 17-300290-030
Patch cord Plastic black Single Mode 60 m 2.66 m 17-300290-060
Patch cord Plastic black Single Mode 100 m 2.66 m 17-300290-100
Patch cord Plastic black Single Mode 200 m 2.66 m 17-300290-200
Patch cord Plastic black Single Mode 300 m 2.66 m 17-300290-300
Patch cord Plastic black Multi Mode 1 m 0.10 m 17-300300-001
Patch cord Plastic black Multi Mode 30 m 2.66 m 17-300300-030
Patch cord Plastic black Multi Mode 60 m 2.66 m 17-300300-060
Patch cord Plastic black Multi Mode 100 m 2.66 m 17-300300-100
Patch cord Plastic black Multi Mode 200 m 2.66 m 17-300300-200
Patch cord Plastic black Multi Mode 300 m 2.66 m 17-300300-300
Patch cord Plastic black Single Mode APC 1 m 0.10 m 17-300370-001
Patch cord Plastic black Single Mode APC 30 m 2.66 m 17-300370-030
Patch cord Plastic black Single Mode APC 60 m 2.66 m 17-300370-060
Patch cord Plastic black Single Mode APC 100 m 2.66 m 17-300370-100
Patch cord Plastic black Single Mode APC 200 m 2.66 m 17-300370-200
Patch cord Plastic black Single Mode APC 300 m 2.66 m 17-300370-300
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LC Unibody Connector
Singlemode – Multimode – Singlemode APC

Housing material: Plastic (UL94V-0)
Ferrule: Ceramic
Temperature range: -40°C to +75°C
Mating cycles: 1000
Set with cable boot and crimp sleeve for cable Ø 2,0 mm
Connector with Dust cap

Type SM/MM/APC Color Part Number

Connector with Dust cap Single Mode blue 18-000010
Connector with Dust cap Multi Mode beige 18-000020
Connector with Dust cap Single Mode APC green 18-000030
Crimp assembly for 2.0mm cables 18-000040
Crimp assembly for 3.0mm cables 18-000050
Duplex clip Single Mode blue 18-000100
Duplex clip Multi Mode beige 18-000110
Duplex clip Single Mode APC green 18-000120
Boot for 2.0 & 3.0mm cables white 18-000080
Boot for 2.0 & 3.0mm cables black 18-000090
Boot for 0.9mm fiber white 18-000060
Boot for 0.9 mm fiber black 18-000070

Boot for 2.0 & 3.0mm Boot for 0.9mm

Crimp assembly 2.0

Duplex clip

Crimp assembly 3.0Connector
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LC Duplex-Adapters Plastic
Single Mode – Multi Mode – Single Mode APC

Housing material: Plastic (UL 94V-0)
Sleeve: Ceramic, Phosphor-bronze
Clip: Stainless steel
Adapters are supplied with dust caps
Adapter flange available with different mounting options:

 clip and screws

Type Material sleeve SM/MM/APC SM Mount Housing color Part Number

Adapter ceramic Single Mode Clip blue 18-007900
Adapter ceramic Multi Mode Clip beige 18-007920
Adapter phosphor-bronze Multi Mode Clip beige 18-007940
Adapter ceramic APC 8°= Single Mode Clip green 18-007880
Adapter with flange ceramic Single Mode M2x6 screw blue 18-007980
Adapter with flange ceramic Multi Mode M2x6 screw beige 18-008000
Adapter with flange phosphor-bronze Multi Mode M2x6 screw beige 18-008020
Adapter with flange ceramic APC 8°= Single Mode M2x6 screw green 18-007960
Adapter with flange ceramic Single Mode Clip blue 18-008060
Adapter with flange ceramic Multi Mode Clip beige 18-008080
Adapter with flange phosphor-bronze Multi Mode Clip beige 18-008100
Adapter with flange ceramic APC 8°= Single Mode Clip green 18-008040
Adapter with shutter ceramic Single Mode M2x6 screw blue 18-008140
Adapter with shutter ceramic APC 8°= Single Mode M2x6 screw green 18-008120
Adapter with shutter ceramic Single Mode Clip blue 18-008180
Adapter with shutter ceramic APC 8°= Single Mode Clip green 18-008160

 

Adapter Adapter with flange Adapter with shutter

Panel cutout

Wall thickness

Panel cutout Panel cutout
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SC Simplex-/Duplex-Adapters Plastic
Single Mode – Multi Mode – Single Mode APC

Housing material: Plastic (UL 94V-0)
Sleeve: Ceramic, Phosphor-bronze
Clip: Stainless steel
Adapters are supplied with dust caps
Mounting options: clip

Type Material sleeve SM/MM/APC SM Housing color Part Number

Duplex adapter ceramic Single Mode blue 18-007080
Duplex adapter phosphor-bronze Multi Mode beige 18-007100
Duplex adapter ceramic APC 8°= Single Mode green 18-007060
Simplex adapter ceramic Single Mode blue 18-007020
Simplex adapter phosphor-bronze Multi Mode beige 18-007040
Simplex adapter ceramic APC 8°= Single Mode green 18-007000

 

Panel cutout

Wall thickness

Panel cutout

Wall thickness
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SC Simplex-/Duplex-Adapters Metal
Single Mode – Multi Mode – Single Mode APC

Housing material: Zinc die-cast
Sleeve: Phosphor-Bronze; Ceramic
Clip: Stainless steel
Adapters are supplied with dust caps
Available with different mounting options:

 clip or screws

Type Material sleeve SM/MM/APC SM Inner housing color Mount Part Number

Simplex adapter ceramic Single Mode blue M2x6 screw 18-007140
Simplex adapter ceramic Multi Mode beige M2x6 screw 18-007160
Simplex adapter phosphor-bronze Multi Mode beige M2x6 screw 18-007180
Simplex adapter ceramic APC 8°= Single Mode green M2x6 screw 18-007120
Simplex adapter ceramic Single Mode blue Clip 18-007220
Simplex adapter ceramic Multi Mode beige Clip 18-007240
Simplex adapter phosphor-bronze Multi Mode beige Clip 18-007260
Simplex adapter ceramic APC 8°= Single Mode green Clip 18-007200
Duplex adapter ceramic Single Mode blue M2x6 screw 18-007300
Duplex adapter ceramic Multi Mode beige M2x6 screw 18-007320
Duplex adapter phosphor-bronze Multi Mode beige M2x6 screw 18-007340
Duplex adapter ceramic APC 8°= Single Mode green M2x6 screw 18-007280
Duplex adapter ceramic Single Mode blue Clip 18-007380
Duplex adapter ceramic Multi Mode beige Clip 18-007400
Duplex adapter phosphor-bronze Multi Mode beige Clip 18-007420
Duplex adapter ceramic APC 8°= Single Mode green Clip 18-007360

 

Panel cutout Panel cutout
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ST Simplex-/Duplex-Adapters Plastic
Single Mode – Multi Mode 

Housing material: Plastic (UL 94V-0)
Sleeve: Ceramic, Phosphor-bronze
Adapters are supplied with dust caps

Type Material sleeve SM/MM Housing color Part Number

Simplex adapter ceramic Single Mode blue 18-007680
Simplex adapter phosphor-bronze Multi Mode beige 18-007700
Duplex adapter ceramic Single Mode blue 18-007720
Duplex adapter phosphor-bronze Multi Mode beige 18-007740

 

Panel cutout Panel cutout
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ST Simplex-Metal Adapters 
Single Mode – Multi Mode

Housing material: Zinc die-cast, nickel plated
Sleeve: Phosphor-Bronze; Ceramic
Adapters are supplied with dust caps

Type Material sleeve SM/MM Housing material Part Number

Simplex adapter ceramic Single Mode zinc diecast 18-007760
Simplex adapter ceramic Multi Mode zinc diecast 18-007780
Simplex adapter phosphor-bronze Multi Mode zinc diecast 18-007800

 

Panel cutout
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FC Simplex-/Duplex-Adapters Plastic and Metal
Single Mode – Multi Mode 

Housing material: Plastic (UL 94V-0), zinc die-cast nickel plated
FC-Duplex Adapter: Screws M2x6
Sleeve: Ceramic, Phosphor-bronze
Adapters are supplied with dust caps

Type Material sleeve SM/MM Housing color/ 
Housing material

Part Number

Simplex adapter plastic ceramic Single Mode blue 18-007480
Simplex adapter plastic phosphor-bronze Multi Mode beige 18-007500
Simplex adapter metal ceramic Single Mode zinc die-cast 18-007540
Simplex adapter metal ceramic Multi Mode zinc die-cast 18-007560
Simplex adapter metal phosphor-bronze Multi Mode zinc die-cast 18-007580
Duplex adapter metal ceramic Single Mode zinc die-cast 18-007620
Duplex adapter metal ceramic Multi Mode zinc die-cast 18-007640
Duplex adapter metal phosphor-bronze Multi Mode zinc die-cast 18-007660

 

Simplex-Adapter plastic Simplex-Adapter metal Duplex-Adapter metal

Panel cutout Panel cutout Panel cutout
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SC/ST Simplex-/Duplex Adapters Plastic and Metal
Single Mode – Multi Mode

Housing material: Plastic (UL 94V-0) and zinc die-cast, nickel plated
Sleeve: ceramic, phosphor-bronze
Clip: Stainless steel
Adapters are supplied with dust caps

Type Material sleeve SM/MM Inner housing color Part Number

Simplex hybrid adapter plastic ceramic Single Mode blue 18-010300
Simplex hybrid adapter plastic phosphor-bronze Multi Mode beige 18-010320
Duplex hybrid adapter plastic ceramic Single Mode blue 18-010340
Duplex hybrid adapter plastic phosphor-bronze Multi Mode beige 18-010360
Simplex hybrid adapter metal ceramic Single Mode blue 18-010500
Simplex hybrid adapter metal ceramic Multi Mode beige 18-010520
Simplex hybrid adapter metal phosphor-bronze Multi Mode beige 18-010540
Duplex hybrid adapter metal, M2x6 ceramic Single Mode blue 18-010380
Duplex hybrid adapter metal, M2x6 ceramic Multi Mode beige 18-010400
Duplex hybrid adapter metal, M2x6 phosphor-bronze Multi Mode beige 18-010420
Duplex hybrid adapter metal, clip ceramic Single Mode blue 18-010440
Duplex hybrid adapter metal, clip ceramic Multi Mode beige 18-010460
Duplex hybrid adapter metal, clip phosphor-bronze Multi Mode beige 18-010480

 

Simplex-Adapter plastic Simplex-Adapter metal Duplex-Adapter metalDuplex-Adapter plastic

Panel cutout

Wall thickness

Panel cutout

Wall thickness

Panel cutout Panel cutout
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FC/ST Simplex-Adapters Metal
Single Mode – Multi Mode

Housing material: zinc die-cast, nickel plated
Sleeve: Ceramic, Phosphor-bronze
Adapters are supplied with dust caps

Type Material sleeve SM/MM Housing material Part Number

Simplex adapter metal ceramic Single Mode zinc die-cast 18-010560
Simplex adapter metal ceramic Multi Mode zinc die-cast 18-010580
Simplex adapter metal phosphor-bronze Multi Mode zinc die-cast 18-010600

 

Simplex-adapter Metal


