
M23 POWER

'WEiPU Connector

IP67 

'WEiPU
 

Connector 

IP67 

• M23 for power
Material and spec 

>10 13 mn 

Crimp 

-40'C~+ 125 °C

1000 

I: 4-8mm (Special order) II: 
8-13mm (Standard) 

III: 12-l 7mm (Special order) 

IP67 

Threaded coupling 

Shell material 

Contact material 

Insert material 

Insulation resistance 

Termination 

Temperature range 

Mating cycle 

Cable outer diameter range 

IP rating 

Coupling 

Zinc alloy with nickel plating 

Brass with gold plating 

PA66 

� 
I ,o.3 I 

Male contact 
cable connector 

M23DJ TK 

Number of contact__] --

L
-Lcolonr 

Gray:GY (Standard) 
Black:BK (Special order),Orange:OG (Special order) Blue:BU (Special 
order),Green:GN (Special order) Pnrple:PL (Special order) 
Cable outer diameter range 
I: 4-8mm (Special order) II: 8-13mm (Standard) III: 12-l 7mm (Special order) 

S: Shield 
U: Unshielded 

Female contact 
cable connector 

M23DK TK 
--- 026.5 

76.8 
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Female contact 
square flange receptacle 

M23DK Z 

M23 POWER

Male contact 
square flange receptacle 

M23DJ Z 

Number of contact J -l Colonr 
Gray:GY (Standard) 
Black:BK (Special order),Orange:OG (Special order) 
Blue:BU (Special order),Green:GN (Special order) 
Pnrple:PL (Special order) 

B 
I 32 I 

Panel cutout 

Panel cutout 

Male contact 
angled cable connector 

M23DJ TL 
- ---

55 

Female contact 
angled cable connector 

M23DK TL 
- ---

61.3 

f::; 

Male contact angled 
square flange receptacle 

M23DJ ZL • 
I 

48 

I 

Panel cutout 

Female contact angled 
square flange receptacle 

M23DK ZL 

55. 9 

Panel cutout 
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M23 POWER
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M23 SIGNAL

'WEiPU
® 

Connector 

IP67 
M23 
Signal 

• M23 for signal

Material and spec 

Shell material 

Contact material 

Insert material 

Insulation resistance 

Termination 

Temperature range 

Mating cycle 

Cable outer diameter range 

IP rating 

Coupling 

Zinc alloy with nickel plating 

Brass with gold plating 

PA66 

9, 12pins: >l0 10 mn 17, 19pins: >IO'mn 

Crimp 

-40°C~+ 125 °C

1000 

I: 4-8mm (Special order) 
II: 8-l 3mm (Standard) 

III: 12-17mm (Special order) 

IP67 

Threaded coupling 

Male contact 
cable connector 

M23SJ TK 

Number of contact J - -

L

-L Coded chuck (See P7) 
N: Gray (Standard), S:Black (Special order) 
H: Orange (Special order), X: Blue (Special order) 
Y: Green (Special order), Z: Purple (Special order) 

Cable outer diameter range 

I: 4-8mm (Special order) II: 8-13mm (Standard) 
III: 12-l 7mm (Special order) 

S: Shield 
U: Unshielded 

001Rn 
I 71.2 I 

Female contact 
cable connector 

M23SK TK 
- --- OOIIJ 

I 76. 9 I 
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M23 SIGNAL

Male contact 
square flange receptacle 

M23SJ Z 

Number of contact J -l Coded chuck (See P7) 
N: Gray (Standard), S:Black (Special order) 
H: Orange (Special order), X: Blue (Special order) 
Y: Green (Special order), Z: Purple (Special order) 

Panel cutout 

Female contact 
square flange receptacle 

M23SK Z 

,?6' 

... 

�
25 

Panel cutout 

�
�
N 
 

 '\ 

0 0 0 0 

o o o o 

0 

0

0

0 0 
0 

Male contact 
angled cable connector 

M23SJ TL 
- ---

51.2 

� 

Female contact 
angled cable connector 

M23SK TL 
- ---

54.2 

�'° 
I'-

Male contact angled 
square flange receptacle 

M23SJ ZL �l 
I 48 I 

Panel cutout 

Female contact angled 
square flange receptacle 

M23SK ZL �l I 54. 3 I 

Panel cutout 
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M23 SIGNAL
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M23 SIGNAL
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