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• SP Series IP68

• Threaded coupling

* Each side can be male or female contact 
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SP17 SERIES

(sp'"'1l!2j7  SP17 Series 

SP1710/P_-_N SP1710/S_-_N 

Cable connector 

Mate with SPl 711,SPl 712 

Cable outer diameter range: 6-!0mm  

Male contact _J Female contact _J I I: solder, 3: crimp 

Number of contact 
L 

In-line cable connector 

Mate with SPl 710 

SP1711 /p_-_ - SP1711 / s_-_

Cable outer diameter range: 6-10mm 
_ 

L C:with cap 
N :without cap 

I: solder, 3: crimp 

Rear-nut mount 

Mate with SPl 710 

SP1712/P_-__ SP1712/S_-__ 

Number ofcontact _J L C:with cap 
N :without cap 
I: solder, 3: crimp 

lQLI
19.7  

3 max 
Panel cutout 

¢17 

.,.; 
(0 

Solder contact spec 

Number of contact 2 3 4 2B 3B 4B 

Male contact face view 

Rated current (A) 

Contact diameter( mm) 

Rated voltage (AC. V) 

Test voltage(AC. V) I min 

Contact resistance (mO) 

Wire size(mm2/AWG) 

10 10 5 15 15 15 5 5 5 5 

01.5X2 01.5X3 01X4 02X2 02X3 02X4 01X5 01X7 01X9 01X10 

500 500 500 500 500 500 500 400 400 400 

1500 1500 1500 1500 1500 1500 1500 1200 1200 1200 

2.5 2.5 5 2.5 2.5 2.5 5 5 5 5 

,s:;2114 ,s:;2114 <0.75/18 ,s:;2114 ,s:;2114 ,s:;2114 <0.75/18 <0.75/18 <0.75/18 <0.75/18 
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Number ofcontact _J 
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SP1710/P_-9 SP1710/S_-9 
L Male contact 11 

Plug with horizontal mount screw 
Mate withSP1711, SP1712 

02 4.6 

SP 
17 

Number of contact 
6-lOmm 

Cable outer diameter range 

Female contact 

SP1711 /P_ -9 SPl 711 / S_-9 

Connector with horizontal 
mount screw 
Mate with SPl 710 

56 

6-lOmm 
Cable outer diameter range 

SP1712 / p_ -9 SPl 712 / s_ -9 

I I 
3max 

Rear-nut mount receptacle with 
horizontal mount screw 
M,t,w;thSPl710 

D 
� 
10.1 I 

20 
25.7 

> 

Panel  cutout 
/ .

-.-"-<-+..,,_,_� 

017 

en 
Lri 

Screw contact spec 

Number of contact 

I
2B 

CD  •

15 

02X2 

500 

1500 

2.5 

I 3B 

@3 

15 

02X3 

500 

1500 

2.5 

4B 

E3 
•  •

15 

02X4 

500 

1500 

2.5 

Min: 0 .75/18 c,s; Min: 0 .75/18 c,s; Min: 0 .75/18,s; 
Max:c,s;2/14 Max:c,s;2 /14 Max:c,s;2/14 

Male contact face view 

Rated current (A 

Contact diameter(mm 

Rated voltage (AC.VJ 

Test voltage(AC.V 1 min 

Contact resistance (mO 

Wire size(mmdAWG) 
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Cable connector 
Mate with SP25 l l, SP2511 C, 
SP2512, SP2513 

_ 1 !:solder, 2:screw, 3 :crimp 
SP2510/P __- _ SP2510/S __ -

L 
11 

Male contact 
Cobio w<m d<omo<en,"g' 
I: 10-14mm; II:7-12mm 
Number of contact 
Female contact 

In-line cable connector C 
Mate with SP25 l 0 

SP 
25 

I·l0-14mm 
iI:7-1 2mm' 

Cable outer diameter range 

SP2511C /p __ -_ SP2511C IS __ -_

"'" 
-...= 

C') 
ISi 

I:10-14mm; 
II:7-1 2mm 

Cable outer diameter range 

SP2512/P_-_ 

Rear-nut mount 
Mate with SP25 l 0 

SPlSll / S--� l:solder, 2:screw, 3 :crimp 

'----- Number of contact 
11.7 
21.7 

025 

SP2513/P_-_ SP2513 Is_-_

2-hole flange
Mate with SP2510 

40 
50 

2-04.5 

�,_,, 
-� • ur 
� 

Panel cutout 

40 

I!) 
·N 

ISi 

SP2515 Ip_-_ SP2515 IS---

Front-nut mount 
Mate with SP25 l 0 

11 
3 max 

031. 1 

Solder contact spec 

2 3 4 

G    @3  • 0•
5 

25 25 25 25 10 

01X5 
02.5X2 02.5X3 02.5X4 01.5X10 

02.5X4 

500 500 500 500 500 

1500 1500 1500 1500 1500 

5 
2.5 1 

2000 2000 2000 2000 2000 

:S;4/11 :S;4/11 :S;4/11 
:S;0.75/18 

:S;2/14 :S;4/11 

Number of contact 

Male contact face view 

Rated current (A) 

Contact diameter(mm) 

Rated voltage (AC. V) 

Testvoltage(AC.V) 1 min 

Contact resistance(mn) 

Insulation resistance (Mn) 

Wire size(mm,/AWG) 

 

5 
10 30 5 

01.5X12 
01X9 
03X3 

01X19 

500 500 400 

1500 1500 1200 

2.5 
5 

5 1 

2000 2000 2000 

:S;2/14 :S;0,75/18 :S;0.75/18 
:S;4/11 
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Tel: +44 (0) 1536 263411
Sales Email: sales@mbs-components.com

Tel: +44 (0) 1962 773004
Sales Email: sales@in2connect.uk.com 

Tel: +44 (0) 1536 263411
Sales Email: buddy@componentbuddy.com

Address:
Unit L Tyson Courtyard 

Weldon South Industrial Estate 
Corby 

Northants, NN18 8AZ
United Kingdom 
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